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Rockwell Industrial Portable Power Tools—the result of an 
$11,000,000 research and development program created 
to meet the demand of tool users in industry and the 
construction trades. 


Rockwell GTO Power Tools—not just ‘another’ line of 
power tools, but a better one. The product line with a 
difference! 

= Parts Standardization to reduce your parts inventory. 
More than 86°%/o of Rockwell GTO Tools have inter- 
changeable parts. 

= Human Engineering for better control and easier han- 
dling. Typified by the thrust-line grip design on GTO 
Drills and Screwdrivers. 

= Heavy Duty Switches for less too] downtime on the job. 
All switches are double-pole and rated for extra high 
amperage. 

= Lightweight Aluminum Alloy Housings. Exceptionally 
strong, yet light, for less fatigue during long periods 
of operation. 

= Ball and Roller Bearing Construction. Precision ball and 
long wearing roller bearings for longer, trouble-free 
performance. 
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= Precision Machined Gears. Higher strength, longer life 
and more efficient power transmission. Precision hobbed 
in matched sets from high quality steel; carefully heat 
treated and hardened. 

= Cord Strain Relief Protection to prevent kinking and 
dangerous wear. Long wearing, rubber insulated, 3-con- 
ductor cord with trouble-free molded plug. A secondary 
liner firmly locked into each tool to relieve cord strain. 

= Totally Failure-Protected Motors to cut tool downtime 
and minimize servicing. High temperature insulation 
for protection against frequent, prolonged overload or 
abrasive, heat and moisture conditions. 


And because each Rockwell GTO Power Tool is con- 


structed to uncompromising quality standards, they are 


guaranteed to outperform all comparable tools in power, 
durability and handling ease! 


Tf the tools you are presently using are not living up to 


_ your expectations, we invite you to try Rockwell GTO 
_ Power Tools and verify their performance advantages, 


first hand! 
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EACH WITH ALL OF 
THE SPEEDMATIC SAFETY, 
CONVENIENCE AND 

PERFORMANCE FEATURES 
THAT HAVE MADE PORTER-CABLE 
FAMOUS AS MANUFACTURERS 
OF THE WORLD'S FINEST 
PORTABLE POWER SAWS! 
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ROCKWELL PORTABLE POWER TOOLS 





ROCKWELL 8” = 84” = 1014” AND 12” SPEEDMATIC SAWS 


SPEEDMATIC SAW FEATURES 


1. Comfortable Top-Handle Design—specially designed and 
located for greater operator control. Features trigger switch 
for instant on-off power control. 

2. Precision Ball Bearings—heavy-duty, oversize bearings 
THROUGHOUT; grease packed at factory for longer, 
trouble-free service. 


3. Heavy-Duty Base—for full support and greater stability 
on all cutting operations. 


4. High-Speed Steel Blade—designed and tensioned specifi- 
cally for the higher speeds of Rockwell Saws. 


5, Safety “No-Drag” Guard—featured on all models except 
508. Exclusive miter-lip on leading edge prevents jamming 
at start of any cut and eliminates “drag” during the cut. 
Positive action of new coil spring returns guard to starting 
position immediately after cut is completed. 

Sawdust Ejector—built into guard, directs nuisance saw- 

ust back and away from operator when sawing. 

7, External Gear Lubricator—keeps gear chamber well lubri- 
cated without having to dismantle saw. Simple twist of cup 
ring injects grease onto gear and pinion. 

Helical Gearing—precision machined and hardened for 


greater tooth strength, larger contact area, peak performance 
and longer life. 


-g, Removable Pinion Gear—machined as a separate unit and 


not as a part of the armature shaft. Should the need arise, 
you only replace the gear and not the complete armature. 





10. Totally Failure-Protected Motor—cuts down-time and mini- 
mizes troublesome servicing problems. Armature windings 
feature a new scientifically developed high temperature 
coating and bonding unaffected by frequent, prolonged 
overload, harmful abrasives, moisture conditions or other 
causes of motor failure. All commutator-coil connections 
are welded making them stronger and more resistant to heat 
than conventional soldered leads. 

11, Compensated Pole Type Motors—extra windings coupled 
with a 16 pole field rather than a 2 pole field provide 
smoother drive, additional power and longer life. 


12. Precision Angle Segment—on most models is quick and 
easy to set for accurate bevel cutting from 0° to 45°. Weight 


of saw is held by heavy die castings at any depth or angle 
setting. 


13, Single Line Cutting—only one sighting line to follow on 
any cut—whether straight, angle or bevel. 


14, Auxiliary Front Blade Guard—covers front of blade for 


greater operator protection, especially during shallow depth 
cutting operations, 


15. Aluminum Alloy Housing—rugged and strong, yet light-in- 
weight for non-tiring use of saw over long periods of time. 


16. Complete Line of Accessories—including saw blades, 


abrasive wheels, rip guides and protractor gauges. Available 
for extra versatility, convenience and safety. 
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ROCKWELL PORTABLE POWER TOOLS 








ROCKWELL 8° = 844” = 1044" AND 12” SPEEDMATIC SAWS . 


Model 508—8” 
with 

“yn Safety 
Swing 

Guard 





Four famous Speedmatics— 
the saws that have set the standards 
for the Industry! 


Each model—from the high speed 508: 8” with Safety 
Swing Guard, especially ideal for use with abrasive 
blades, to the rugged 542: 12”, with its big 494” cutting 
capacity—offers all of the Speedmatic safety conven- 
ience and performance features that have made Porter- 
Cable famous as manufacturers of the world’s finest 
portable power saws. 





8” AND 814” SAW KITS 


Includes Model 508 or 528B Saw, 
20K9 Rip Guide and 
Carrying Case 


(10K89 for 508; 528-16 for 528B). 
Model 508K—8” Saw Kit 
Model 528BK—844” Saw Kit 


CATALOG LISTING AND SPECIFICATIONS 
Model No. | 508 | 15288) } <Slojmeiemena2 


Motor Amps 13 | 15 
No Load Speed (RPM) 7000 | 6300 4800 
3” 814” 10%” 12” 
Blade Diameter | (620050) | (B8255C) | (B10256C) | (B12006C) 
Capacit 2 ieee ek 2h"  3%s" 
| — — 

sean hd 90° | 2%" | 2h" i" 

Bearings Sle zu | zl | Ball | Ball 


“es i 


Motors— Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 


STANDARD EQUIPMENT 


All Models —Basic Machine, Combination a Blade (53” ; 
diam. round hole for Models 508 and 528B; *;” diam. round “ 
hole for Models 510 and 542), 154YX Gear  anene 3-Con- 
ductor Cord and Operating Manual. Model 508 also includes 
1786X Blade Wrench and 1740X Allen Wrench. Model 528B 
includes 1931X Blade Wrench and 2874X Jackshaft Wrench. 
Model 510 includes 1786X Blade Wrench, 20K9 Rip Guide 
and 39695 Carrying Case. Model 542 includes 24617 Blade 
Wrench, 17K12 Rip Guide and 39676 Carrying Case. 


ACCESSORY EQUIPMENT 


¥ 
. 
No. 2498X Arbor Adapter. Used to mount *” round hole saw 

blades to °s” arbor saws. F 


No. 30SB Solid Lock-Up Screw. For Model 528B. Converts 
Kickproof Clutch to Solid Blade Lock up. For use with 
abrasive blades. 


Weight (Lbs.) 


i 









Carrying Cases—Constructed of heavy gauge steel with 
welded corners for added strength. 


No, 10K89. For Model 508: No. 528-16. For Model 528B 
No. 39676. For Mode! 542: No. 39695. For Model 510 


No. 25YK75 Protractor Gauge. For straight or angle cut-off 
work. Adjustable 75° r. or 1. 


No. 153K75 Cross-Cut Guide. For accurate 90° cross-cutting. 


Rip Guides—For fast, accurate ripping to uniform widths. 
No. 49460. For Models 528B, 510 and 508. 
No. 17K12. For Model 542. 
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HIGH QUALITY ROCKWELL 
SAW BLADES FOR FAST, 
EFFICIENT CUTTING 


Available in a wide variety of types 
and arbor sizes (to fit most all make 
saws). Made of fine steel with prop- 
erly shaped and spaced teeth for fast, 
efficient cutting; tempered to the cor- 
rect degree of hardness to stay sharp 
longer. 





Thin Rim Blades—For Finish cutting of 
woods, especially plywood. 
NUMBER DIA. IN.| HOLE, IN. 








Planer Blades—Used for obtaining ex- 
tremely smooth end grain cuts on cabi- 
net or trim work. 

NUMBER DIA. IN. | HOLE, IN 


B6OOS5P............ 5 ) Ye 





Combination Blades—For general rip- 
ping and cross-cutting. 


NUMBER _| DIA. IN. | HOLE, IN. 


















caveesseas Ye 

seepecsowees Ye 

Ye 

ay ee %s 

, Ye 

AO Oe Ye 

ae Ya 

BIS50SC. i vcasceers> 7% %e 

BSOOSC............ 8 Ya 

BS255C.....220.506 8% %e 

B10256C........... 10% Ye 

B12006C........... | 12 % 
BLG7SDC. oop ccvecs 6% ‘ diamond 
os BLED DC rzs2steeer diamond 


@ 














Carbide- Tipped Blades— Easily cuts 
“problem materials” such as Masonite, 
Formica, Asbestos, etc. 


NUMBER | DIA. IN. | HOLE, IN. 


ae te 


All-Purpose Blade—Specia] Nardone 
steel teeth for difficult sawing condi- 
tions. Cross-cut or rip. 





NUMBER | DIA. IN. | HOLE, IN. 
BSOOSAP........... | 8 | Ya 





Rip Blades—Specially deslaned for fast 
ripping of all types of lumber. 


NUMBER / DIA. IN. | HOLE, IN. 





Abrasive Blades—"RL" used for com- 
positions and non-ferrous metals; “GL" 
used for stone and plastic; “BL” used 
for iron and steel. 


NUMBER 





DIA, IN. | HOLE, IN. 


Ya 
Ye 








BSOOSRL........... 
BSOOSGL........... 
BSOOSBL........... 


OM OYINADHA 
ak Sak ka 














Cross-Cut Blades—Ideal for fast, smooth 
cross-culting, 





NUMBER DIA. IN. | HOLE, IN. 
BG6OOSCC...........| 6 | % 
B6255CC........... | 6% Hq 
BG6S505CC........... 61% Ye 
BIO0SCOskiccvcss 7 % 
TEL ot eee 7, % 
Eds tee 6 ge 7% a 
BROOSEE a. coc ecces 8 ve 
B8255CC........... 8% | %e 


c 
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Fine Tooth Blades—For plywood cutting. 


NUMBER DIA. IN. | HOLE, IN. 
BANGER Tol coerce. 4, Ys 
ABODE cog cise cee ss ay, My 
BSBISET. «os cecse | 5% | Yq 

%/ 


B7005FT.. Sebewvestes i. 








Metal Cutting Blade—For | cutting most 
light gauge metals; also Transite and 
Fiberglas. 

NUMBER —_| DIA. IN. | HOLE, IN. 
(B6375MC.......... | 6% | Ya 








Flooring Blade—Especially ideal for siz- 
ing hardwood flooring. 


NUMBER HOLE, IN. 


BS6OO5FB 





Special Blades—For special cutting ap- 
plications. 444” diameter with “4” arbor 
hole. 

No. 12121. For cutting Plexiglass. 


No. 12122. For cutting “problem mate- 
rials”. 
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“ROCKWELL 
CHECK THESE ROCKWELL FEATURES 





1. D-Handle Design—Specially contoured for push-type cut- 
ting, the utmost in operator comfort and control. 


2. Lightweight Magnesium Housing—Specially designed and 
constructed for maximum strength and rigidity at a mini- 
mum (lighter-than-aluminum) weight. 


3. Extra Powerful Motor—full 13 amp rated on the Model 568 
—plenty of power for every job plus a reserve to compensate 
for overloads. Motor is M. L. insulated—motor is unaffected 
by frequent, prolonged overload; abrasive, heat and mois- 
ture conditions; and other causes of failure. Cuts down time 
and minimizes troublesome servicing problems, 


4. Replaceable Components—accidently drop the saw; break 
a handle? No problem: Simply replace the broken part—not 
the complete unit. Handles, gearing and bearings of the 567 
‘and 568 are interchangeable. 





5. Ball Bearings—Heavy duty, oversize, arbor ball bearings, 
grease packed at the factory for a lifetime of trouble-free 


service. 
a 
a 6. “No Drag”’ Telescoping Saw Guard—with exclusive “miter- 
lip,’ construction—no jamming or binding during operation 
- even on compound miter cuts. 


7. Safety Kickproof Clutch (standard equipment on the 568; 
accessory equipment for 567) —Adjustable to any degree of 
slip, fully protects user, machine and work. 










8. Sturdy Steel Base—For full support and greater stability 
during operation. Aluminum base available as accessory for 
568, if preferred. 


9. Positive Control Levers—Extra large, ‘'man-size” controls 
for quick and easy depth or angle adjustments. 


10. Big Capacity—No Se cent saws Offer more. Model 568 
he te Saw cuts stock 2142” at 90°; a full 2445,” at 45°. 


il. Worm Gear erg rugged gearing for maxi- 
mu num transmission of high torque power to blade. 


( P 





POF STABLE POWER TOOLS 
634” AND 712” WORM DRIVE SAWS 





as, a —— ie 


Model 567—63/,” 


a” 
Model 568—714,” 


Created to meet the demand of builders, contrac- 
tors and heavy industrial users for rugged, truly 
lightweight, high-torque worm drive saws. 

More than capable of taking the abuse of tough 
construction jobs that ordinary saws can not with- 
stand. 





CATALOG LISTING AND SPECIFICATIONS © 


Model No. 

Motor Amps. 
No Load Speed ( RPM) 

Blade Diameter 










4200 
74" (BL750DC) 








Capacity ——_—_——_ rr ] 

















Tho) Se ee 
~ Length | =) 
Weight (Lbs.) ne 
Shpg 








Motors—Universa/ Type, 115 Voit, t 25- 60 Cycle, AC- oc. 


STANDARD EQUIPMENT 


Both Models —Basic Machine, Combination Saw Blade (dia- 
mond hole), 1931X Blade Wrench, 35YX Lubricant, 3-Con- 
ductor Cord and Operating Manual. Model 567 also includes 
42977 Diamond Hole Blade Adapter. 


ACCESSORY EQUIPMENT 


No. 24770 Aluminum Base. For Model 568 Saw only. Re- 
places steel base furnished with machine. 


No, 42977 Arbor Adapter. For Model 567 Saw only. Use to 
mount diamond hole saw blades to saw. 


No. 23499 KickProof Clutch Screw. For Model 567 Saw. 
Converts solid blade lock up to KickProof clutch. 


No. 25YK75 Protractor Gauge. For straight or angle cut-off 
work. Adjustable to 75” r. or |. 


No, 153K75 Cross-Cut Guide. For accurate 90° cross-cutting. 
No. 23401 Rip Guide. For fast ripping uniform widths. 


Carrying Cases—Constructed of heavy gauge steel with weld- 
ed corners for added strength. 


No. 23543—For Model 568. 
For Saw Blades and Other Accessories Refer to Section Al, Page 4. 
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ILDERS’ SAWS 


The most powerful builders’ saws in thei 
class with totally failure-protectec 
motors...all ball bearing constructio 
...new modern styling 


PLUS 


= External gear lubricator (grease cup 


= Man-size control knobs with accurately cali 
brated depth and angle adjustment scale 


= Heavy-duty machined bass 
= Single line cutting 
# Offset design motor housin 


= Balanced, top handle desig 
with built-in trigger switcl 


s Safety kickproof clutct 

= Telescoping saw guar¢ 

s Auxiliary front blade shiel« 

# Built-in sawdust ejecto 

® Lightweight aluminum constructior 
# Cord strain-relief protecto 

# Picture window blade visibilit) 
= High speed steel saw blade 

® Helical gear drive 


... AND MORE 
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ROCKWELL PORTABLE POWER TOOLS 





ROCKWELL 634” = 734° = 8%" = 10%" HEAVY DUTY BUILDERS’ SAW 


ROCKWELL 
QUALITY CONSTRUCTION 
..-OFTEN IMITATED BUT 

NEVER EQUALLED 





Totally failure-protected motor—a proven 
Porter-Cable concept in motor protec- 
tion that takes over where others leave 
off! M.L. insulated motor is unaffected 
by frequent prolonged overload, heat 
and moisture conditions or other 
causes of failure. Cuts down time; 
minimizes troublesome servicing prob- 
lems. 


All ball bearing construction—heavy- 
duty, over-size ball bearings through- 
out, grease packed and sealed at the 
factory for smoother, frictionless oper- 
ation; longer trouble-free service. 





External gear lubricator (grease cup)— 
to simplify oiling of gear and pinion. A 
simple twist of the cup ring injects 
grease into the gear chamber—nothing 
to dismantle. 





Man-size control knobs with accurately 
calibrated depth and angle adjustment 
scales—make it quick and easy to set-up 
the saw for depth and accurate 0° to 
45° angle cutting operations. The angle 
adjustment segment, base and depth 
adjustments are machined die-castings 
for maximum rigidity, accuracy and 
longevity. 








Heavy-duty machined base — provides 
full support and greater stability for all 
cuts, 





Picture window blade visibility—permits 
the operator to safely see and recheck 
the saw for accuracy as the cut is be- 
ing made. 





Single line cutting—one sighting line to 
follow on any cut—straight, angle or 
bevel, 

Balanced, top-handle design with built- 
in trigger switch—specially designed and 
located for easy, one-hand operation. 
Offers greater operator comfort on ev- 
ery cut—in any position! Trigger switch 
—insulated for maximum user protec- 
lion—provides instant, on-off power 
control. 





Safety kickproof clutch (on 315, 346 
and 368 saws only)—eliminates danger- 
ous kick back. Prevents overload on the 
armature if the blade stops 








> * 


Telescoping saw guard — features EX- 
CLUSIVE MITER-LIP CONSTRUC- 
TION on leading edge to prevent jam- 
ming and eliminate “drag” while cut- 
ling even on miter cuts. 


Auxiliary front blade shield—covers front 
of blade for “added” operator protec- 
lion, especially during shallow depth 
culting operations. 

Lightweight aluminum construction—ex- 
ceptionally strong, yet featherlight to 
permit non-tiring use over long periods 
of time, 


Cord strain-relief protector — U. L. ap- 
proved 3-conductor cord features 
strain-relief protector at the saw to 
prevent kinking and dangerous wear. 




















ROCKWELL PORTABLE POWER TOOLS 
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ROCKWELL 634” = 714" = 8%” = 1044” HEAVY DUTY BUILDERS’ SAW 


Model 346—63/4,” 


Model 315—71,4" 


Model 368—8'4" 





CHOOSE FROM FOUR HEAVY DUTY MODELS! 


A builders’ saw with the right combination of power and 
capacity for your particular cutting job! 

Each answers the present day demand for a modern 
low-cost builders’ saw with the performance advantages 
needed for every type of cutting job whether hour-after- 
hour construction work or light trim work. 





HEAVY DUTY BUILDERS’ SAW KITS 


Includes Model 315, 346, 368 or 592 
Saw plus Rip Guide (20K9 for 346, 
315 & 592; 23972 for 368) and Carry- 
ing Case (43067 for 346 and 315; 


44657 for 368; 42385 for 592). 


Model 346K—6%.”" Saw Kit 
Model 315K—7'%" Saw Kit 
Model 368K—8'4”" Saw Kit 
Model 592K—1034" Saw Kit 


CATALOG LISTING AND SPECIFICATIONS 





Model No. 346 315 368 592 
_ Motor Amps | _:10.5 = 5 12.5 14 
No Load Speed (RPM) _ | _ 5800 5800 5250 
yn Vad Vd ” 
_ Blade Diameter | (Ber55C ce B8755C) | (BIOSS6C 
90° | 23/6” he” _| 2156" | 3%" 
Capacity ase | yr mr ! 2%" 1s.” 
2 | Y, ‘ ; 
“Bearings | Ball_| Ball | Ball _| Ball 
_ Length _.__ | AR ee 1444” 


Net 7 near 12% | 134 18 
Weight (Lb 
CA IN Ga 16 16 1714 


MatarenUiiterel Type, 115 Volt, 25-60 Cycle, AC-DC. 230 Volt Motors 
Available At Extra Cost for Models 346, 315 and 368. 


STANDARD EQUIPMENT 


All Models—Basic Machine, Combination Saw Blade (*s” 
diam. round hole for Models 315, 346 and 368; 4” diam. 
round hole for Model 592), Blade Wrench (1931X for Models 
315, 346 and 368; 1786X for Model 592), 154YX Gear Lubri- 
cant, 3-Conductor Cord and Operating Manual. Models 315, 
346 and 368 also include 2874X Jack Shaft Wrench 


ACCESSORY EQUIPMENT 


Wrap-Around Type Bases—Replacements for standard type 
bases furnished with 300 Series Saws. 

No. 42819—For Models 346 and 315; No. 43130—For Model 368 
No. 2498X Arbor Adapter—Used to mount *;” round hole saw 
blades to 5” arbor saws. 





Rip Guides—For fast, accurate ripping to uniform widths. 
No. 49455 -For use with wrap around bases on Models 315, 
346 and 368. 


No. 49460-For Model 592. Also for Models 315, 346 and 368 
with flush bases. 


No. 43093 Flush Type Base —Replacement for wrap-around 
bases furnished with Models 315 and 346. 


No. 25YK75 Protractor Guage—for straight or angle cut-off 
work. Adjustable 75° r. or 1. 


No. 153K75 Cross-Cut Guide—For accurate 90° cross-cutting. 


Carrying Cases—Heavy guage steel No. 43067 Case also fea- 
tures new “Fold-away" Lid for ready access to saw and ac- 
cessories. 

No. 44657—For Model 368; No. 43067—For Models 346 and 315. 
No. 42385-—For Model 592 

No. 30SB Solid Lock Up Screw—For Models 315, 346 
Saws. Converts Kick-Proof Clutch to Solid Blade Lock-U 
For use with abrasive blades. , 
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R 20 CKWELL PORTABLE POWER TOOLS 
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“HIGH QUALITY ROCKWELL 
SAW BLADES FOR FAST, 
EFFICIENT CUTTING 


Available in a wide variety of types 
and arbor sizes (to fit most all make 
saws). Made of fine steel with prop- 
erly shaped and spaced teeth for fast, 
efficient cutting; tempered to the cor- 
rect degree of hardness to stay sharp 
longer. 





Thin Rim Blades—For Finish cutting of 
woods, especially plywood. 


NUMBER DIA. IN.| HOLE, IN. 
B6505TR..._.. y=) 834 Ya 


B7255TR .... vax) 7% Ye 
Ye 








Planer Blades—Used for obtaining ex- 
tremely smooth end grain cuts on cabi- 
net or trim work. 


NUMBER DIA, IN. HOLE, IN. 
BGOOSP....... 00.0. 6 Ya 
BO25 SP. wc cseccens 6% Ya 
BESOSP iin iaa cic vss 6 %e 
B700SP.. occ 6 05254 7 Ye 
B7255P....cccccsies 7 Va Ys 
IAS AS one 7% Ya 
BSOOSP.......ccccves 8 Ye 
BSE255P.. ...<ssccees BY, Ya 

2 





Combination Blades—For general rip- 
ping and cross-cutting. 





NUMBER DIA. IN. HOLE, IN. 
Ye 
Yo 
| Ya 
BG6SOSC. 1 cesses Ya 
B67 SSC iii sscaes ee Ye 
B7OO0SC..ccrccescce <a 
BY255C.. 1 Ya 
B7S505SCi isp ccascs ss Ya 
BsBOOSC.. Ya 
Bese SC cvenceeatues */a 
B10256C........... P Ms 
B12006C........... Vs 
EDC rtcessesss diamond 
 BL75) DDC....-.2+=-- 





diamond 
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ROCKWELL CIRCULAR SAW ACCESSORIES 





Carbide-Tipped Blades—Easily cuts 
“problem materials” such as Masonite, 
Formica, Asbestos, etc. 


NUMBER 


DIA. IN. HOLE, IN 

% 
y 
Ya 








All-Purpose Blade—Special hardened 
steel teeth for difficult sawing condi- 
tions. Cross-cut or rip. 


NUMBER 
BSOOSAP 2. sss2250 


DIA, IN, 
8 


HOLE, IN. 


%e 





Rip Blades—Specially designed for fast 
ripping of all types of lumber. 
NUMBER DIA. IN. | HOLE, IN. 





Abrasive Blades—RL" used for com- 
positions and non-ferrous metals; “GL” 
used for stone and plastic; “BL” used 
for iron and steel. 


NUMBER DIA. IN. HOLE, IN. 


B7OOSGL.... 
B7OOS5BL... 
BSOOSRL...... 
BSOOSGL...... 


6 
6 
6 
7 
7 
7 
8 
8 
8 


KKK KK KK 











Cross-Cut Blades—Ideal for fast, smooth 


cross-cutting. 











NUMBER DIA. IN. | HOLE, IN. 
B6OOSCC........... , Ya 
B6255CC........... 6% Ya 
BG6505CC........... 6% % 
B7OOSCC........... 7 | Ye 
BI 285666... snsecs 7% | Ye 
B7505CC. =< secccss: 7% Ye 
BSOOSCC........... 8 Ya 
LDL ee BY, Ya 








oe 
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Fine Tooth Blades- For plyw ood c utting. 


“NUMBER DIA. IN. HOLE, IN. 
B4503FT........... 4'/, Ys 
B4503B............ 4% | Ys 
BS875FT........... 5% + 
B7Q05FT «0000000 ia | Ys 





Metal Cutting Blade—For cutting most 
light gauge metals; also Transite and 
Fiberglas. 


| ola. in, | HOLE, IN. 


NUMBER 








Flooring Blade-Especially ideal for siz- 
ing hardwood flooring. 


NUMBER DIA. IN. HOLE, IN. 
B6OOSFB.........., Ya 


Special Blades—For special cutting ap- 
plications. 414” diameter with “4” arbor 
hole. 

No. 12121. For cutting Plexiglass. 


No. 12122. For cutting “problem mate- 
rials". 




















ROCKWELL 
6%" & TA" 


with exclusive 
Safetymatic 
Push Button 
Blade Brake 





World’s only portable power saw with a 
built-in manually operated blade brake. 


Permits the operator to safely stop the saw blade in 
seconds ... more completely protects users against 


accidents from dangerous blade coasting!  , 
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~ ROCKWELL PORTABLE POWER TOOLS 





ROCKWELL 6%” AND 714" HEAVY DUTY SAWS 


ROCKWELL 
SAFETY, CONVENIENCE 
AND PERFORMANCE 
FEATURES 


Exclusive Safetymatic Push-Button Brake 
—a time saving convenient, manual op- 
erated brake system! Simple push-but- 
ton action permits you to safely stop 
the saw blades in seconds...eliminates 
dangerous, time-wasting blade coasting. 





Totally Failure-Protected Motor—a proven 
Porter-Cable concept in motor protec- 
tion that takes over where others leave 
off! High temperature insulated motor 
is unaffected by frequent, prolonged 
overload; abrasive, heat and moisture 
conditions; and other causes of motor 
failure. Cuts down time and minimizes 
troublesome servicing problems. 
PLUS—Trigger Switch—for instant on-off 
control mw Kickproof Clutch—eliminates 
dangerous kickback — prevents over- 
load on the armature if the blade stops 
= Safety “‘No Drag’’ Telescoping Guard— 
with exclusive miter-lip construction 
to prevent jamming . . eliminate 
“drag m Auxiliary Safety Shield—to 
cover front of blade during shallow, 
depth cutting operations s= Single-Line 
Cutting—one sighting line to follow on 
any cut—straight, angle, bevel sExternal 
Gear Lubricator—to simplify oiling of 
gear and pinion m Precision Ball Bear- 
ings—heavy-duty, oversize ball bearings 
for a lifetime of trouble-free service = 
Helical Gears—with more contact area 
and more strength for better operating 
performance and longer life = Wide 
Wrap-Around Base—for full support and 
greater stability while cutting m= Offset 
Design Motor Housing—to permit use of 
either base side for “auxiliary fence” 
cutting = Aluminum Construction—rug- 
ged and strong, yet light in weight = 
Built-in Saw Dust Ejector—to direct saw 
dust back and away from operator. 





Model 596A—63,,” 
with Push-Button Brake 





Model 597A—714," 
with Push-Button Brake 


TWO GREAT 
HEAVY DUTY 
MODELS! 


Each with all of the time honored 
Speedmatic features builders prefer 
. . . plus new safety and perform- 
ance advantages, in the Exclusive 
Safetymatic Blade Brake and Totally 
Failure-Protected Motor, never be- 
fore obtainable on a portable power 
saw—regardless of price! 


— 
—- 





634” AND 714” SAW KITS 


Includes Model 596A or 597A 
Saw plus 23972 Rip Guide and 
43067 Carrying Case. 


Model 596AK—6% ” Saw Kit 
Model 597AK—71;” Saw Kit 





CATALOG LISTING 
AND SPECIFICATIONS 











Model No. [ 597A | S96A 

Motor Amps 12 11 

No. Load Speed | | = 
(RPM) 5800 5800 


———— — ————_—_e- — _—__——_—_—_—__ — — = 


74" | 6%" 
(B7255C) |(B6755C) 
+— — + --— 





Blade Diameter 

















Eapacity 45° — 1%" 1%" 

2 2? 1¢€ 26 
Bearings HI Ball | Ball 
Length i 11” 1 1": a 





Weight (Lbs.)—— sane ES 
ei s.)- a —___—— 
“ Shoe. | 18%  #| 18 





Motors— Universal Type, 115 Volt, 25-60 Cycle, 
AC-DC. 


STANDARD EQUIPMENT 


Both Models—Basic Machine, Combina- 


tion Saw Blade (5s" diam. round hole), 
1931X Blade Wrench, 2874X Jack Shaft 
Wrench, 154YX Gear Lubricant, 3-Con- 
ductor Cord and Operating Manual. 
ROCKWELL 


SAW ACCESSORIES 
FOR EXTRA VERSATILITY 
AND CONVENIENCE 


No. 2498X Arbor Adapter. Used to mount 





*,” round hole saw blades to 5x” arbor 
Saws. 
aga 
fo No. 49455 
YF. Rip Guide. 
‘ For fast, 


accurate ripping 
to uniform widths. 


No. 25YK75 Protractor Gauge. 
For straight or angle cut-off 
work. Adjustable to 75° r. or 1. 


No. 153K75 Cross-Cut Guide. For accu- 
rate 90° cross-cutting. 

No. 43067 Carrying Case. Constructed 
of heavy-gauge steel with all-welded 
corners for added strength. Features 
“Foldaway” Lid for ready access to 
saw and accessories. 


For Saw Blades and Other Accessories, Refer 
to Section A3, Page 4. 


€ 
af 





For a wide variety 
£ bk. : 


" 
i PCa! Sawing annications 
* TOM SIZINE TAM (0 CUTUNE asue laminates 
iy RS mn SAP Al 





Designed to Outperform All Other Comparable Saws =Balanced top handle design ® Extra-large wrap- 
ea around tilting base = Easy-to-read 0° and 45° sighting lines * Powerful worm gear drive *All ball bearing 
construction = Telescoping guard with exclusive miter-lip construction = Auxiliary front blade shield 


= Base insert for splinter-free cutting. 
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ROC KWELL PORTABLE POWER TOOLS 


ROCKWELL 41%” TRIM SAW 


OFFERS SAFETY, CONVENIENCE AND 
PERFORMANCE FEATURES NEVER BEFORE 
AVAILABLE IN A TRIM SAW REGARDLESS 

OF PRICE 





1. Balanced, Top Handle Design—for easy, one hand operation. 
Offers greater operator control and comfort on every cut—in 
any position. Features built-in trigger switch for instant on- 
off power control. 

2. All Ball Bearing Construction—for smoother, friction-less 
operation; longer trouble-free service. 

3. Extra-Large Wrap-Around Base—a full 50 square inches—for 
full support and greater stability. Features, easy-to-read 0° 
and 45° sighting lines. Base has a single lock knob for quick 
and easy mounting of accessory rip guide and/or base insert. 

4. Dual Angle Adjustment Segments and Lock Knobs~—assure 
maximum base rigidity for accurate angle cutting operations. 
Positive stop permits quick accurate re-positioning of base 
to level (0°) cutting position. 


5. Telescoping Saw Guard—ball bearing mounted—features 
exclusive miterlip construction on leading edge to prevent 
jamming and eliminate drag while cutting, even on miter 
cuts. 

6. Auxiliary Front Blade Shield—covers front of blade for 
“added” operator protection, especially during shallow 
depth cutting operations. 

7. Rugged Worm Gear Drive—for maximum transmission of 
high-torque power to blade. 

8. Cord Strain-Relief Protector—to prevent kinking and dan- 
gerous wear of cord at handle. 

9. Base Insert-eliminates chipping of splinter-prone mate- 
rials. Easily removed for sawing operations involving set- 
tooth blades. 


10. Accessory Rip Guide—permits fast, accurate cutting to 
uniform widths. Can be used in inverted position as "sighting 
line” on extra-long culling operations. 


_ STANDARD EQUIPMENT 


Aodel 314—Basic Machine; Base Insert with Thumb Screw, 


_ Combination Saw Blade (%” diam. round hole), Wrenches, 
Lubricant, 3-Conductor Cord and Operating Manual. 


1A5 a hor a < 4 


: 7 —" 
—~ —_ 





- . _ itt Pe: oa il a% ad 





MODEL 314 
414" TRIM SAW 


A lightweight, easy-to-handle saw especially designed 
for culling trim, composition boards, plywoods; thin 
non-ferrous metals, plastic laminates, plexiglass and 
other problem materials. 

Powered bya full4.5amp motor through a high-torque 
worm gear drive, its 4'2” blade turns at an all-purpose 
speed of 3800 rpm. It cuts stock up to 1%«"at 90°; a full 
1a" at 45°. 

From its balanced top handle to its strain-relief pro- 
tected power cord, the "314" is packed with safety, con- 
venience and performance features, never before avail- 
able in a trim saw, regardless of price! 


Model 9314—414” Trim Saw Kit Includes Model 314 Saw 


plus 53123 Rip Gauge and 18343 Carrying Case 





CATALOG LISTING AND SPECIFICATIONS 
Model No. : 
Motor 

4.5 Amp., Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 


*_ese epeeewmeeeceeeeeeeeaneeeneerenetene © e © . 


NOEL OMOISN@Od (RPM) oc cccie ccs aiciec os a:biers's Wale en wone'e% 3800 
SOLERO NE DUA TI NOR OY PITS erg Bo enews as aiacn (eid aoa) Oe ieie er kcace vente 4)4,”" 
Capacity Slee we Wiktla Sw, 0 A:s-0.e ere ocbi0s:00 14u" @ 45°, 146" @ 90° 
BOOriNeS tara a eek ekece rea ec e onl wale aS All Ball 
OVO T ALIN URN ar acre ha ry as ongiasgltove'avelelorewsk 10%" 
GUL VECreTI LE Lok’) Ran ee eT wets plone 7 
UU Ve NBME (LIB) oor eng ara pase tay olla) ela tab cara 11 


ACCESSORY EQUIPMENT 


No. 53123 Rip Gauge. With Thumb Nut. For fast, accurate 
ripping to uniform widths. Also used in inverted position as 
“sighting line” on extra-long cuts. 

No. 25YK75 Protractor Gauge. For straight or angle cut-off 
work. Adjustable to 75° r. or |. 

No, 53122 Base Insert. With Thumb Nut. Eliminates chipping 
on splinter-prone materials. 

No. 18343 Carrying Case. Constructed of heavy gauge steel 
with welded corners for added strength. 

Circular Saw Blades—For special cutting applications. 414” 
diameter with “x” arbor hole. 

No. 12121. For cutting Plexiglass and other plastic materials. 
No. 12122. For cutting non-ferrous metals, metal laminates 
and other problem materials. 


For Saw Blades and Other Accessories, Refer to Section A3, Page 4. 
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Features— 


Orbital Blade Cutting Action to re- 
duce heat and excessive blade 
breaking friction for longer blade 
life and faster cutting. 

Preferred Top-Handle Design with 
auxiliary side handle for better 
control, easier handling in any 
position—even when plunge cut- 
ting. 

Exclusive Magic Circle Base Insert 
eliminates chipping even on ply- 
woods and laminates. 
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ROCKWELL PORTABLE POWER TOOLS 


ROCKWELL BAYONET SAW 


ROCKWELL QUALITY FEATURES 
FOR ALL-AROUND TOP PERFORMANCE 


Ee ¢ » ’ 










t 
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(Left) Orbital Blade Cutting Action—reduces heat and blade 
breaking friction common to saws with conventional up and 
down cutting action. Assures longer blade life and faster 
cutting. 


(Right) Magic Circle Base Insert—eliminates chipping even on 
plywoods and laminates. Removable for cutting operations 
with set tooth blades. 


Preferred Top-Handle De- 

A 4 sign with auxiliary side 

handle—assures better 

: | control, easier handling 

| y “a * of saw in any position— 

, , even when plunge cut- 

ting. Trigger switch pro- 

vides “instant” on-off 
power control, 


















port and greater stability for more accurate cutting. 

(Right) Extra Heavy-duty Motor—rated a full 3.5 amp, with all- 
purpose blade speed of 4500 spm, provides plenty of power 
and speed for smoother working, greater sustained cutting 
and safer operation. 





STANDARD EQUIPMENT 


Model 548—Basic Machine; 48366 “Magic Circle" Base Insert: 
| 239X Allen Wrench; 3-Conductor Cord; Assorted Blades: 

. WC 14” 10-tooth; WC 25<” 6-tooth; MC 24” 14-tooth;: 1%.” 
Knife Blade; 149YX Blade Mechanism Lubricant; 35YX Gear 
Lubricant and Operating Manual. 
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Model 548K 
Bayonet Saw Kit 
Includes Model 
548 Saw plus 5021 
Angle Adjusting 
Base, Assortment 
of 6 Wood Cutting 
and 6 Metal Cut- 
ting Blades and 
26132 Carrying 
Case. 
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Model 548 Bayonet Saw 


An extra heavy-duty bayonet saw espe- 
cially designed to meet the demanding 
requirements of builders, contractors, 
cabinet makers and other professional 
users. Handles a wide variety of saw- 
ing jobs from intricate inside curving 
to big capacity straight line sawing. 
Cuts metals, plastics and compositions 
as easily as wood. 


CATALOG LISTING AND SPECIFICATIONS 


Model NOics Seagcs cues ees 
Motor: 
3.5 Amp., Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 


ae 


INOS LOOO2SDECUs (SPIN) > cco iccecc 0 oes 0 lo widoce d-a.wiaielolacw Wale Siete 4500 
SSR OS ee norewie pce ple-eceip)s “a, Orbital 
Cutting Capacity. ...Wood—212"; Aluminum—*i”"; Steel—%4” 


B@SriN Sc cic.ccssceceawss wavewe-s Se aye Ball and Needle 
eT ECT Gna 8S cer cee a ain Cie OOO Ee eee 714" 
NOt Welgnt( EDS) Scere race nike Pike oie ep NeW ow bleicievek ales 6 
SOU DSED UIE GY ORISTIRT CLO) eee aroun lane cin Poryiw anes ase RIRD 10 


ACCESSORY EQUIPMENT 


No, 5021 Angle Adjusting Base. Required for angle cutting 
operations. 


No. 26132 Carrying Case. Heavy gauge steel. 


BAYONET SAW BLADES 


Quantity 
No. Per Pkg. 


Recommended Use 


Cutting Fiberglass—'4* thick orless | 
| Rough cutting wood 





Scroll work and general wood cutting 


Cutting brass, bronze, copper and other 
non-ferrous metals—*/s* to.%4" thick 


Cutting brass, bronze, copper and non- 

ferrous metals 5A,” to % ” thick, angle 

iron, mild steel sheets and tubing— 
"to 4" thick  _ 





Culling steel sheets and tubing 
_ Ar" toY%’ thick 


Cutting cardboard, cloth, leather and 
Ye ee ee 


General woodcutting, also for cutting 
asphalt tile; fiber, paper and plastic 
laminates, linoleum, lucite, nylon, 

j and mbber 


neral wood culling and scroll work 


Heavy oa for cutting steel sheet, tub- 
ing; Steel fabricated panels and doo 


42277 | Assorted Package of Ten (10) Blades: Contains one (1) each of Nos. 24152, 
wn} 24153, 24154* 24155 24 ee 


157, 24158 2416) 24162 and 2329 


49929 Assorted oir of Three (3) Blades: Contains one (1) each of Nos. 24154, 


"May be used on Bayonet Saw with Magic Circle Base Insert. 
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ROCKWELL PORTABLE POWER TOOLS 
ROCKWELL BAYONET SAW 





(Left) Proven Orbital Blade Cutting Action—to reduce heat and 
blade breaking friction (common to saws with conventional 
up and down cutting action). Assures longer blade life... 
faster cutting. 


(Right) Exclusive Magic Circle Base Insert eliminates chip- 
ping on splinter-prone materials. Removable for cutting 
operations with set tooth blades. 
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New Powerful Motor—industrially rated a full 3.0 amps, with 
an all-purpose blade speed of 3500 strokes per minute offers 
plenty of power and speed for tough job cutting—even 
“power-needing” plunge cutting! 

es 





for easier guideability and handling—without need of aux- 
iliary handle. Features a shielded slide switch to prevent 
accidental starting. Top-of-handle switch location permits 
thumb-tip, on-off power control. 

(Right) Large Right or Left-Tilt Base—measures a full 17 sq. 
ins, for maximum stability. It reverses for beveling opera- 
tions—a full 45° right or left. 





STANDARD EQUIPMENT 


Model 348—Basic Machine; 48366 ‘Magic Circle” Base Insert; 
239X Allen Wrench; 24153 Blade: 3-Conductor Cord and 
Operating Manual. 








Model 348K 
Bayonet Saw Kit 


Includes Model 
348 Saw plus 
Assortment of 7 
Blades (1 each: 
24152, 24154, 
24157, 24158, 
24159, 24161 


and 24162), 55655 
Rip Guide and 
49526 Carrying 


Model 348 Bayonet Saw 


Now! greater cutting efficiency .. . 


more power... added operator con- 
venience—in an all new bayonet saw— 
unmatched in sawing versatility! Han- 
dles a wide variety of sawing jobs 
from intricate curve cutting to big 
capacity straight-line sawing .. . in 
wood, metal, plastic and composition 
materials. 


AC-DC, 
INOSLOMG SS DOOO I CORI) goo o sae oo pive oy 9 wine wcw 64 tneie wee BOO 
SOC) SASH WIN AGA DY Reg SE Me”, Orbital 
Cutting Capacity. ...Wood—214"; Aluminum—%”"; Steel—%” 
EP YT CF 5S See SO PAV SEE oo oa aa Ball and Bronze 


see eeeweeeveeseueeeseseceea eae ee ee ee & 


VOR MN ETON) Berea saat ea aca c a a6 wkd 6 GOEL e wR aiake Me 8” 
POMC AUN OMNES CAUSES) atc cnnciurzc-e era’ a's “a lo 2'%s\ adie @ pe Sik ORS wae we 5 
SUDDEN ANU @IMIIC, CLDDBS) Once scsi e accis eos oa sis Se vivian 6 Wo ae wlelewts 9 


ACCESSORY EQUIPMENT 


No. 49526 Carrying Case. Heavy gauge steel. 
No. 55520 Rip Guide. For fast ripping to uniform widths. 


BAYONET SAW BLADES 


No. |Bynmuty Recommended Use width |Cutting | “per 


=_ 
a 
oI 
ste 
ae®o 
— ph = < 


23299 | 10 | Cutting Fiberglass—'4 * thick or less %° | 1%" 6 
: 7 
waist | 10 ep 


Scroll K ! 
224154 work and general wood cutting vr 
1 


Cutting brass, bronze. copper and other P 
24155 6s. | non-ferrous metals—%/¢° to 4” thick Ys evs 


S 
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24156 10 Cutting brass, bronze, copper and non- 2 
ferrous metals *A:” to %” thick, angle 







we 
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s a 
”* 
’ hy 
%° | 2% 
iron, mild steel sheets and tubing— aa 
v4 v4 
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°24157 fn" to %* thick 14 
24158 x10 | Culling men ees and tubing 24 
*24160 Peso | Ay" to %” thic a a 
24159 Cutting cardboard, cloth, leather and 4.° .° f 
rubber “Ae VAs KANE 
24161 [rr General woodcutting, also for cutting ue , 
: nar tile; fiber, paper and plastic 4s th 10 
aminates, linoleum, lucite, nylon, z 
24162 ee plexiglass and rubber enrol 10 
*24163 ee General wood cutting and scroll work y 


42277 | Assoried Package of Ten (10) Blades: Contains one (1) each of Nos, 24152, 
24153, 24154*, 24155, 24156, 24157, 24158, 24161, 24162 and 23299, 


Assorted Package of Three (3) Blades: Conta! . 24154, 
49929 | 24157 and 24160. S Sai tac08:C) seen eC Ee 


*May be used on Bayonet Saw with Magic Circle Base Insert. 








Put a Tiger in Your Hand... 


ROCKWELL 


with sel Dual-Action Cutting 
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NOW! 


Orbital or Reciprocating 
Cutting Action... 

High or Low Speed— 

in any combination 

for the Ultimate in 
Sawing Versatility! 


ai 


THE FASTEST CUTTING, MOST POWERFUL, ALL-PURPOSE SAW IN THE WORLD! 
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ROCKWELL PORTABLE POWER TOOLS 
ROCKWELL TIGER ALL-PURPOSE SAW 


THESE FEATURES 
PUT THE “‘BITE’’ IN YOUR 
ROCKWELL TIGER SAW 
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Pivoting Guide Shoe—offers full suppor! 
and greater stability for more accurate 
cutting ... always stays flush with the 
material being cut regardless of saw 
position. Negative angle feature pro- 
vides self feeding of round stock. 





Universal Blade Clamp—designed to ac- 
commodate all popular make blades 
Locks blade automatically at proper 
sawing angle for maximum efficiency. 











Power-Packed Motor—industrially rated full 8.0 amp—for smoother working; greater 
sustained cutting even on difficult plunge cutting jobs. The most powerful all- 
purpose saw in the world 





Hi-Lo Speed Range (on 2-speed model) 

the right speed range for any male- 
rial: 2800 SPM for cutting woods, plas- 
tics and compositions; 1900 SPM for 
metals and other hard-to-cut' mate- 
rials. Speed selector switch is con- 
veniently located below the trigger on- 
off switch to facilitate speed change- 
over. Speed selection in combination 
with action selection makes the Tiger 
the most versatile saw ever. 


All Ball and Needle Bearing Construction—lony wear- 
ing needle and precision bal] bearings throughout 


for longer maintenance-free life. 


Accurately Machined Gears—precision hobbed to 
rigid standards in matched sets from high quality 
steel for more efficient power transmission; care- 
fully heat treated and hardened for more strength, 


longer life. 


Aluminum Alloy Housing-ecxceptionally strong, yet 
feather-light for non-tiring use in any position, 
even over long periods of operation. 


Heavy Duty Cord with Strain-Relief Protector—long 
wearing, rubber insulated, 3-conductor cord with 
molded rubber plug, features a secondary liner, 
firmly locked to the saw handle to relieve cord 
strain, prevent kinking and dangerous wear. 





ROCKWELL PORTABLE POWER TOOLS 
ROCKWELL TIGER ALL-PURPOSE SAW 








Model 677-2 
2-Speed Tiger Saw 


Model 677 
1-Speed Tiger Saw 
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The Fastest, Most Powerful, All-Purpose Saw Ever! Avyail- 
able in 2-speed or single-speed models—both featuring 
exclusive dual-action cutting for the ultimate in sawing 
versatility and blade life. Cuts a wide variety of mate- 
rials from soft woods, plastics and compositions to hard 
Exclusive Dual-Action Cutting—gives you 2 tools in1... metals ‘ie will do jobs other type saws can't handle— 
simply “flick a lever” to change from orbital to re- big capacily straight-line Sawing, angle cutting, curve 
ciprocating blade motion, for the most efficient cut- and scroll cutting, plunge cutting and more. 

sat at aaiae place cme See eee aaa TIGER SAW KITS—Includes Model 677 or 677-2 Saw, Assort- 
CHES 1 Te OCk ahve ana: ment of 5 Blades (1 each: 49763, 49768, 49773, 49784, 49786) 
and 53649 Carrying Case. 

Model 677K--Single Speed Saw Kit 

Model 677-2K—2-Speed Saw Kit 
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CATALOG LISTING AND SPECIFICATIONS 


Model No. ne | Tra 

Motor Amps. 8.0 8.0 

Speed (SPM) 2400 1900-2800 
Length of Stroke = 1” | I” 

Bearings Ball and Needle Ball and Needle 


ela Te 
tie) 
Weight (Lbs.) 








Shpe. i2 12 : 
ee Motors—Universal Type, 115 Voit, 25-60 Cycle, AC-DC. _ 
STANDARD EQUIPMENT a 

Auxiliary Side Handle—mounts right or left for added contro}; Both Models—Basic Machine, Auxiliary Handle, Wood Cut- 

is removable for use in confined areas. ting Blade, Wrench, 3-Conductor Cord and Operating Manual. 


Le “ = ee = or, 
ROCKWELL PORTABLE POWER TOOLS 


ROCKWELL TIGER ALL-PURPOSE SAW 



























































































ALL PURPOSE SAW BLADES ACCESSORY EQUIPMENT 
A blade for every type of sawing application . . . designed No. 53649 Carrying Case. Holds either single or 2-speed 4 
for use on Rockwell, and most competitive make saws. model and accessory parts. py 
Teeth: |" pnccu 
Quantity Recommended Use Len Color 
gth Per 
Wo Per Pkg. hich Key 
6” 
Pe | 49763 | | (Taper) ] Silver 
General roughing-in wood. ea nec | 
ee | 4976! 3 12 7 | Silver 
| | 35%" ; 
Lee | 4755 | ge 6 | Black 
' | Scroll cutting hard wood; plywood; pressed wood; plastic; tile; | (scroll) 
| asbestos ” | 
TNT. | aie 2 Scrotty | © | Black 
| oe Tee | ame. | 
49767 | 5 General roughing-in wood including nail-embedded wood; thick (Double | j Orange 
} plywood Ed 
ge) 
eb ee EE EES — = ae bE } = — 
| Heavy gage (non-ferrous) metals, bar and angle stock; cast alu- 6” 10 Red 
minum; hard rubber; plastics including laminates; pressed wood | 
| Heavy gage (non-ferrous) metals, bar and angle stock: galvanized | a 
49769 | 10 pipe; tubing (over 18 ga.) 4 18 Red 
Heavy gage (non-ferrous) metals, bar and angle stock: cast iron: . 7 | 
.. | ff 0 | sheet steel (over 18 ga.); hard rubber; pressed wood; fiberglas. 6 | nee 
ces —————S] —— 
=. #=6hu 49771 10 | Sheet steel (under 18 ga.); galvanized pipe; tubing (under 18 ga.) | 4” 24 Red 
: | me 
Heavy gage (non-ferrous) metals; bar and angle stock; cast iron; is A | 
| =~ = 10 sheet aluminum | 6 18 Red 
‘ - ——— ui | = 
ar. a” | 32 | Red 
Sheet steel (under 18 ga.); galvanized pipe; tubing (under 18 ga.) -—: ~~ 
6” | 24 Red Ly, 
Se, a a 
eo Metal scroll; stainless; cast iron; bar and angle stock; galvanized 34” 12 Red 
| pipe; tubing (over 18 ga.) (Scroll) : 
Metal scroll; stainless; cast iron; bar and angle stock: palvanized iP 31" a 
~~ ees, | 49776 | 10 pipe; tubing (under 18 ga.) | (Scroll) 24 Red 
: = a — ee 
: 35%" 
; 10 Yellow 





Heavy gage (non-ferrous) metals; cast aluminum; copper: brass; | (Scroll) 
rubber; pressed wood; fiberglas 








Yellow 


18 | Blue 


Blue 





(Scroll) 








4” 


49779 10 Heavy gage (non-ferrous) metals; bar and angle stock; stainless: ' 
(Flexible) 


galvanized pipe; tubing (over 18 ga.) 


49780 10 Heavy gage (non-ferrous) metals, bar and angle stock; cast alu- 6” 
minum; copper; brass; galvanized pipe; tubing (over 18 ga.) (Flexible) 


—_—- ee 


Heavy gage (non-ferrous) metals, bar and angle stock: stainless: 6” 
sith | ” galvanized pipe; tubing (over 18 ga.) (Flexible) Blue 


49782 | 5 | Cutting nail-embedded wood (Flesible) Orange 


T—r7Z_—_ 
—E ‘ae 
I. 49783 10 General roughing-in wood including nail-embedded wood cab e) 6 Orange 
a... xi 
7S ea 


Orange 


49784 Heavy gage (non-ferrous) metals; cast aluminum; plywoods, 
| 10 pressed wood, nail-embedded wood (Flexible) 


49785 ieee Opening crates, removing siding; cutting nail-embedded wood (ee Orange 
Plaster including plaster with metal lath; plasterboard ea White . 


49787 i Paper, corrugated cardboard; rubber, laminated fiberglas ee bai Silver 


Assorted Package of (10) Blades} 49844 Contains (1) No, 49763; (1) No. 49766; aD Na 49767; (1) No. 49768; (1) No. 49771; (1) No. 49776; (1) No. 49777; 





12” 







(1) No. 49781; (1) No. 49784; (1) No. 497 
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Choose from 3 models— 
Single Speed 

2-Speed 

Variable Speed 


A model with the right 
combination of power 
and speed to cut 
almost anything... 
anywhere! 





eBig Capacity @Fast Cutting 
@ Lightweight @Completely Portable 
@ Totally Failure-Protected Motors 


e Ball and Needle Bearing 
Construction 


e Complete Line of Saw Blades 
plus Saw Stand 
for Extra Flexibility 














the machine. 
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ROCKWELL PORTABLE POWER TOOLS 





ROCKWELL PORTA-BAND BAND SAWS 


ROCKWELL QUALITY 
FEATURES ASSURE TOP PERFORMANCE 


Big Capacity—Cuts 333” 
x 4%” rectangular 
stock or 338” diameter 
round stock. Handles 
pipe, channel, castings, 
cable, lath, rod, bar 
stock and more. Ideal 
for tool room or stock 
bin use. 


Fast Cutting—You 
choose the blade and 
set the speed (80 to 240 
SFPM on the Variable 
Speed model) for cut- 
ting any material— 
steel, brass, aluminum, 
copper, even plastics 
and problem materials. 
Save time and work; 
blades last longer. 








Lightweight, Completely Portable-Equipped and ready to 
operate, the Porta-Band weighs only 17 pounds. It's easy and 
non-tiring to use in any position—even in awkward places. 


wg ‘otally Failure-Protected Motors—with high temperature 
coated and bonded armatures—unaffected by frequent, pro- 
longed overload, harmful abrasives, moisture conditions or 
other causes of motor failure. Features welded commutator- 
coil connections that are stronger and more resistant to heat 
than conventional soldered leads. 

a Ball and Needle Bearing Construction—twelve (12) bearings 
in all—positioned at vital wear spots throughout for longer 
trouble-free life. 

m Unique Electronic Principle (on Variable speed model)— 
provides precise cutting speed regulation at an almost con- 
stant torque curve. Preset speed is maintained even under 
loads without affecting or diminishing the horse power of 








. Variable Speed 
Model 726: 3 to 240 SFPM 





, 2-Speed 
Model 725: 495 and 245 SFPM 





| . Single Speed 
Model 724: 240 SEPM 


Take advantage of the many cost and labor saving 
features offered in these exclusive Rockwell port- 
able electric band saws... and put a Porta-Band to 
work in your operation! 

You'll find a model with the right combination of 
power and speed to cut almost anything—anywhere! 


PORTA-BAND SAW KITS 

Includes Model 726, 725 or 724 Saw plus Assorted Blades, 
Wax Blade Lubricant for more efficient culting and 44911 
Carrying Case. 

Model 726K—Variable Speed Saw Kit. 

Model 725K—2-Speed Saw Kit. 

Model 724K-—Single Speed Saw Kit. 


STANDARD EQUIPMENT 


All Models—Basic Machine, Blade, 35YX Lubricant, 3-Conduc- 
tor Cord and Operating Manual. 
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ROCKWELL PORTABLE POWER TOOLS 
ROCKWELL PORTA-BAND BAND SAWS 





Model No. 726 | 725 | 724 
Motor Amps 5.5 4.5—6.5 6.5 
Speed (SFPM) 80 to 240 195Lo—245 Hi 240 
Blade Size 444," 44%” 44%,” 
=e * —== 
Rect. Stock 3% «x 4%" 3% x4\y" 3% x 4%" 
Capacity - | a ee 
Round Stock 3%” diam. 3%" diam | 3%” diam 
Drive Worm Gear | Worm Gear Worm Gear 
__and Chain and Chain | and Chain 
Bearings Ball and Needle Ball and Needle Balland Needle 
Length 194" 19%” 19%” 
Net 17 17 17 
Wt. (Lbs.) | 
Shpg. 23 23 23 


Motors—Model 726: Universal Type, 115 Volt, 60 Cycle, AC. 
Models 725 and 724: Universal Type, 115 Volt, 60 Cycle, 


AC-DC., 


PORTA-BAND SAW BLADES 


CATALOG LISTING AND SPECIFICATIONS 
















Thickness Teeth 
of Material Per 
| tobeCut | Inch 





Recommended Use 





Quan. 

No. Per 

Pkg. 
15YMS 3 
) & 16YMS 3 
17YMS 3 
18YMS 3 
30YMS 3 
31LYMS 3 


58523 3 


41172 l 
) 41173 l 
i — 





*Alternating Tooth Pitch 


saws 


tungsten steels at slow speed. 


sten steels at slow speed, 







CARBON STEEL 




























Aluminum, brass, copper, soft bronze, %” to 3%" 6 
magnesium, wood, mild steel and tougher 


steels al slow speed. 


Aluminum, brass, bronze, copper, mag- ¥%” to 1” 8 
nesium, mild steel and tougher steels at 
slow speed. 


Aluminum, angle iron, cast tron, bronze, Ye” to%” 10 
brass, copper, galvanized pipe, mild steel 
and tougher steel at slow speed 





Aluminum, angle tron, cast tron, bronze, “2” to 4" 14 
brass, copper, galvanized pipe, mild steel 
and tougher steel at slow speed also 


electric cable. 





Angle tron, bronze, brass, copper, galvan- 
ized pipe, thin wall tubing, mild steel 
and tougher steels at slow speed. 











For cutting a variety of materials of vary- 
ing thicknesses requiring blade with 18 
to 14 or 14 to 10 teeth per inch 


ALLOY STEEL 
Aluminum, angle iron, cast iron, bronze, 


brass, copper, galvanized pipe, mild steel 
and tougher steel including chrome and 





Aluminum, angle iron, cast iron, bronze, 
brass, copper, galvanized pipe, mild steel 
and tougher steel including chrome and 
tungsten steels at slow speed also eleeyjc 
cable. 





Angle iron, bronze, brass, copper, galvan- 
ized pipe, thin wall tubing, mild steel and 
tougher steel including chrome and tung- 


4" to ” 


Angle iron, bronze, brass, copper, galvan- 
ized pipe, thin wall tubing, mild steel and 
tougher steels at slow speed, 


HIGH SPEED STEEL 


Az” to %" 






Ar” to 15” 
A.” to 4%” 
54,” to yy” 





Aluminum, angle iron, cast iron, bronze, 
brass, copper, galvanized pipe, mild 
steel and tougher steel including stain- 
less, chrome and tungsten steels plus 
other problem materials at slow speed. 
















ACCESSORY EQUIPMENT 


No. 44911 Carrying Case. For all Porta-Band Saws. Heavy 
gauge steel with welded corners for added strength. 







Model 5032 
Porta-Band Saw Stand 
For Increased Porta-Band Flexibility! 


Converts the Porta-Band Saw to a stationary unit for job 
applications where firm work support is essential for accu- 
rate cutting. Fits all Porta-Band models. ® Increases 
blade life by 50/0. ™ Operator can work on other projects 
while material is being cut. Chain type vise holds all 
shapes of materials within the cutting capacity of the saw. 
Clamping tension can be varied from light load for thin wall 
materials to heavy load for solids. Ideal for such applica- 
tions as cable cutting; sawing of concrete reinforcing rods; 
soil pipe; solid and tubular plastics; copper and brass tubing, 
and more. 


Width: 11”, Length: 19%” (28%” including Vise Clamp) 
Height: 1044”; Weight: 32 Ibs. Legs Not Furnished, 
Standard *4” Dia. Pipe Can Be Used For Stand Legs. 


USE THE PORTA-BAND EQUIPPED 
WITH STAND FOR THESE TYPICAL 
CUTTING APPLICATIONS 








1. Pipe cutting. 


2. Flat stock cutting. Note 
holding ability of vise 
and clamp. 


3. Bulk cutting. 


4. Channel stock cutting. 


5. “Wafer cutting” of solid 
bar stock to less than 
11,” in thickness. 
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SEE YOUR 
INDUSTRIAL DISTRIBUTOR 
FOR ALL YOUR 
ROCKWELL 
PORTABLE POWER TOOL 
AND ACCESSORY NEEDS 


He can provide you with: 


= Assistance in your production 

planning. His years of experience 

and technical know-how have 

equipped him to give you expert | eae is 
advice on your production prob- ho 7 m | 
lems. : ar fd Pay it ELS 
= Fast delivery from local stocks. 

Because of his knowledge of local 

markets, he stocks the products 

you need—delivers your orders 

quickly and keeps your working 

capital free. 

= Prompt information on new and 

old products. He is in constant 

touch with manufacturers who 

supply him with information on 

new products and developments. 

= One source for many types of 

products. One source ordering 

simplifies your purchasing proce- 

dure and reduces your accounting 
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1. Preferred 2-Pulley Design—for longer abrasive belt life... 
better belt tracking. No premature abrasive “shelling” or 
belt alignment problems—belt rides over 2 equal size pulleys. 
2. Finger-Tip Belt Tracking—for quick and easy belt align- 
ment. 

3. Unique Belt Tensioning Device—prevents slippage, main- 
tains correct belt tension automatically; facilitates quick 
abrasive belt changes. 


4. Dependable Chain/Worm Gear Drive—assures positive 
non-slip transmission of power to belt. 


5. Heavy-Duty Motors—built specifically for each machine to 
provide the right amount of power for most efficient sanding. 
6. Ball and Needle Bearing Construction—precision ball and 
long-wearing needle bearings positioned at vital wear points 
for long, trouble-free performance. 

7. Positive Control—comfortable contoured D-Handle de- 
sign with front auxiliary knob for positive contro! in any 
position. 

8. Trigger Switch—for instantaneous on-off power control. 
Features built-in lock button to hold “on” position for con- 
tinuous operation. 

9. Aluminum Alloy Housings—strong, yet light in weight. 


10. Balanced Design—weight of machine is centered direct- 
ly over work area, rests flush yet firm for more efficient 
sanding. 

11. Powerful Vacuum System—on dustless models—prevents 
belt clogging, assures smoother sanding; longer abrasive 
belt life. 

12. Strain-Relief Protection—to prevent kinking and danger- 
ous wear of cord at handle. 


ROCKWELL PORTABLE POWER TOOLS 


ROCKWELL 3 x 24” BELT SANDERS 


CHECK THESE ROCKWELL 
QUALITY CUNSTRUCTION FEATURES 














Model A3 
3” x 24” Belt Sander 


Model 503 
3” x 24” Dustless Belt Sander 


Two all-purpose 3” x 24” belt sanders—standard and 
dustless models—ideally suited for heavy duty produc- 
tion surfacing jobs throughout industry and the con- 
struction trades. Long-wearing ball and needle bearing 
construction, extra-powerful 9 amp motor and depend- 
able chain/worm gear drive typify the extra heavy duty 
features built into these production machines. 


























Model No. | A3 | 503 
Motor Amps | g | 3 
No Load Speed (SFPM) | ioe | HO 
Belt Size [axe | 3 x 24” 
Drive Worm Gear and Chain} Worm Gear and Chain 
Bearings “Al Ball and Needle | Ball and Needle 
Length efile, 16” | 16%” (less dust bag) 

Net 14 15 
Weight (Lbs.) ) 

, 20 2 


Motors—Universa/ Type, 115 Voit, 25-60 Cycle, AC-DC. 


STANDARD EQUIPMENT 


Both Models—Basic Machine, Abrasive Belt, 35YX Gear Lu- 
bricant, 154YX Chain Lubricant, 3-Conductor Cord and Op- 
erating Manual. Model 503 also includes 38BB4 Dust Bag, 
Nozzle and Attachment Parts. 














ROCKWELL PORTABLE POWER TOOLS 


ROCKWELL 4 x 27” BELT SANDER 
BELT SANDER 
ACCESSORIES 


Model 500 
4” x 27” Dustless Belt Sander 


The largest and most powerful belt 
sander in the Rockwell line. Fea- 
tures an extra-large 4” x 27” belt for 
a greater abrasive-to-work contact 
area, plus a powerful 12 amp motor 
and rugged chain/worm gear drive. 
It is an excellent unit for all types 
of heavy duty production surfacing 
jobs—especially broad, flat area sand- 
ing operations. 





CATALOG LISTING 
AND SPECIFICATIONS 


Model NO; S iis. wise aes oe aioe 500 
Motor. css as 12 Amp, Universal Type. 
115 Volt, 25-60 Cycle, AC- 
DC, 
No Load Speed (SFPM).......... 1440 
Bets SiZOe craveisewerstscnierecets: drei scareparaie 4x 27” 
Drive) 2%scciirexs Worm Gear and Chain 
Bearings i205 oon Ball and Needle 
Lengthiiaonccarccwaaiicee clos Walanin mavens 18” 
Net) Weight: (Libs:) (0... sie concnamon 25 
Shipping Weight (Lbs.) ............. 34 


STANDARD EQUIPMENT 


Model 500 —Basic Machine, Abrasive 
Belt, 35YX Gear Lubricant, 154YX Chain 
Lubricant, 38BB4 Dust Bag, Nozzle and 
Attachment Parts, 3-Conductor Cord 
and Operating Manual. 








ABRASIVE BELTS 
(10 Belts per carton) 


Aluminum Oxide and Silicon Car- 
bide Belts are available in various 
grits ranging from fine =120-3/0 to 
coarse 24-3. As a general rule use 
Aluminum Oxide Open Coat Belts 
(Type SA) for finishing non-ferrous 
metals, sanding soft woods and 
compositions or removing paint and 
varnish. Use Aluminum Oxide Closed 
Coat Belts (Type A) for ferrous met- 
als such as steel, also hard woods 
and composition. Aluminum Oxide 
Closed Coat Belts (Type M) are 
recommended when grinding or fin- 
ishing metals. Silicon Carbide Belts 
(Type T) should be selected for use 
with slate, marble and other natural 
or cast stone. 
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SA: Aluminum Oxide Open Coat; A: Aluminum Onde 
Closed Coat; M: Aluminum Oxide Closed Coat: T: Silicon 
Carbide. Type M Beits have a cloth backing. 


ABRASIVE BELTS, ASSORTED PACKAGI 

—Package of (10) Aluminum Oxide 

Closed Coat (Type A) Belts: (4) =50-1 

Gat (3) =36-2 Grit and (3) “a 
rit 
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He can provide you with: 


= Assistance in your production 
planning. His years of experience 
and technical know-how have 
equipped him to give you expert 
advice on your production prob- 
lems. 

Fast delivery from local stocks. 
Because of his knowledge of local 
markets, he stocks the products 
you need—delivers your orders 
quickly and keeps your working 
capital free. 
= Prompt information on new and 
old products. He is in constant 
touch with manufacturers who 
supply him with information on 
new products and developments. 

One source for many types of 
products. One source ordering 
simplifies your purchasing proce- 
dure and reduces your accounting 
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POWER, SPEED 
AND CAPACITY 
NEEDED FOR 
RAY 
I | 
SANDING JOB! 


















QUALITY FEATURES 
THAT ASSURE TOP PERFORMANCE 


1. Tracking Mechanism—Features a single knob control for 
quick, easy, perfect belt alignment. 

2. Unique Belt Tensioning Device—Maintains correct belt ten- 
sion automatically. Belts can be changed in seconds. 

3. Positive Drive—Rubber timing belt-spur gear drive is de- 
signed to transmit maximum power with minimum load on 
bearings. 

4. Bearings—Precision ball bearings in addition to long- 
wearing needle bearings at vital wear spots for longer, 
trouble-free life. 

5. Comfortable Handles—Contoured D-handle design with 
front auxiliary knob for positive control in any position. 

6. Trigger Switch—For instantaneous “on-off” control. Fea- 
tures built-in lock button that holds “on” position for con- 
tinuous operation. 

7. Die Cast Aluminum housing—Strong, yet light in weight, 
for non-tiring sander use over long periods of time. 

8. Balanced Design—Weight of machine is centered directly 
over work area, rests flush yet firmly, for more efficient 
sanding. 

9. Powerful Vacuum System—On Models 337 and 360 only. 
Prevents belt clogging, assures smoother sanding; longer 
belt life. 

10. Striker Bar—Made of special heat-treated steel, unique 
channel-shaped striker bar (on some models) extends from 
pulley to pulley, to eliminate belt “rideup,” protect housing. 
11. Heavy-Duty Brushes and Brush Mechanism-—Spring- 
loaded cartridge type brushes are self-adjusting. Specially 
designed for better commutation and peak performance. 
12. Strain-Relief Protection—U-L approved 3-Conductor Cord 
features “strain-relief’ protector at handle to prevent kink- 
ing and dangerous wear, 

13. Preferred 2-Pulley Design—For longer abrasive belt life 
... better belt tracking. No premature abrasive “shelling” or 
elt alignment problems—belt rides over 2 equal size pulleys. 
44. Flush Side Construction—On Models 336, 337 and 564. 
Flush right side permits ‘sanding up to vertical surfaces. 
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Model 336 
3” x 21” Belt Sander 


Model 337 
3” x 21” Dustless 


Light in weight, yet ruggedly built, these two new Rock- 
well belt sanders offer ample power together with high 
quality performance at a price you well can afford. 
Rockwell famous features include—single control track- 
ing mechanism for perfect belt alignment . . . unique ten- 
sioning device that maintains correct belt tension auto- 
matically .. . extra strong but light die cast aluminum 
housing for non-tiring sander use . . . centrally located 
motor for good balance, the key to efficient sanding .. . 
preferred 2-pulley design for longer belt life with better 
prac ing. Let us “Performance-Prove” them for you to- 
ay! 


CATALOG LISTING AND SPECIFICATIONS 
Model No. 336 337 


Motor Amps 7 
NoLoadSpeed(SFPM) | 1300 | 1300 

Belt Size 3” x 21” 
Drive Gear and Belt 
Bearings Ball and Needle 
Length 11%” less dust bag 
Net Weight (Lbs. 10 
Shipping Weight (Lbs. 13 


Motors— Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 


STANDARD EQUIPMENT 


Models 336 and 337—Basic Machine, Abrasive Belt, 3-Con- 
ductor Cord and Operating Manual. Model 337 also includes 
48503 Dust Bag and Nozzle. 
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ROCKWELL PORTABLE POWER TOOLS 
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ROCKWELL BECH SAIN SANDERS 








Model 153 
3” x 21” Belt Sander 














Model 361 
3” x 24” Belt Sander 





























Model 360 
3” x 24” Dustless 








If you're soning fora Dig sanatite belt sander with flush 
sanding versatility, consider the job proven ‘564’! Need 
extra power for heavy stock removal jobs? Then choose 
the standard ‘361’ or the dustless model ‘360’—both fea- 
ture a power packed 1.48 HP motor. Need a general, all- 
purpose belt sander? Pick the ‘153’—3” x 21” sander—its 
lightweight, makes it easy to handle in any work posi- 
tion. Only Rockwell—inventor of the belt sander—offers 
a mode! that meets the exacting needs of every user! 
CATALOG LISTING AND SPECIFICATIONS 


j 
| 
i] 
ie 
fe | i a | x _ Model No. 153. | 361 | 360 | 56s 


AAIT CHOCMICICA TIMAIC 


_ Motor Amps a Se 6 || 105) (  Sisa aes 


No Load Speed (SFPM)| 1425 | 1550 | 1500 1500 
BeltSize =| 3" x2i" | 3" x24" | 3° x24" | 4" x24" 


Model 564 
4” x 24” Belt Sander 








: Gear and | Gear and Gear and Gear and 
Drive | — 


Belt Belt Belt 


: Ball and | Balland | Ball and Ball and 
Bearings | Needle Needle | Needle 


ad 





Length 11%" | less dust bag | 13” 
~ Net Weight (Lbs.) = : ret | 16 | 
Shipping Weight (Lbs.) | 18 20 | 18 


Motors— Universal Type, 115 Voit, er Cycle, AC-DC. 





STANDA IARKU > EQUIPI i¥ IENT 
All Models—Basic Machine, Abrasive Belt, 3-Conductor Cord 


and Operating Manual. Model 360 also includes 39331 Dust 
Bag, Nozzle and Attachment Parts. 
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ROCKWELL PORT TEs POWER. TOOLS 
RO OCKWELL —— SANDER ACCESSORIES 


BELT SANDER MEDIUM , 
ACCESSORIES Size Type Mesh and Grit Number C 
pean | sa] ay 


25116 


sa_| asia | 505 | 
| A | 25104 | 25105 | 25106 
Ae eS | 


2°21" 


23863 


sa_| 2sis_ | 2si37_| 25138 


yar [LA] 502s | 2sier_| 2 


25168 


yeazer (CA | 25186] 25157 | 2518 


COE] a 
T 25180 
ABRASIVE BELTS 4°127° SA | 25196 | 25197 | 25198 
25187 | 25188 









(10 Belts per carton) 


Aluminum Oxide and Silicon Car- 
bide Belts are available in various 
grits ranging from fine +120-3/0 to 
coarse *24-3. As a general rule use 
Aluminum Oxide Open Coat Belts 
(Type SA) for finishing non-ferrous 
: metals, sanding soft woods and 
compositions or removing paint and 
varnish. Use Aluminum Oxide Closed 
Coat Belts (Type A) for ferrous met- COARSE 

als such as steel, also hard woods Size Tyee llc iach and Grit Naber 
and composition. Aluminum Oxide 
Closed Coat Belts (Type M) are 
recommended when grinding or fin- 2x21" | sa | 257 | 2siie |_2siis 


ishing metals. Silicon Carbide Belts | A | 25107 | 


_ (Type T) should be selected for use 2%"x21" |_sa_| 23874 | 23875 | 23876 
with slate, marble and other natural ; (az ia 


or cast stone. 


4°x24" 


4°x27" 


36-2 30-24% 24-3 





25141 





_sa_|_2sis9 | 25140 | 
axe LA sig | 
FINE pm | sia 


Bee] 

Size Type Mesh and Grit Number ; Ey | 
0-1/0 _sa_| 25169 | 25171 

| sa] asim | 2snz | asia sexy LAI 25189 
A [asian | esioe [250s =P 
So a ee eee 
[a | 23ese | 23859 | 23860 3°27" sal | 25199 25200 25201 

|sa_|_ 25133 | 25136 | 25135 a = 


2°«21" 





epee een Awmnftb25)2370 | 125126,0) 25125 23658 
"x21 
3 —m_|_2siee | 25145 oye el 
Bare aE ce 
sa _| 25163 | 25164 | 25165 
gexzar (LA 25183 | 25150 | 25185 _sa_| 25229 | 25230 | 25231 
. m_|_25174 | 25175 427° oo 
25297) | 


(an eo a 


SA; Aluminum Oxide Open Coat; A: Aluminum Oxide 
Closed Coat; M: Aluminum Oxide Closed Coat: T: Silicon 
Carbide, Type M Belts have a cloth backing. 


ABRASIVE BELTS, ASSORTED PACKAGE 

—Package of (10) Aluminum Oxide 

Closed Coat (Type A) Belts: (4) #50-1 

ert (3) #36-2 Grit and (3) #100-2/0 
t 


Humber Se 15 YX 
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ROCKWELL PORTABLE POWER TOOLS 


ROCKWELL SPEED-BLOC SANDER 


A FISTFUL OF POWER FOR ALL-ROUND 
FAST, EFFICIENT SWIRL-FREE FINISHING! 






Full 12,000 OPM Pad Speed 
(with vibration-free %," diam. 
orbit)—For smoother, swirl- 
free finishing; faster sanding. 












Trouble-Free, Direct Motor-To- 
Pad Design—No loss of power 
through belts or gears; no 
belts to wear or gears to 
service. 









Lightweight Construction—For 
non-tiring use in any posi- 
tion; weighs only 3%4 pounds. 











Compact In Size—Measures 
only 4%" x442" x7"—for use 
in confined areas; no pro- 
truding parts to interfere. 







Palm-Grip Design—For sim- 
plified, one-hand operation; 
positive control. 







Unmatched Versatility—Only 
with the Speed-Bloc can you 
do underside finishing jobs 
with complete ease . . . do 
contour sanding jobs previ- 
ously possible only by hand 

sand overhead sur- 
faces .. . and more! 





















All Ball Bearing Construction 
—For years of trouble-free 
service. 

















Economical—4'&" x 442” pad 
size—a standard 9” x 11” 
sheet of sandpaper provides 
four sheets for the Speed- 
Bloc. 










Removable Pad Feature—Per- 
mits mounting of accessory 
sponge rubber and rubbing 
pads for extra flexibility. 







Interference-Free—Offset pad 
construction for 4-way flush 
sanding. 









Thumb-Actuated Sliding 
Switch—For operating-hand 
power control. 











Extra Heavy-Duty—2.0 amp 
motor for maximum power. 








Spring-Type Abrasive Clamp- 
ing Device—With stronger 
holding power; for single or 
multiple sheet use; easier 
abrasive changes, 











A heavy-duty, high- 
speed, direct-drive fin- 
ishing sander with ex- 
ceptional versatility. 
Exclusive palm-grip 
styling in combination 
with the sander's over- 
all compact, light- 
weight design, now 
brings positive one- 
hand control with free- 
dom from fatigue to 
each and every sand- 
ing operation—includ- 
ing many applications 
not possible on con- 
ventional machines. 


MODEL 330A 





CATALOG LISTING AND SPECIFICATIONS 


ONDE Pee Mer cer aiuiaig iia wh'a'y ae '0'e 14 0'G.d eine a6 wee Riolee BRIER ...330A 
BY EPO Mir crtatd ns alae iw ic /als eer ek ce 818 o'w wi Wick sta cae «lala wibia a bre ..H-D 
MOTOR Tite ap emictte-s:e ..2.0 Amp, Universal Type, 115 Volt, 


25-60 Cycle, AC-DC. 


LUNGS IRI ey eehave'avevecerarous Direct 
LOPS: Lassen ee ee .12,000 OPM 
RST IMUPLPN ITN UO esc eateiays'c a lalave ae seha (ate a gate We lovk pata erelb ate er ae 
Sanding Pad Size..... Weta le oUmr kis ee w.e8%s wees See 

Abrasive Paper Size........ 445" x 546” (4% standard sheet) 
LITO cena ope EO eater .. All Ball 
AGUA LOSS) ie asalaralova ay oieiesk isla 60a 74 wae ey Setar bie wreoneecoleta We 3°34 
SOeT EI AWE CU RT) SOON TI og ko ein wrese ore breed 5 


STANDARD EQUIPMENT 
Model 330A—Basic Machine, 7’ Cord, Abrasive Sheet and 
Operating Manual. 


ACCESSORY EQUIPMENT 


No. 46900 Assorted Package of 25 Abrasive Sheets. Alumi- 
num Oxide Open Coat in various mesh and grit numbers. 
Size 446" x 5%", 


No. 47699 Rubbing Pad—Used to rub finishing compounds 


into furniture or wood paneling. Felt pad is mounted on 
metal back-up plate. 


No. 47696 Sponge Rubber Pad—This flexible sponge pad is 
designed for fine grit sanding of irregular or curved surfaces. 
Also useful for finishing rounded stock edges. Pad mounted 
on metal back-up plate, 


ABRASIVE SHEETS (25 Sheets per package) 
Aluminum Oxide Open Coat Abrasive Sheets in various 
grits from extra-fine #280-8/0 to coarse #60-%%, All 442” x 






























5%4 size. 
No. Mesh and Grit No. Finish 
46893 #280-8/0 
= | i ————™ Extra-Fine 
46894 | #220-6/0 
46895 We Wa#150:4/0)0 
SESE ane Fine 
46896 #120-3/0 
46897 | — #100-2/0 
— Medium 
#80-1/0 
#60-1/2 Coarse 








Hion Speed Direct Drive 





Guaranteed to out-perform all other heavy duty finishing sanders, 
in speed of stock removal and swirl-free finishing results! 




















ROCKWELL PORTABLE POWER TOOLS 
ROCKWELL FINISHING SANDER 


ROCKWELL QUALITY 
CONSTRUCTION FEATURES 





1. Dependable Drive—trouble-free direct ‘“motor-to-pad” 
design for transmission of maximum power to pad with less 
load on bearings, for faster, more efficient sanding. 
2. Orbital Action—pad moves through circular orbit for 
scratch-free finishing with or against wood grains. 
3. Interference-Free Side Construction—for flush sanding up 
close to vertical surfaces and in other confined areas. 
4. Ball Bearing Construction—for years of dependable, trou- 
ble-free operation. 
5. Balance Design—weight of motor equally proportioned 
over the sanding pad for stabilized control on all sanding jobs. 
6. Unique Abrasive Clamp Mechanism-for stronger abrasive 
sheet holding power... easier abrasive paper changing. 
7. Full Grip, Top-Side Handle with front auxiliary knob for 
positive control of sander in all working positions. 
. 8. Trigger Switch-On-Off Power Control with built-in lock 
button for continuous use. 
9- Lightweight Aluminum Alloy Housings—strong, yet light in 
- weight for non-tiring use of sander over long period of time 
in various work positions. 
10. Cord-Strain Relief—3-Conductor cord features “strain- 
relief” protector at handle to prevent kinking and dangerous 
wear, 





STANDARD EQUIPMENT 
Model 505—Basic Machine, Abrasive Sheet, 3-Conductor 
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Cord and Operating Manual. 
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Model 505 
Finishing Sander 


Swirl-free sanding is guaranteed with this super high 
speed finishing sander. It lets you remove more stock 
with less fatigue. Precision balance and high speed does 
it. And with trouble-free, direct ‘‘motor to pad" con- 
struction, the 505" sands faster, more efficiently. The 
heavy duty 3 amp motor runs at 10,000 orbits per 
minute—gives you a smooth finish with absolutely no 
swirl marks from the large 4'/2” x 9%/s” pad. And it’s 
packed with plus features you can rely on—interference- 


free side construction ... ball bearing construction... 
unique abrasive clamp mechanism .. . and more. 
CATALOG LISTING AND SPECIFICATIONS 
WI OGOLIINO stig a roiete:cieiscossaje'p'x fa/ sieve e(ace-t lela ieieit) oresn-aiwspe-o!a pivieiesereie 505 
IOC. So icc ccaraig a icreiu eiaieiy ora estes scares 010-0 3Amp, Universal Type, 
115 Volt, 25-60 Cycle, AC-DC 
PRC SIZ Prcetrrtc soe Steet Clels cis 6t bye bio X exe’: m re wince 41/2” x 93/8” 
ADraSive: PANES csiZO yess io xi oseie bbs oc iaie owe wiv acecens bie ieiwsal 4'/2"” x11" 
SBA OPM io scaieeionin cit eel tei A eiaieovatecouble wacko erewre 10,000 
COTTER ANTICO ae ei iorets rend ink sie ado. bh 8'6-2'g 0 BIno BAe ew 1/g” 
5 OLR IG ASTI OCETOT LCD TOT PR ROE ER MCRL BORIS Direct 
ETT CE SAA OS ERE ee Se aE a Ball 
ETO 2c Late? ON SOLIS RODICR PO IROICRET FEIT REST SPO 111/2” 
NGUAW GISELE CLS: i fea isrsersa's a's 9 05s 40's 0 Siviliw ss widlvie 0 -eineere 73/5 
SHDN AVVO SNR CLOSs) os oer x cisterns loin icine ates owe oles lek evra erece 9 


FINISHING SANDER ACCESSORIES 


ABRASIVE SHEETS (10 Sheets per package) 


Aluminum Oxide Open Coat Abrasive Sheets are available 
in various grits ranging from fine #150-4/0 to coarse #40-1'/z. 


& 


. 
Lh Li . Lik 


Size 150-4/0 120-3/0 
414” » ” . : : . 
MED 
Size 100-2/0 80-1/0 
SOG eee 99767 a 
JAR 
vie om isi “ tikes 
Size 60% | 501 | 40-1% 
4 V/, ” x ] 1” | age 755 | 39756 tees : 


ABRASIVE SHEETS, ASSORTED PACKAGE 


No. 39760. Package of (10) Aluminum Oxide Open Coat Abra- 


sive Sheets in an assortment of Mesh and Grit numbers. 
Sheet Size 4'/2” x 11”. 
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12 MODELS 
FOR INDUSTRY AND 
THE CONSTRUCTION TRADES 
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ROCKWELL PORTABLE POWER TOOLS 





ROCKWELL SANDERS AND GRINDERS 


SUPERIOR TO ANY OTHER SANDER OR 
GRINDER ON THE MARKET TODAY! 





1. Removable Armature Pinion Gear*—Should gear be 
stripped, only the gear has to be replaced and not the com- 
plete armature. 

2. Full Ball Bearing Design—Extra heavy duty ball bearings 
throughout at both spindle and armature, insuring perfect 
running accuracy and unlimited life. 

3. Coated Armature—Exposed wires to commutator com- 
pletely rope-wrapped, preventing burnout. 

4. Hardened Bevel Gears=For extra life and quiet overall 
performance. 

5. Man-Sized Rear Handle—With instant release safety 
switch for fatigue-free operation. Bell shaped end assures 
positive gripping ability in any handling position. 

6. Heavy-Duty Motor—Each model designed to produce above 
normal power under the most extreme loads for fast produc- 
tion results. 

7. Circuit Breaker—Extra heavy-duty models equipped with 
automatic circuit breaker for overload protection. 

8. Housing and Brush Protectors—Hardened steel! shields and 
inserts protect motor housing and brush holders from damage 
by dropping or foreign particles (extra heavy-duty models). 
9. Brush and Commutator Cover—Allows for instant periodic 
inspection. 

10. Heavy Duty 20.0 Amp Switch—For maximum life and 
durability. 

11. Cord Strain-Relief Protector—3-Conductor Cord features 
“strain-relief’ protector at handle to prevent kinking and 
dangerous wear. 

12. Auxiliary Handle=Fits either side of gear housing for 
greatest comfort and control. 

13. Tool Rest*—Non-marring tool rest made of hardened 
rubber for casting protection. Rest can be removed to allow 
for suspension eye bolt for greater balance. 

14. Air Fiow—Fan and vent opening designed for high veloci- 
ty air flow to keep motor cool and free of grit, dust. 

*Not on Model 760 





Model 760 
Horizontal Grinder 
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Here's the product with a difference! Why? Hardened 
helical gears give the 760 greater strength, longer life; 
all ball bearing design insures perfect running accuracy; 
heavy-duty motor takes the toughest loads; comfortable 
handle with extra heavy-duty 20 amp switch reduces 


















































operator fatigue. Prove it today ... Ask for a demon- 
stration! 
CATALOG LISTING AND SPECIFICATIONS 
. Catalog Number | 760 
___No Load Speed : —i a 4500 7 
a Type i HD = 
___ Motor Amps 12 
Pad or Wheel Size Sam oe a 
___ Switch - a af Lever = 
___ Bearing : TSS Ea Bali CS 
_ Gear Drive = ; 3 Helical 
__ Shaft Diameter ole: %“.11°RH © 
lengths. —— a 2314 
__Net Weight (Lbs.) ; ___19% | 
___ Shipping Weight (Lbs.) é 25%," sar 





Motors—Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 


STANDARD EQUIPMENT 


Model 760—Basic Machine with 3-Conductor Cord, 52689 6” 
Wheel Guard, 52688 6” x 1” x 58” Bore Grinding Wheel, 52568 
Outer Flange Washer, 52573 Spindle Nut, 53676 Spanner 
Wrench and Operating Manual. 


ACCESSORY EQUIPMENT 

For Model 760 6” Horizontal Grinder 

No. 53851 Tuck Pointing Kit—For use with the Model 760 to 
remove old mortar between brick and stone structures. In- 
cludes No. 53854 8” x 44” 24 grit S.C. Wheel, No. 53853 wheel 
guard, No, 53681 spacer. 


No. 52688 Grinding Wheel—For general foundry, welding and 
casting applications. 6” x 1” x %” bore—36 grit A.O. 6050 
RPM. 


No. 53676 Spanner Wrench 
No, 54345 Lubricant—6 oz. tube for gearing of Model 760. 
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ROCKWELL PORTABLE POWER TOOLS 
ROCKWELL SANDERS AND GRINDERS 







Mode! 785-5 
Angle Grinder 





Model 795 
Angle Grinder 
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Want superior construction and performance? The right 
speed for each job? Longest possible life? Ease of han- 
dling? Complete safety? Rockwell 7” and 9” angle grind- 
ers are the best you can buy! Each grinder has features 
that make it special—features such as all ball bearing 
design, hardened bevel gears, fatigue-free handle, heavy- 
duty motor, extra heavy-duty switch, removable arma- 
ture pinion, housing and brush protectors. Put these 
grinders to work for you today! 


CATALOG LISTING AND SPECIFICATIONS 
795-8 


Catalog Number 





__No Load Speed oS ee 000 R000 __ 
= i ae ea ee 
Motor Amps 
Pad or Wheel Size 
Switch Sue 
__.Bearing. Ball 
Gear Drive lke 
Shaft Diameter 2 % Dh 
_Leng | jaye | 2%” 
__Net Weight (Lbs. oe gee ee 
_ Shipping Weight (Lbs.)_| 20% | 20% | 24% | 24% _| 


Motors—Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 


STANDARD EQUIPMENT 


All Models—Basic Machine, 3-Conductor Cord, 51261 Auxil- 
iary Handle, 51744 Auxiliary Handle Bolt, 10622 Tool Rest, 
25571 Pad Spacer Washer, 53820 Wheel Retaining Nut and 
Operating Manual. Models 785, 795-25939 7” x ‘%4u6" Depressed 
Center Wheel, 55774 3” Quick Change Backup Pad, and 54342 
Wheel Guard. Model 785-5 795-5 25940 9” x %«” Depressed 
Center Wheel, 55773 4'/2” Quick Change Backup Pad, 54343 
Wheel Guard. Model 795-8 52523 7” x '/’” Depressed Center 
Wheel, 55774 3” Quick Change Backup Pad, 54342 Wheel 
Guard. All Extra Heavy-Duty Grinders-49374 Motor Protec- 
tor, 51284 Motor Housing Shield, 51676 Brush Cap Shield. 
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Model 780-5 
Disc Sander 


Model 790 
Disc Sander 
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Whatever your sanding application, Rockwell 7” and 9” 
disc sanders will perform better than any other disc 
sander available... for seven good reasons. Rockwell 
disc sanders include such features as rugged heavy-duty 
motors, man-sized rear handle, full ball bearing design, 
easily-removable armature pinion, hardened bevel gears, 
long-life heavy-duty switch, brush and housing protec- 
tors. Prove it for yourself—on your toughest job—and see 
what we mean! 


CATALOG LISTING AND SPECIFICATIONS 
Catalog Number $0- 790-8 





Nc 000 000 EHOO 000 
cave | gpg [get | ae | [ae 
Shatt Olametec | Waa] aan age | a aes 


Motors— Universal Type, 115 Voit, 25-60 Cycle, AC-OC. 


STANDARD EQUIPMENT 


All Models—Basic Machine, 3-Conductor Cord, 51261 Auxil- 
iary Handle, 51744 Auxiliary Handle Bolt, 10622 Tool Rest, 
25571 Pad Spacer Washer, 53820 Retaining Nut and Operating 
Manual. Model 780-780-6 55774 3” Quick Change Backup Pad, 
55604 7” Disc. Model 780-5 55604 7” and 55605 9” Flexible 
Backing Discs, 55773 4'/2" Quick Change Backup Pad. Model 
790-790-8 55604 7” Disc, 55774 3” Quick Change Backup Pad. 


Model 790-5 55604 7” and 55605 9” Flexible Backing Disc, 55773 — 


41/2" Quick Change Backup Pad. All Extra Heavy-Duty 


Models also include 49374 Motor Protector, 51284 Motor 
Housing Shield and 51676 Brush Cap Shield. , ae 
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ACCESSORY EQUIPMENT 


For Angle Grinders and Disc Sanders 





DEPRESSED CENTER WHEELS 

For all grinders and sanders. All wheels 
have sufficient flexibility for smoothing 
and blending. Nos. 52523 and 53692 are 
for use with 8000 RPM units. Nos. 25939 
and 25940 are for use with 5000 and 
6000 RPM units. 

No. 25939-—7" x Ho” 24 grit reinforced 
A.O. 7100 RPM. 

No. 52523—7" x 44” 24 grit reinforced 
A.O. 8000 RPM. 

No. 25940-9” x 4,” 24 grit reinforced 
A.O. 5500 RPM. 

No. 53692-—7" x 44” 16 grit reinforced 
S.C. 8500 RPM for concrete. 
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DEPRESSED CENTER 

WHEEL SUPPORT PADS 

No. 54565 3” Cushion Type—Includes 
25666 pad; 41138 clamp nut. For use 
with all 7” depressed center wheels. 
No. 54566 4” Cushion Type. Includes 
25673 pad; 41138 clamp nut; 25571 
spacer. For use with all 9” depressed 
center wheels. 


WHEEL GUARD ASSEMBLY 

Used with above depressed center 
wheels. 

No. 54342. 7” guard; No. 54343. 9” 
guard. 





FLARING CUP WHEELS 

For all right angle sanders and grinders 
composed of %” x 11” threaded spin- 
dies. Ideal for fast stock removal on all 
metal grinding applications. 


No. 25698*—4”"—5%” x 11” threads 24 
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ROCKWELL PORTABLE POWER TOOLS 
ROCKWELL SANDERS AND GRINDERS 


No. 53696—5"—°s” x 11” threads 16 grit 
A.O. 7260 RPM. 
No. 53697—6"—°S” x 11” threads 16 grit 
A.O. 6000 RPM. 


No. 25700*%—4”"—8s" x 11” threads 14 
grit S.C. 9070 RPM for concrete. 

No. 53698—5"—%s” x 11” threads 14 grit 
S.C. 7260 RPM for concrete. 

No. 53699-—6"—5S” x 11” threads 14 grit 
S.C. 6000 RPM for concrete. 


*Recommended foruse with 8000RPM Sanders 
and Grinders. 





FLARING CUP WHEEL GUARDS 
For safe use of flaring cup wheels. 


No. 42315 For 4” flared cup grinding 
wheels. 
No. 53719 For 5” flared cup grinding 
wheels. 
No. 53721 For 6” flared cup grinding 
wheels. 





WIRE CUP BRUSH 

For use with all sanders and grinders 
having ®§” x 11” thread spindles with 
speeds up to and including 6000 RPM. 
For removing rust, scale, and all clean- 
ing applications including paint re- 
moval, 

No. 25696-5” diameter %” x 11” 
threads (.020”) knot type. 





SANDING DISCS BACK-UP PADS 

For use with all numbered grit abrasive 
discs on all sanders and grinders hav- 
ing %” x 11” threaded spindles. 


No. 41472 includes 41134—-7” back-up 


pad; 41137 retaining nut; 41139 spanner 
wrench. 


No. 41473 includes 41135—9” back-up 
pad; 41137 retaining nut; 41139 spanner 
wrench, 





EASY CHANGE BACK-UP PADS 
Eliminates use of wrench to replace 
abrasive discs for all sanders and 
grinders having %” x 11” threaded 
spindles. Also for use with light weight 
plastic bonded backing discs. 


No. 53790 includes 10520—412” backing 
pad and 53820 abrasive retaining nut. 
No. 53792 includes 10440—6% " backing 
pad and 53820 abrasive retaining nut. 
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FLEXIBLE BACKING DISCS 
Phenolic plastic discs provide greater 


flexibility and cooler operation for 
most sanding applications. 

No. 55604644” diameter with de- 
pressed center. For use with 53790 or 


54566 flexible backing pads. 

No. 55605-8%” diameter with de- 
pressed center. For use with 53790 or 
54566 flexible backing pads, nested 
with the 55604 6%” flexible backing 
pad. 

7” SANDING DISC 

No. 25675—36 grit; No. 25676—50 grit; 
No. 25677—80 grit. 

9” SANDING DISC 


No. 25707—36 grit; No. 25708—50 grit; 
No. 25709—80 grit. 


CUP GRINDING WHEEL ADAPTER 
No. 54339. For adapting 42°” bore cup 
wheels for all 58” x 11” thread sanders 
and grinders. 


SPANNER WRENCHES 
No. 41139. For use with 41137 and 
41138 clamp nuts. 


REPLACEMENT CLAMP NUTS 

For use with sander and grinder acces- 
sories, 

No. 41137 Short—for abrasive disc 
back-up pads, 

No. 41138 Long—for depressed center 
wheels support pads. 

No. 53820. For use with wrenchless 
flexible backing pads. 


LUBRICANT 
No. 53454. 6 oz. tube for gearing of all 
sanders and grinders. 


WRENCHLESS ACCESSORIES 

No. 55773 Quick Change 444” Back- 
Up Pad. Includes 53820 flange nut, 
No. 55774 Quick Change 3” De- 
pressed Center Back-Up Pad. Includes 
53820 flange nut. 

No. 54360 Quick Change 6%” Polish- 
ing Back-Up Pad. Includes 53820 
flange nut. 











Per Pound 
[han Any Other 
/ Disc Sander 
or Polisher 
onthe 
Market! 








ROCKWELL PORTABLE POWER TOOLS 
ROCKWELL POLISHER AND SANDER 


ROCKWELL QUALITY 
CONSTRUCTION FEATURES 
ASSURE TOP PERFORMANCE! 





1. Wrenchless Quick Change Back-Up Pad—Positive spindle 
lock eliminates need for wrenches or Allen keys when 
removing polishing pads, bonnets, etc, Just twist the back-up 
pad counterclockwise and you can change pads in seconds! 

2. Offset Spindie Design—Spindle is offset to one side of 
gear case to enable user to get behind bumpers, etc. 

3. Rocker Arm Switch—(Model 471) Operator doesn't have 
to keep finger on trigger while polisher is operating. Model 
470 features an instant release safety switch with lock 
button. 

4. Bell Shaped Handle—Assures positive grip in any work- 
ing position. Ideal for long reach operations on rooftops, etc. 

5. Tool Rest—Made of resilient rubber to protect tool 
when not in use. 

6. Auxiliary Handle—Fits either side of gear housing for 
complete comfort and control; right or left hand operation. 

7. 15° 3-Conductor Cord (10° on Model 470)—Allows opera- 
tor to work all around work area with minimum possibility 
of scratching work surface. Strain-relief protector at handle 
prevents dangerous wear. 

e Heavy Duty 8 Amp Motor—For heavy duty production 
work...you get less drop-off in rpm even under heavy 
load ... faster polishing and sanding. 

© Reversible Deflector—Fits either side of motor exhaust 
outlet. Directs air blast away from operator, 

e All Ball Bearings—For perfect running accuracy and extra 
long life. 





Mode! 471 


Model 470 
7”. Polisher we 


7” Disc Sander 


If you're looking for a lightweight, compact production 
sander or polisher that will withstand constant use, 
Rockwell has the tools you need. The Model 471 Polisher 
is ideal for day in, day out buffing, polishing, rubbing 
and cleaning jobs. The rugged 4500 rpm Model 470 
Sander is the perfect choice for panel work, body 
finishing, light weldment grinding, tuck pointing. 

Both sander and polisher feature a heavy duty 8 amp 
motor, offset spindle design, wrenchless quick change 
back-up pad, Helicon® gearing for smooth, even power 
flow. 


CATALOG LISTING AND SPECIFICATIONS 


MA OGIOUING ctterettrats tae kb cereon rele se (overd a vecreeace 471 470 
No Load Speed (RPM) ................. 2100 4500 
VO gies races os ee ee «sD HD 
MOTORCAINDS ister w?osys aco kre chs dine obi nicky woelwiwiere 8 8 
PROISIZO Beers y ig aca yee Cul aa ares ya 7 
SSWIUCND ride wie ara i ostrc ig teiaies Gare iceie bc-eras Rocker Paddle 
BOATS asec ease kainic sete) seave-esinecree eel Ball 
GG RIAD VG Pera relen a ca bcos Rieko tecavene Helicon” Helicon® 
SUP a Coe Ae oe ee 8/6"—11" RH = 5/s”—11" RH 
BT Op ees CiK= 0, See ne 14!/2" 1414/2" 
GCOrdibenetn orci sien Sale oboe owe Sen 15’ 10° 
Net IW etent (LDS!) er es pr ee 8! /s B's 
Shipping Weight (Lbs.) ................... 12 12 


STANDARD EQUIPMENT 


Model 471—Basic Machine with Auxiliary Handle, 15’ 3-Con- 
ductor Cord, 54360 Quick Change Back-Up Pad, 54432 Lambs 
Wool Pad, Operating Manual. 


Model 470—Basic Machine with Auxiliary Handle, 10’ 3-Con- 
ductor Cord, 55773 Quick Change Pad, 55604 Flexible Back- 
ing Disc, Operating Manual. 


Motors—Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 


ACCESSORY EQUIPMENT 


MODEL 471 MODEL 470 

7” POLISHER 7” DISC SANDER 

No. 54432 Lambs Wool 7” Sanding Discs 

Pad. 7" diameter. No. 25675—36 grit; 

No. 54434 Pile Fabric Rub- No. 25676—50 grit; 

bing Pad..7” diameter. No. 25677—80 grit. 

No. 57775 Felt Pad. Use No. 55604 Flexible Back- 
ing Disc. 6°/;” diameter 
with depressed center. 


for rubbing, burnishing 
operations, 
No. 54360 Quick Change No. 55773 Quick Change 


Polishing Back-up Pad. 
67/s” diameter. Includes 
No. 53820 lock nut. 

No, 53454 Lubricant. 
For gear lubrication. 


Back-Up Pad. 

4'/2" diameter includes 
No. 53820 lock nut. 

No. 53454 Lubricant. 
For gear lubrication. 
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Extra-Powerful 
for all types of 
finishing jobs where 
stationary equipment 


cannot be used 








ROCKWELL PORTABLE POWER TOOLS 


ROCKWELL POLISHER AND SANDER 


CHECK THESE 
SANDER AND POLISHER 
PERFORMANCE FEATURES 





Motor-Over-Pad Design—for better con- 
trol; easier handling. Weight of motor 
delivers pressure to the work surface 
naturally, reducing operator fatigue. 
Extra Powerful Motor—full 4 amp indus- 
trially rated for heavy-duty production 
sanding or polishing jobs. 

Helical Gearing—specifically engineered 
for each machine; transmits the right 
combination of power and speed to the 
pad for more efficient operation. 
Lightweight—units weigh only 5% 
pounds! Use the sander or polisher in 
any position, even over long periods of 
time, without tiring. 

Ball Bearing Construction—high-load, 
ball thrust bearings positioned at vital 
wear points take the strains of heavy- 
duty operations. 


Extra Job Flexibility—using low cost ac- 
cessories, the sander and polisher can 
be adapted to do a wide variety of extra 
jobs from drilling to general cleaning. 


The Model 304 Sander can even 
be converted into a power paint 
remover that offers controlled 
disc sanding for fast, easy, uni- 
form removal of old paint and 
varnish! Vertical and horizontal 
adjustment controls assure flat, 
even removal flush to overhang 
or vertical walls—without dan- 
ger of gouging or marring the 
work surface! It is especially 
ideal for removing old paint 
from clapboard siding! 


To order Paint Remover At- 
tachment, specify: 

No, 5041 Paint Remover Attach- 
ment. Includes #36 Grit Tung- 
sten Carbide Disc, Sponge Rub- 
ber Back-Up Pad, Retaining Nut, 
Wrench and Instructions. 





Model 305 § 
7” Polisher’ <=. 





A light weight, heavy duty 7” polish- 
er with unique motor-over-pad de- 
sign for easy effortless control on all 
polishing jobs. Offers an all-purpose 
speed of 2,000 rpm—ideally suited for 
efficient buffing, polishing, rubbing 
and general cleaning jobs. 


CATALOG LISTING 
AND SPECIFICATIONS 


MOGOIIINOS Gicictecrenisi6 y/clan ocean's ence ecw 305 


Motor........ 4 Amp., Universal Type, 
115 Volt, 25-60 Cycle, AC-DC., 
230 Volt Motor Available at Extra Cost 


Sneed (RPM) ices ea saw e'cc view ess 2000 
Pad Diameter........ Peta wielele wiaavathin's i fos 
Sat Size res eacosso ees as $4”-11 RH 
DEVO wrovateya!ascrava w'ascrs @orwin a's: Helical Gear 
eomertly Ginter ss os piepniera alesse ve be 9.4 1142” 
Net Weight (Lbs.)..............05. 5% 
Shipping Weight (Lbs.)............... 8) 


STANDARD EQUIPMENT 


Model 305—Basic Machine with Auxili- 
ary Handle, 3-Conductor Cord, 42321 
Back-Up Pad, 5D6 Disc Retaining Nut, 
42352 842” Diam. Lambs Wool Buff, 
158D6 Wrench, 1740X. Wrench and 
Operating Manual. 


ACCESSORY 


No. 42352 Lambs Wool Buff. 814” 
diameter, 


No. 7OYD6 Adapter. For mounting 
wire and grinding wheels. 


No. 65YD6 Wire Wheel. 6” diameter. 
No. 33 Gauge (Fine) Wire. Requires 
70YD6 Adapter for mounting. 


No. 54434 Cleaning Pad. 7” diam- 
eter Pile Fabric. 


No. 27YD6 Depressed Center Wheel. 
7” diameter x 4%” thick. Includes 
support pad and flange nut. 


No. 34YD6 Drill Chuck. 44” capac- 
ity, 3-jaw type. With key. 


No. 23YD6 Abrasive Disc Back-Up 
Pad. For use with 6” diameter 
abrasive discs. 


Model 304 
7" Disc Sander 





For a wide variety of finishing jobs 
on woods and metals—especially pro- 
duction line sanding operations 
where stationary equipment cannot 
be used, but fast, accurate finishing 
is required. Can be adapted to do 
buffing, polishing, general cleaning 
and grinding operations—even power 
paint removing chores. 


CATALOG LISTING 
AND SPECIFICATIONS 


ROCHON SEOs 6 55560 iow oe o-erb io aire elatala bine cee 


Motor........ 4 Amp., Universal Type, 
115 Volt, 25-60 Cycle, AC-DC. 
230 Volt Motor Available at Extra Cost 


SORGEL TC ROE IVES 3 ecu 201> ie 0-4 od eth Boao 4000 
PPA ELAEOTTIOROE onan Sea ewe gSrielack akon fi 
ECOL ERO? ts ey AOE ee 5."—11 RH 
re oP lars: ROPE a ee Helical Gear 
ROOELICE 355.5. ARR 2 een 1144" 
INGCAVVOIOTIC CUDEED  ies5ic Unset uipoiolenes 5% 
Shipping Weight (Lbs.)............... 9 


STANDARD EQUIPMENT 


Model 304—Basic Machine with Auxili- 
ary Handle, 3-Conductor Cord, 42321 
Back-Up-Pad, 5D6 Disc Retaining Nut, 
(3) Abrasive Discs, 1740X Wrench, 
158D6 Wrench and Operating Manual. 


EQUIPMENT 


ABRASIVE DISCS 
(Package of 12) 


Aluminum Oxide Open Coat 


Mesh and Grit No. 


aanns | 2995 


ABRASIVE DISCS, 
ASSORTED PACKAGES 


Package of (12) Aluminum Oxide 
Open Coat Abrasive Discs. Con- 
tains (8) #20-3%4” Grit, (2) #36—2 
Grit and (2) #80—1/0 Grit. 


Number 


6” Diameter 


7" Diameter 
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Cut paint removal time 
in half with the 
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hand scraper, 


wire brush, 


liquid remover, 


blow torch! 
















Versatile—paint removing head is detachable: machine can 





ROCKWELL POWER PAINT REMOVER 


TIME AND WORK SAVING 
PERFORMANCE ADVANTAGES 





plete! Can be used from ladders or scaffolds with non-tiring 
ease! 


(Right) Vertical and Horizontal Adjustment Controls—permits 
precise disc adjustment for depth of surface removal and 
flush sanding. Guide rods assure continued ‘flat disc” sand- 
ing and provide uniform removal of old paint. 

Extra Powerful Motor—full 4 amp industrially rated furnishes 
more than enough power for tough resurfacing jobs. 

Helical Gearing—transmits more torque than conventional 
gear drives for rugged, heavy-duty applications. 

Ball Bearing Construction—high-load ball thrus! bearings to 
take the strains of heavy duty operation; and assure longer 
trouble-free performance. 


Side Handle Design 


with Auxiliary Grip— 

for positive control 

in any position. Fea- 

tures trigger switch 

™™ with built-in lock 

; button to hold on-po- 

sition for continuous 
operation. 
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be converted to conventional disc sander using 6” diameter 


abrasive discs. Permits use on wide range of finishing jobs 
from heavy stock removal to extremely fine finishing. 


ROCKWELL PORTABLE POWER TOOLS 





Now, controlled disc sanding for fast, easy uniform re- 
moval of old paint and varnish. Easy to use and com- 
pletely fool-proof, the Power Paint Remover removes 
paint twice as fast as any other paint removing method 
—hand scraper, blow torch, wire brush, liquid remover. 
Vertical and horizontal adjustment controls for depth 
of surface removal and flush sanding, assure flat even 
removal flush to vertical walls and overhangs—without 
danger of gouging or marring of the work surface. Its 
special long life tungsten carbide disc will handle a wide 
variety of materials from wood to compositions—every 
problem material that cannot be handled by conven- 
tional abrasive discs! Uses include clapboard refinishing, 
porch deck and boat resurfacing, rust and old paint re- 
moval from steel surfaces and more. 


CATALOG LISTING AND SPECIFICATIONS 


POC OLING Rett ree econ ole etn aso ngvasele a-e-a'a%s a bmraoeiesen 304PR 
Motor 4 Amp., Universal Type, 115 Volt, 25-60 Cycle, 
AC-DC. 

SSPBOCIC ERIN ) reser eS eee an er A Ae ie sul 4000 
POO Mere aiigte tetas ie eters iieseiiouion 6” Dia., Tungsten Carbide 
SSIVAIC LZ etree RN er5 fash wisi -e he febits ho trraore lela lovers 58”—11 RH 
BO, a0 watch OWE Rd NORE eo Helical Gear 
ROT UN preemie re teve terete ar ean wii os ote ann vce ca-a) eave ‘anpn''e arainte 1144” 
OLIWY tg INC: (LIDS) Mee ere ete ey, ea rao coss tie winle:srevnly wvorecmecolereeate 11 


Shipping Weight (Lbs.) 
STANDARD EQUIPMENT 


Model 304PR—Basic Machine, 5041 Paint Removal Attach- 
ment with 23918 #36 Grit Tungsten Carbide Disc, 23547 
Sponge Rubber Back-Up Pad, 23530 Disc Retaining Nut, 
23539 Wrench and Operating Manual. 


ACCESSORY EQUIPMENT 


No. 5041 Paint Removing Attachment Only. Includes No. 36 
Grit Tungsten Carbide Disc, Back-Up Pad, Retaining Nut 
and Wrench. 


Tungsten Carbide Discs. All 6” diameter. 
No. 23917—#46 Grit; No, 23918—#36 Grit; 
No. 23932—#24 Grit 
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‘@ Does away with tedious “chisel and hammer’ seraping! 
Ideal for removing rust and mineral deposits 
from ship hulls, storage tanks, pipelines and more! 
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ROCKWELL PORTABLE POWER TOOLS 





ROCKWELL CHIPPER/CLEANER 


HERE’S A POWERFUL WORKHORSE 
FOR THE BIG CLEANING JOBS: 





1. Lightweight—basic machine less cutters, weighs only 18 
pounds. 

2. Corrosion-Proof Housing — lightweight aluminum alloy 
smoothly ground, wire brushed and anodized. 

3. D-Handle Design—with trigger switch and lock-button, for 
better control. Front handle is non-metallic, will not transmit 
heat. 

4. Safety Cutter Guard—designed as an integral part of 
machine, covers more than 180° of the cutter work head for 
added operator safety. 

5. Cooler Operating—with extra large vents at sides and back; 
designed to draw maximum air across motor. 

6. Simplified Lubrication System—no dismantling necessary; 
removable plug simplifies lubricant chamber inspection and 
refilling. 

7. Fast Cutting—84 hardened steel cutters revolve a full 2000 
rpm for fast chipping and cleaning. 





2000”) 
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Model 727 
Chipper/Cleaner 


A performer that can't be beat when it comes to flexi- 
bility! 

Ideal for removing heavy accumulations of rust and 
mineral deposits from ship hulls, storage tanks, pipe 
lines and ovens...also for cleaning concrete forms... 
re-conditioning butane tanks...and more. 


CATALOG LISTING AND SPECIFICATIONS 


MOO LINO sicrstere ists oocecieis ase SRS a bw ERG a Cla we ww & CRISES 727 
POCO is, aca 5): Universal Type, 115 Volt, 25-60 Cycle, AC-DC 
NOILORU SOMGU CIPI) on cs ce siclaicias el sania esta suena 2000 
ee A ne £ Gnome SA AP, eee 84, Hardened Steel 
DOFAVG terete cistele asecainwialeiviave sie ve7eleve-eipwhete Helical Gear, 7:1 Ratio 
SOOT IG eee at eT ieee vivin's Soserele.e eieve/anesdivie-ee poecetesd Ball 
Cera Cr eta iste re care cah ecens loo xis aves aveiw a aus Reka eer eines 13%” 
NetiWelent:( C63) ore caersae vse cls'ccals.c bwie's,ark 18 (less cutters) 
Shipping Weight (Lbs.) ....... 50 (including case and cutters) 


STANDARD EQUIPMENT 


Model 727—Basic Machine, 3-Conductor Cord, (2) 42404 Cut- 
ter Bundles, 25RC Carrying Case and Operating Manual. 


ACCESSORY EQUIPMENT 


No. 45128 Cutter Bundle. Consists of 42 hardened steel cut- 
ters. 

No. 21RC Cutter. Single hardened steel cutter only. 

No. 25RC Carrying Case. 
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ROCKWELL BUX 
PORTABLE 


For Big Capacity Drilling Not Possible With 
Conventional Drill Presses or Radial Drills 


Now! Rockwell Extra Heavy Duty Drills have 
been teamed with famous BUX Magnetic 
Stands to give you big capacity portable drill- 
ing machines. The magnetized base attaches 
with tremendous force to steel surfaces hori- 
zontally, vertically or overhead. With the 
portable drill firmly held in position, you can 
precision drill, tap or ream at a drill point 
pressure up to 2500 pounds. You can per- 
form these operations on large, special- 
purpose machines, on girders, and in other 
places that cannot be reached with conven- 
tional drill presses or radial drills. 

Take the capacity of stationary drill presses 
to your job site to save on labor, the expense 
of dismantling heavy machinery or the cost 
of transporting large equipment. 


See a “PROOF-BY-PERFORMANCE” 
Demonstration Today! 
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KWELL PORTABLE POWER TOOLS 





ROCKWELL BUX PORTABLE MAGNETIC DRILLS 





ROCKWELL BUX FEATURES GIVE YOU 
LONG, TROUBLE-FREE 
PERFORMANCE ON THE JOB! 





1. Extra Heavy Duty Motor—built to rigid specifications, this 
“job proven” motor has been used on other Rockwell Power 
Tools in thousands of industrial applications, 

2. Replaceable Wear Strips—slide assembly is supported by 
quickly replaceable, adjustable gib and wear strips. 

3. All Steel Pinion Shaft—supported by special oil impreg- 
nated bronze bearings, has three-handled feed for ease of 
operation. 

4. Lightweight Stand—tough, aircraft aluminum post is light- 
weight, yet strong. Pound for pound, BUX stand is most 
powerful available. 

5. “Power Channel” Bases—BUX magnetic bases are avail- 
able in five different sizes, shapes and strengths. 

6. Medium and Large Size Units—have 1114” of travel for 
greater accuracy on all work as well as increasing “hole 
depth” capacity. 

7. Lower Ratio Rack and Pinion Feeds—assure greater me- 
chanical advantages with more pressure delivered to the drill 
point. Will drill holes faster with less operator fatigue. 

8. Positive Depth Gage—large, easy-to-read scale can be 
marked to measure holes of desired depth. No slipping pos- 
sible, no rule needed. 

9. Stabilizer Leg—adjustable stabilizer leg moves pivot point 
rearward and increases mechanical advantage—more drill 
point pressure. 

10. Fast Action Positioner—one-fourth turn of oversize oper- 
ating handle releases drill stand to rotate 330° with up to 
%” lateral movement. No tedious adjustments—simply 
place drill point over center-punch mark, tighten handle 
and start to drill. 

11. Five Chucks or Spindles Available—%S” and %” Chucks, 
No. 2 and No.3 M.T. Spindles, and No. 3 M.T. Internal Socket. 
12. Six-Foot Safety Cable—acts as a precaution against opera- 
tor losing control of unit while positioning or from possible 
power failure during operation. 
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Extra Powerful, Specially Designed Motors provide a full 6.5 
amps on Small Round Base Models,12 amps on Medium 
Round Base Models and 15 amps on Large Radial Position 
and Rectangular Base Models. Typical long-life, quality 
construction features include: 

eCartridge-Type Brushes—Are spring-loaded and _ self- 
adjusting for better commutation. 

Precision Machine Wound Armatures—With resin coated, 
bonded wire and welded commutator leads to withstand 
high overload conditions. 

eEfficient Cooling System—Flow-thru venting and 12-blade 
fan work together to maintain lower motor operating tem- 
perature for better efficiency. 

¢Ball and Roller Bearing Construction—To assure trouble- 
free performance, gear and spindle shafts run smoothly on 
self-lubricating ball and roller bearings. 





7" LATERAL 330° RADIAL 
MOVEMENT MOVEMENT 


With the Bux precision engineered base, you get positive 
mechanical action—no “partial magnetism.’ Bux exclusive 
radial positioner assures fast, accurate alignment of Bux 
portable magnetic drill stands. The magnetic base remains 
Stationary, safely holding unit to the work. A fast, 44 turn 
of the mechanical locking handle releases drill stand for 
330° radial positioning and up to %” lateral movement is 
also provided, assuring positive, precision positioning. 


ROCKWELL BUX QUALITY EXTRAS: 


eTwo-speed motors provide speeds of 250 and 500 RPM—a 
low speed for large hole drilling, tapping and reaming—a 
high speed for small hole drilling. 

eBoth Medium and Large Base Models have “Power Chan- 
nel” design. Magnetic strength is funneled along a central 
axis, concentrating the holding power in areas where there 
is apt to be more workpiece contact. 

eForward, reverse and neutral feed control. 

Magnetic control switch and pilot lamp. 

Large, easy-to-operate controls. 
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ROCKWELL PORTABLE POWER TOOLS 
ROCKWELL BUX PORTABLE MAGNETIC DRILLS 











Small Round Base Model 
No. 15900 with %” Drill 
Chuck Capacity, 9%” Dnll 
Travel. 


Medium Round Base 

Model No. 15901 with 4” 

Drill Chuck Capacity, 1144” 
>. Drill Travel. 


Medium Round Radial 
Positioning Base Model 
No. 15907 with No. 3 M.T. 
4%” Drill Capacity and 





Large Rectangular Base 
Model No. 15910 with No. 3 
M.T, Socket Accommodat- 
ing 14%” Drill, and Offering 
114%” Drill Travel. 





STANDARD EQUIPMENT 


Rockwell Bux Portable Magnetic Drills are shipped com- 
plete. Motor and Stand are ordered together by specifying 
the appropriate Drill Catalog Number. Assembly of motor to 
stand is quick and easy and requires no special tools or 
knowledge. A single, heavy duty 9-foot cord and plug sup- 
plies power to both stand and motor. All stands are supplied 
with a 6-foot safety cable as a precaution against operator 
losing control of unit while positioning or from possible 
power failure during operation. All motors are reversing type. 
Motors have reverse mounting position, permitting outboard 
spindle location for close-quarter drilling requirements. 


CATALOG LISTING AND SPECIFICATIONS 


CAPACITY CHUCK 
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11!” Drill Travel. 


Large Rectangular, Ra- 
dial Position Base Model 
No. 15912 with No. 3 M.T. 
Socket Accommodating 
1%” Drill, and Offering 
114%” Drill Travel. 


Special mounting brackets allow for perfect motor and 
drill stand slide alignment, providing precision drilling 
capabilities. 

No. 2 and No, 3 M.T. Models can easily be converted to 
“4” Key Chuck Models. Simply order 57091 Arbor [No. 3 
M.T. to Jacobs Taper) or 57092 Arbor (No. 2 M.T. to Jacobs 
Taper) plus 58006 “4” Chuck. 

Note: Units to be used on Single Phase, 115V, AC, 25-60 
Cycle Current Only. 


ACCESSORIES 


No. 57091 Arbor, No. 3 MT to Jacobs Taper. 's Ib. 
No. 57092 Arbor, No. 2 MT to Jacobs Taper. ! Ib. 
No. 58006 Jacobs 34“ Geared Chuck. With key. 1'4 lbs. 
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DRILL STAND MOTOR 
CATALOG NO. SIZE CATALOG NO.!| DRILL TAP OR TAPER 
Round 768RP-T2 %” %"-20 
Medium 77730 
sor | Mean | clare) | ee | skerie| chuck | 200 
Medium 77732 
15902 ety | ue | yeas| oem | 400 
Medium 77733 
__ 35903 Hietay |e | were] nam | soo 
77730 
15905 port» | v= | vei6| chuck | 400 
Medium 77732 
15906 found’ |__ casera) | ae | eas | noomr | 400 
Radial 777 
15907 position Hapi2) | ue | were] noamt | 400 
77734 No.3 MT 
15908 Aer weenie | “Socket” | 250 
15910 Large 77740 No. 3 MT 
Rectangular (740-T2) 1%” 1%"-12 Socket 
15912 Large Rect. 77740. No. 3 MT 
Radial Pos. (740-T2) lv” Socket 
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* Pressure calculated on 1" steel plate. Thinner material and cast iron provide proportionately less holding power. 
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save time and 
money for many 
industrial users! 


® Air-Frame Manufacturing ® Automation Equipment Manufacturers @ Automotive 

® Conveyer and Material Handling Equipment @ General Metal Fabrication 

® Electrical Contractors @ Foundries @ Plant Maintenance 

hiv ® Heavy Construction Equipment @ Machinery Manufacturing @ Ship-Building and Repair 
Ay ® Tool and Die Shops ® Repair Shops ®@ Structural Steel Construction and Maintenance 
ay ® Machinery Re-Building @ Railroad-Original Equipment and Maintenance 

if ® Truck-Trailer Manufacturing @ Utilities 


4 Rockwell Drills 


Choose from 39 Models / Spade, D-Handle or Pistol Grip 
Va” Ye" V2", Ya” or 1 Capacity/250 to 5000 RPM 
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Rockwell Drills 


DRILL FEATURES 

A. Powerful 3.0 to 15.0 Amp Motors offer 
power-plus for your most demanding 
drilling applications. Built to rigid speci- 
fications and featuring: 

Cartridge-Type Brushes - spring-loaded 
and self-adjusting for better commuta- 
tion. 

Precision Machine-Wound Armatures—with 
resin coated and bounded wire to with- 
stand high overload temperatures. 


Welded Commutator/Coil Connections— 
far stronger and more. resistant to heat 
than conventional soldered leads. 


Efficient Cooling System—multi-blade fan 
works in conjunction with flow-thru 
venting to maintain lower motor operat- 
ing temperatures for better efficiency. 
B. Ball and Needle Bearing Construction 
(Ball and roller bearings on 730, 732 and 
734 Series Models). Long wearing bear- 
ings positioned throughout at vital wear 
points assure better, trouble-free drill 
performance. 


C. Thrust-Line Grip on pistol handle 
drills, automatically positions the user's 
hand in-line with the bit for maximum 
drilling efficiency ... extra long, sturdy 
metal trigger assures positive, single or 
multiple finger on-off power control re- 
gardless of the user's grip position. 

D. 5%" Head to Chuck Clearance on the 
right angle drill permits tight spot drill- 
ing. Angle head mounts two ways to give 
you choice of low or high speeds. 


FE. Low Profile Design on D-handle 
models—chuck flush to gear case permits 
drilling in tight spots—flush to vertical or 
horizontal surfaces. 

F. Heavy Duty Cord with External Strain- 
Relief Protector. Long wearing, rubber 
insulated, 3-conductor cord with trouble- 
free molded plug features a secondary 
liner firmly locked to the drill handle to 
relieve cord strain, prevent kinking and 
dangerous wear. 

Accurately Machined Reduction Gears. 
Precision-hobbed to rigid standards in 
matched sets from high quality steel for 
more efficient power transmission; care- 
fully heat treated and hardened for more 
strength, longer life. 

16 Amp Heavy Duty Switches (A full 20 
amps on 730, 732 and 734 Series Models). 
All double-pole tvpe for extra-long life 
and durability. 
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Lightweight 

Balanced Design. 
Weight of 4" and 

1” capacity drills 

is equally proportioned 
for stabilized control 
in any position... 

yet they weigh less 


than competitive 
models. 








ROCKWELL DRILLS 


Bring on your drilling jobs... 
Rockwell has the drills to handle them! 


Twelve Extra Heavy Duty 34” and 1” Spade Handle Drills 
with 12 or 15 amp motors and a choice of four speeds 
(250, 400, 600 and 1200 RPM) for big hole drilling opera- 
tions in wood or metal. 


Four Powerful 5.0 or 6.5 Amp Drills with multi-position 
spade handle. Extra long switch handle and auxiliary 
pipe handle afford maximum control on all drilling ap- 
plications. Equipped with ball bearings and multi-stage 
reduction gear drive to deliver the stamina for daily pro- 
duction drilling operation. 


Six D-Handle Units, ball bearing equipped, offer a range 
of drilling capacities from 4” to %%" in steel and %” to 1” 
in wood. D-Handle design provides positive, in-line con- 
trol for accurate drilling. Choice of 5.0 or 6.0 amp motors, 
and speeds from 500 to 2000 RPM. A model with the 
right combination of power and speed for any produc- 
tion drilling application. 

For tight spot drilling, there's also a %” right angle drill. 


— 


Head and chuck require only 5%” clearance. 


Sixteen Pistol Grip Drills are also available in a variety of 
chuck sizes and speeds to meet many production drill- 
ing operations. Motor amps range from 3.0 to 3.5 with 
drilling capacities up to *4” in steel and %\” in wood. 


STANDARD EQUIPMENT 


All Models—Basic Machine, 3-Conductor Cord and Operating 
Manual. 730 Series Models—19DL1 Key Holder, 52229 Remov- 
able Breast Plate and 49089 Detachable Pipe Handle. 732 
Series Models—54543 #2 Morse Taper Drift Key, 52229 Re- 
movable Breast Plate and 49089 Detachable Pipe Handle. 
774 Series Models—16DL3 Chuck and 12DL3 Chuck Key. 
Model 754—26225 Chuck, 12DL3 Chuck Key and Auxiliary 
Handle. 776 Series Models—48858 Chuck and 48859 Chuck 
Key. Model 756—24545 Chuck, 24546 Chuck Key and Auxiliary 
Handle. 758 and 768 Series Models—44495 Chuck, 24546 Chuck 
Key and Auxiliary Handle. Models 374 and 384—47580 Chuck 
and 47515 Chuck Key. Models 366 and 386~—25365 Chuck and 
25366 Chuck Key. Model 358—49419 Chuck, 25366 Chuck Key 
and Auxiliary Handle. Model 378—49149 Chuck, 25366 Chuck 
Key and Auxiliary Handle. Model 9757 also includes No. 5079 
Rt. Angle Drill Attachment and No, 53649 Carrying Case. 


Motors (Except Variable Speed Models)—Universal Type, 115 
Volt, 25-60 Cycle, AG-DC. 


Variable Speed Units—AC Only. 





44," Spade Handle Drills with Reversing Switch 


: Drilling | Weight 
Bora) Lonees oe refed Capacit Bearings |Length| (Lbs.) 
- |No Loa [Loa PS+ Steel | Hardwood | Net Shpe.- 


730 | 400 | 250 | 12 |." 2° _|BallandRoller| 19%* | 24% | 29% 
730-2 250 | 165] 12 ['%er] 2° 


| Balland Roller} 19%* 29% 
730-6 600 380 | 12 Ae” a |Batland Roller] 19%" 29% 
1200 | 780 | 12 | 1%." Ball and Roller! 19%" 29% 
Duty Rating: For Extended Service on Industry and Construction Trades 
Applications. 

















No. 2 Morse Taper Socket 
Spade Handle Drills with Reversing Switch 


> Drillin Weight 
Model | Speed (RPM) | Motor Capacity Bearings | Length | (tbs.) 


No. |No Load} Load | Amps. | “cy.n) Net | Shpe. 
732, | = 800 | 250 | 12 | KM" Bailand Roller} 194° | 23 

732-2 Bailand Roller! 19%4° 28% 
732-6 | 600 | 380 | 12 | %* {Bailand Roller! 193" | 23%] 28% 
732-12 | 1200 | 780 | 12 | %* | Balland Roller} 194° | 23%) 28% 


Duty Rating: For Extended Service on Industry and Construction Trades 
Applications. 





No. 3 Internal Morse Taper Socket 
Spade Handle Drills with Reversing Switch 


. i Weight 
Model | Speed (RPM) | Motor | Drilling ay 
No. |No Load | Load “Steel | Bearings | Length Net | Shpg. 


4 | 250 [| 145 | 15 | 1%” Balland Roller | 18” 5 23%) Ss 
734-4 | 400 | 230 | 15 | 1%" |Balland Roller; 18° | 233 23 
734-6 | 600 | 340 | 15 | 1%" |Balland Roller; 18° | 23 23 
734-12 | 1200 | 690 | 15 | 1%* {[Balland Roller | 18° | 23 29 


pat Rating: For Extended Service on Industry and Construction Trades 
Applications. 
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Hling Gear 
Chem) mater | canals Reduc- 


Dri 
Cap 
‘Steel! Wood | tion 


"Reversing 


Duty Rating: For Extended Service on Industry and Construction Trades 
Applications. 





1,” Spade Handle Drills 


) } 
Drilling 
eed | Motor| Capacity ens 
(RPM) | Amps. ue 
Stee! |Woog| ton 


[seo so [ie] 1 [2 sieze|eattand Grome| var [91 
| 560 | 5.0 | %" | 1” | 2-Staze [Ball and Bronze| 14" | 9¥4 | 


"Reversing 
Duty Rating: For Industry and Construction Trades Applications. 




















me’ ;” D-Handle Drill 


z 
‘Model | Sneed Drilling Weleht 
——_ nr’ steel Wood! tion nese 
—254__| 2000 | 6.0 | v= | %47 | 2-Stage] Bait and teeate| 13%" [7% | 9 
Duty Rating: For Extended Service on Industry and Construction Trades 
Applications a 2% “Ooh ter 

a eg 3 
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App ications. 





Duty Rating: For Extended Service on Industry and Construction Trades 
Applications. 


¥,” D-Handle Drills 
758 
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Duty Rating: For Extended Service on Industry and Construction Trades 
Applications. 


*Reversing 















Drilling 
Speed a Length 
ce Tsteet | Wood] tion | 
| %" | _1" | 2-Staze | Ball and Bronze | 
[560 | i 


Duty Rating: For Industry and Construction Trades Applications. 
"Reversing 





358R* 
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1/7," Heavy Duty Right Angle Drill Kit 

For tight spot drilling, head and chuck require only 5%” 
clearance. Angle head mounts two ways to give low speed for 
big hole drilling or high speed for small hole drilling. Can be 
removed for regular drilling applications. Features include 
full ball bearing angle head, interlock reversing switch in 
drill handle, auxiliary handle and more. 


Note: Rt. Angle Drili Attachment (Model 5079) can be ordered separately 
for use with Models 358, 358R, 378, 378R, and 758 '" Drills. 


Duty Rating: For Extended Service on Industry and Construction Trades 














~ 


a 
in 


ROCKWELL DRILLS AND ACCESSORIES. 











(RPM) 7 | APS Steal tion Net] 
1700 33 ae Stage | Ball and ne 
alee ak _3-Stage | Ball and ae iM 
750 Y" | 3-Stage | Ball and Needle | oe ay | 
ett gees 
2500 3.5 4" ia mee Stage Ball and Needle a 
3500 | 35 ren ag ETT 


Duty Rating: For Extended Service on Industry and Construction Trades 
Applications. 


¥s" Pistol-Grip DRILLS 






















Duty Ratlivg: For Extended Seiviow ai on andaatey and Construction Trades 
Applications, 


Drilling 
Capacity 





Duty Rating: For industry and Construction Trades Applications. 
"Reversing 


344°" VARIABLE SPEED DRILL (0 to 1000 RPM) 





Duty Rating: For Industry and Construction Trades Applications. 
"Reversing 







14," Pistol Grip DRILL 


Drilling g 

cPM) ety_| ned Bearings : 
¢ tion Nagel Shas 
Sree ees Balland Needie|_9" | 4 | 5 


Duty Rating: For Industry and Construction Trades Applications. 
34," Pistol Grip DRILL 

366 | 1000 | 3.0 | %”* | %" |2-Stage|Balland Needle] 97 | 4 | 5% 
Duty Rating: For industry and Construction Trades Applications. 




























RIGHT ANGLE DRILL ATTACHMENT 
Increase the versatility of your 
Rockwell Drill. 

Model 5079 Right Angle Drill 
Attachment, when attached to 
any 34” Rockwell Drill’, lets you 
drill in tight spots—flush to hori- 
zontal or vertical surfaces. Head 
and chuck require only 5%” 
clearance. Attachment can be re- 
moved forregularin-line drilling. 
*Except Model 768R . 


Converts Rockwell 
D-Handle and Spade 
Handle Drills to Right 
Angle Drills! 


Model 5079 
Drill Attachment 


All Ball Bearing Design— 
assures optimum trouble-free 
performance. 

Low Profile Design—attachment 
fits flush to drill housing for 
drilling in tight spots. 

Two Drilling Speeds—permit drilling a wide range of holes 
—high speed for small holes, low speed for large holes. May 
be used on reversing drills. 

Side Handle Bosses—accepts auxiliary side handle on either 
side, permitting pressure to be applied directly on the drill bit. 


47" Capacity Chuck—included as standard equipment. 








ROCKWELL PORTABLE DRILL STAND 


Converts any Rockwell Portable Spade Handle Drill 
into an Accurate Stationary Drill Press. 

Universal-Type Carrier facilitates drill mounting and 
alignment. 

Drill Carrier adjusts vertically; rotates a full 360° to 
accommodate small and/or bulky work pieces. 

Heavy Cast Iron Base features parallel slots for clamp- 
ing jigs and fixtures. 

Adjustable Depth Stop simplifies depth drilling opera- 
tions. 

Extra-Long Lever Arm affords better drilling leverage; 
smooth, effortless feed. 


Chuck Center to Column Capacity can be increased by 
rotating the drill’s gear case 180°". 


CATALOG LISTING AND SPECIFICATIONS 


Model Nog... ..o-sjsisceaceciscensserarelt nce teed Eo 50501 
Capacity. .. eyecare cswenicwinens ae ee le” to 114” 
Maximum, F@@d) « .)o:.:0.07:630 ona oe alenn ee ait 4%" 
Size of Base: .)...0:. aes ee eee oinw eae 15” 
Column Height :. .. cd Ju. vend. bie ee eee «26 Oe 
Chuck to Center of Column: 

With 16” Drills ...... See aa ote ie 

With ” and 1” Drills ......... 3. oeaSihen Inboard — 

With %4” and 1” Drills ...... cw we'e a Pee Outboard” 
Weight (Less Drill) ................. Ay he -sotin | 


Model 50501 May be used with: the following Rock- 
well Drills: 378, 378R; 768, 768R: 730, 730-2, 730-6, 30-— 
12; 732, 732-2, 732-6, 732-12; 734, 734-4, 734-6, 734-1 24 Ww 
*Requires 180° rotation of drill gear case. he ‘= <_W 
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ROCKWELL DRILL ACCESSORIES 





HOLE SAWS 





Choice of standard (1!x” cutting depth) or deep cutting 
(144” cutting depth) hole saws in more than 60 sizes from 
™%" to 6” diameter. 

All made of shatterproof, high-speed steel with fusion 
welded seams to withstand the abuse of repetitive, produc- 
tion hole-drilling operations. 

Especially suited for use in the building, electrical and 
plumbing trades—wherever hole cutting is required in mild 
steel, cast iron, aluminum, brass, stainless steel, wood, 
plastic and other machinable materials. 


HOLE SAW ARBORS 


ie 


No. 18500 14” Rd. Shank Arbor. With 34"-20 thread and 1)" 
pilot drill. For use with 4.6" to 1 4." diameter, standard and 
deep cutting hole saws. 









No. 18502 74.” Hex. Shank Arbor. With 16”-20 thread and 14” 
pilot drill. For use with ‘%4¢" to 1 *%¢;' valameter standard and 
deep cutting hole saws. 





No. 18504 Quick-Change 7.” Hex. Shank Arbor. With 54-18 
thread and 14” pilot drill. For use with 144” to 6” diameter, 
standard and deep cutting hole saws. 


No. 18506 Quick-Change 54” Hex. Shank Arbor. With 54-18 
thread and 34” pilot drill. For use with 114” to 6” diameter, 
standard and een cutting hole saws. 


ACCESSORIES 


Ss 


No. 18508 12” Extension Shank. For use with 4.” hex. shank 
arbors equipped with 1” diameter and larger hole saws. 


No. 18510 14” Pilot Drill. High speed steel. For use with all 
hole saw arbors. 
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Number 


18512 
18514 
18516 
18518 
18520 
18522 









18552 
18554 
18556 
18558 
18560 


18578 
18580 
18582 
18584 
18586 
18588 
18590 
18592 
18594 
18596 
18598 
18600 
18602 
18604 
18606 
18608 
18610 
18612 
18614 
18616 
18618 
18620 
18622 
18624 
18626 
18628 
18630 
18632 
18634 
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ROCKWELL 


VARIABLE SPEED 


with simple twist-collar conversion 
for rapid changeover — 
from drilling to screw fastening 
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ROCKWELL 


fastening operation. 
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ROCKWELL FASTENER DRILL 


ECONOMICAL 


DRILLING/FASTENING 
FLEXIBILITY! 









Simple Twist-Collar Conversion for rapid change over from 
drilling to screw fastening. 


Power Packed 3 Amp Motor with high torque double reduc- 
tion gear drive for tough drilling and fastening applications. 


In-Handle Reversing Switch 
—no projecting reversing 
switch box to interfere 
with flush fastening ordrill- 
ing Operations. Reversing 


switch is positioned below 
the trigger switch, flush 
with the handle profile to 
facilitate use; prevent acci- 
dental reversing. 


Ball and Needle Bearing Construction—precision ball and 
needle bearings, positioned throughout at vital wear points 
to assure long-lasting, trouble-free performance. 


Short Length Design (measures only 914” long) assures posi- 
tive contro] for maximum drilling and driving efficiency. 


Aluminum Alloy Construction—exceplionally strong, yet light 
in weight (only 4 lbs.) permits non-tiring use of fastener drill 
over long periods of time. 


Heavy-Duty Cord with Strain-Relief Protector—long-wearing, 
rubber insulated, 3-conductor cord with trouble-free molded 
plug, features a secondary liner firmly locked to the drill 
handle to relieve cord strain, prevent kinking and dangerous 
wear. 
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0 to 1000 RPM 
VARIABLE SPEED - 

for greater versatility 
on any drilling or 


PORTABLE POWER TOOLS 
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Model 354 
Variable Speed 
Fastener Drill 





It's a drill. . . it's a screwdriver—two versatile tools in 
one! As a fastening tool, it offers the power and torque 
requirements to drive No. 10 Wood Screws or No. 12 
Self-Tapping Machine Screws and Nuts. Positive clutch 
allows bit to idle while finding screw slot; rotates only 
when operator exerts pressure. As a drill, it offers %” 
drilling capacity in metal and “4” in wood with the added 
advantage of a 0 to 1000 rpm variable speed range for 
greater versatility. A real economy tool for either drilling 
or fastener driving applications. 


CATALOG LISTING AND SPECIFICATIONS 


NLOCOD IN Cremer terete ste Satara ae wee anh 's asda pa face Bose eene ee w iene 354 
Wi ODO runes i a arcinp ateteose-4-« 3.0 Amp, Universal Type, 115 Volt, 
25-60 Cycle, AC 

SPO Seige Nietareealese sa wo lera lel aeribe alata vee eee a 0 to 1000 RPM 
GOaTIREGUCtION Dima cstacwliie aietars co ice's Seale aoereceditaie eieselew 2-Stage 
Priling- Canachty cop ccs csi 0 o-riesvea0's cw vie 40” Steel; 4” Wood 
Fastening Capacity ............. No. 10 x 1144” Wood Screws; 
No. 12 Self-Tapping Machine Screws and Nuts 

BGALINGS oie rie eink wt crete tied ais is ais Sete eters Ball and Needle 
ETT USS RAREST HEISE ooo ERE gly” 
NetiWweletts(LbS3) lene scccsc inte cris. i0 aa rave ies oe:e.a eon there ee lone 4 
SIPPING Weight; (LS?) hoa eres crccavetoralc ince ove o.uve sve vivieinera bx 5 


STANDARD EQUIPMENT 


Model 354—Basic Machine with Reversing Switch; Drill 
Clutch Assembly; 25366 Chuck Key; 44827 Bit and Finder 
Sleeve (for No. 10F-12R Slotted Head Screws); 3-Conductor 
Cord and Operating Manual. 


ACCESSORY EQUIPMENT 


POWER BITS WITH 
FINDER SLEEVE COMPLETE 
FOR SLOTTED HEAD SCREWS 


ee — INSERT 


BITS 
All 1” Long 
Y%" 


BIT HOLDERS—%” Hex. 
For Use with Insert Bits —_) 


“fi at ie ao Catalog Hex Drive 
ze nder | Length Type | Length ex un 
Range | Sleeve ~ Number zF me 


Per-eR | 44e25 | aK" 
| tor-12R | 44827 | 3%" 


No. 54209 14"; No, 54208 %."; No. £4102 
%e"; No, 54584 2.” (Magnetic); No. 55895 
"je" (Magnetic); No. 55896 %” (Magnetic). 
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+18 Capacity 
Screwdriver 







+ 18 Capacity 
Screwdriver 
(34 Square Drive) 








=12 Capacity 
Screwdrivers 







+10 Capacity 
Screwdrivers 





Quick-Change 
Screwdriver 







The broadest line of screwdrivers in the industry! 
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ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 


ROCKWELL SCREWDRIVERS 





Power-Packed Motors—full 3.0 amp on 
No. 10 capacity and 3.5 amp on No. 12 
capacity models; high torque 6.0 amp 
motor on No. 18 capacity screwdriver 
the most powerful heavy-duty screw- 
drivers in the industry! Each built to 
rigid specifications and featuring: 


ew Self-Adjusting Spring-Loaded Car- 


tridge-Type Brushes—for better com- 
mutation, 


Precision Machine-Wound Armatures 
—with unique winding technique to 
assure identical electrical and physi- 
cal coil characteristics from motor 
to motor. Features resin coated and 
bonded wire to withstand high over- 
load temperatures. 


Welded Commutator/Coil Connections 
—far stronger and more resistant to 
heat than conventional soldered leads. 


Efficient Cooling System—fan works in 
conjunction with flow-thru venting 
to maintain lower motor operating 
temperatures for better efficiency. 





In-Handle Reversing Switch—no project- 
ing reversing switch box to interfere 
with operation when flush fastening. 
Reversing slide switch is positioned 
near the trigger switch, flush with the 
handle profile, to facilitate use; pre- 
vent accidental reversing. 











Thrust-Line Grip with Full Control 
Trigger Switch (on No. 10 and No. 12 
capacity models)—automatically posi- 
tions the user's hand in-line with the bit 
for maximum driving efficiency ... ex- 
tra-long trigger switch assures positive 
on-off power control. Features lock- 
button to hold “on"’ position for con- 
tinuous fastening applications. 

No. 18 Capacity Screwdriver features 
D-handle design to provide the addi- 
tional straight-line driving thrust 
needed for bigger capacity fastening 
applications. 


Quick-Change Chuck (on Model 77925) 
permits fast, easy bit changes. Bit will 
not fall out should chuck be driven into 
beam or channel. Nose assembly design 
with its superior bearing support con- 
struction virtually eliminates bit run out. 


Job-Tested and Proven Clutch Design— 
The same adjustable and positive 
clutches as used on high-quality Rock- 
well Air Tools that have been job- 
tested and proven for more than 20 
years in industry 

Aluminum Alloy Housing—excepltionally 
strong, yet feather light for non-tiring 
use of screwdriver, especially over long 
periods of operation. 

Ball and Needle Bearing Construction— 
long wearing needle and precision ball 
bearings, positioned throughout at vita] 
wear points, assure long lasting, trou- 
ble-free screwdriver performance. 
Accurately Machined Reduction Gears— 
precision-hobbed to rigid standards in 
matched sets from high quality steel 
for more efficient power transmission: 
carefully heat treated and hardened for 
more strength, longer life. 


Heavy Duty Cord with 
External Cord Strain- 
Relief Protector—long- 
wearing, rubber insu- 
lated, 3-conductor 
cord with trouble-free 
molded plug features a 
secondary liner, firmly 
locked to the screw- 
driver handle to re- 
lieve cord strain, pre- 
vent kinking and dan- 
gerous wear. 
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CHOOSE 
THE CLUTCH 
TO MEET YOUR 
SPECIFIC JOB 
REQUIREMENTS 


SECOND JAWS 


Adjustable Clutch Models are recom- 
mended for use on materials of uniform 
density, The adjustable clutch will con- 
sistently repeat specific torque settings 
and disengage when the screw or nut 
is set. It has two sets of jaws. The first 
set is held apart by light spring pres- 
sure. This permits the motor and gears 
to revolve without rotating the bit until 
the operator exerts sufficient forward 
pressure to close the gap and engage 
the jaws. The second set of jaws is held 
together by heavier spring pressure. 
These jaws disengage and ratchet 
when resistance to turning of the work 
exceeds the spring setting. The oper- 
ator can permit the clutch to ratchet 
which will give a slight impacting ac- 
tion that tends to continue tightening. 
Output torque can be increased or de- 
creased by turning the adjusting nut 
which controls spring compression. 


MOTORS [4 GEARS [S 3 


Positive Clutch Models are recommend- 
ed for applications in which torque re- 
quirements may vary such as on mate- 
rials of different densities or for driv- 
ing screws of varying sizes. The posi- 
tive clutch has one set of jaws held 
apart by light spring pressure. The out- 
put of this clutch is largely dependent 
upon the pressure exerted by the oper- 
ator and the length of time he permits 
the jaws to remain in engagement. He 
can further tighten by easing back on 
the tool, permitting an impacting action 
due to ratcheting of the clutch jaws. 
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ROCKWELL PORTABLE POWER TOOLS 


ROCKWELL SCREWDRIVERS 


A SCREWDRIVER FOR EVERY FASTENING JOB 





No. 12 Capacity 
Heavy-Duty Reversing Screwdrivers with Adjustable Clutch 








Weight (Lbs.) 
| Bae 
Model Speed Mot poping 
No. (RPI) pes Ribas on Length Net | Shpg. 
and Nuts 
TR | —750t_ | 35 ee TA NEA 0s ay 5Y 
mir-5 | 500 | 35 5Y, 


771R-10 | 1000 | 3.5 7 a OY, 
771R-17 | 1700 4% | 5% 
Motor—Universa/ Type, 115 Volt, 25-60 Cycle, AC-DC. 

tSpecial speed models can be made up at Rockwell Service Centers. 


DUTY RATING: For Extended Service on Industry 
and Construction Trades Applications. 






No. 12 Capacity 
Heavy Duty Reversing Screwdrivers 
with Positive Clutch 

Screws 


Model Speed Motor 
No. (RPM) | Amps. Boke 
and Nuts 


779R 750} See ea 1” | 4%] 5% 
779R-5 ur | 4%1 5% 
779R-10 ooo fas faz Het aK SY 
779R-17 SY, 
Motor—Universa/ Type, 115 Voit, 25-60 a AC-DC. 

tSpecial speed models can be made up at Rockwell Service Centers. 


DUTY RATING: For Extended Service on Industry 
and Construction Trades Applications. 


Nf 


Weight (Lbs.) 







Ete 
Tapping 


Machine Length 


Net) Shpeg. 


No. 18 Capacity 
Heavy-Duty Screwdrivers 
with Adjustable Clutch and oneerne Switch 


| 500 | 6.0 | 18 | % | 17M"| 8 | 9% 
778R-20| 2000 | 6.0 | #18 | %” | 17M"| 8 | 





Model 778R-20 (34” Square Drive) is specifically recom- 
mended for fastening applications involving large, special 
type, self-drilling fasteners. 

Motor—Universa/ Type, 115 Volt, 25-60 Cycle, AC-DC. 


DUTY RATING: For Extended Service on Industry 
and Construction Trades Applications. 













No. 10 Capacity 
Standard Reversing Screwdriver with Adjustable Clutch 


Wt. (Lbs.) 
Self 
Tapping 
lode! Type Speed | Motor Wood (Machine | Length Shpg. 
No. Clutch (RPM) | Amps. | Screws | Screws 
and Nuts 
371R |Adjustable | 1000 3.0 | #10 #12 12” 44% | 5% 


Motor—Universal Type, 115 Volt, 25-60 Cycle AC-DC. 
DUTY RATING: For Industry and Construction Trades Applications 


No. 10 Capacity 
Standard Reversing Screwdriver with Positive Clutch 





Wt. (Lbs.) 










Capacity 


Self 
Tapping 










Speed 


Model Type 
No. (RPM) 


Clutch 


379R Positive | 1000 3.0 +10 #12 8 4 5M% 


Motor— Universal Type, 115 Volt, 25-60 Cycle AC-DC. 
DUTY RATING: For Industry and Construction Trades Applications 


No. 12 Capacity 
Heavy-Duty Quick-Change Screwdriver 
with Positive Clutch and Reversing Switch 


For driving Phillips or clutch head screws. Especially ideal 
for trailer body assembly work and similar operations. Quick- 
change chuck facilitates bit changes. Zero run out feature 
eliminates bit “wobble.” Bit will not release should chuck be 
driven into beam or channel. Features extra-long 12-foot cord. 


Weight (Lbs.) 














Self Tapping 
Machine Screws 
and Nuts 


Motor—Universal Type, 115 Volt, 25-60 Cycle, AC-DC. Duty Rating: For 
Extended Service on Industry and Construction Trades Applications. 


STANDARD EQUIPMENT 


All Models—Basic Machine, three-Conductor Cord and Operat- 
ing Manual. Models 371R and 379R—44425 Finder and 44424 
Bit. 771R and 779R Series Models—44427 Finder and 44426 
Bit. Model 778R—50928 Service Drive Bit Holder, (1 ea.) 44827 
and 44828 Bit and Finder Sleeve. Model 778R-20—50929 and 
50930 Sockets. 
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BITS ‘AND FINDERS ADJUSTABLE CLUTCH SPRINGS 
_ FOR SLOTTED HEAD SCREWS For 371 and 771 Series Screwdrivers: 
No. 44326~—Adjustable between 5 to 20 in. Ibs. 
®No. 44320—Adjustable between 15 to 45 in. lbs. 
No. 44323—Adjustable between 45 to 80 in. lbs. 
















For 778R Series Screwdrivers: 


*No. 51773—Adjustable between 35 and 100 in. lbs. 

No. 56530—Adjustable between 60 and 150 in. lbs. 

No. 56531—Adjustable between 88 and 360 in. lbs. 
*No. 44320 is standard equipment with 771 and 371 series screw- 
drivers; No. 51773 is included with 778R series units. Other clutch 


springs are for special applications where torque requirements other than 
that furnished as standard equipment are needed. 













POWER BITS 
AND FINDERS 
All dal Long 


x D 
Replace- 
Finder | al Length “fen 








POWER BITS 
with Finder pine Complete 














BITS FOR 
SOCKET HEAD () 
SCREWS 
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INSERT 
BITS 


ANI" L 
“re aes Number 
#8 | % | 50854 
210 i st 
—% | 50856 


Se Length 

) |__ 44814 | Standard _| 
—asls_7_Magnetic [24° 
ses? “| Standart | or 


50858 | Standard | 8” | 









POWER BITS 
YY,” Hex Drive 

























NUTRUNNER ADAPTERS 
— ¥,” Hex Drive 

Y,” Male Square Extension 
2 For Use With Nutrunner Sockets 

















For use with 
rotary finders, 
bit holders 
and nutrunner 
adapters. 














Neo lo. 50928 Service Drive Bit Holder. For No. 18 Capacily 
Screwdrivers: 3%” Square Drive (Female). For use with 4” 
H sert Bits. 

Sock ets For No. 18 Capacity Screwdrivers, %” Square 
Driv For Hex Head Self-Drillin ‘Screws, 


No. 5 0929 ; sacroee E Plats. Spl No. 10 and 12 Self 
No. Tea Across Flats. For driving %” Self Drilling 
Screws. = edit Sak fy 
- - \ . . - 
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HEAVY-DUTY DRYWALL SCREWDRIVERS 


The only dust-protected drywall screwdrivers 
on the market! 

Ideal for applications involving 

wall board, lathing, acoustical tile 

and other drywall materials. 
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EX TRA HEAVY-DUTY FAS TENER DRI VER 


The only fastener driver with a non-marking 
straddle type depth locator... 

especially useful when installing 

corrugated roofing and siding. 

Has all the power and accuracy you need 

for fastening electrical conduit boxes, 

door casings, interior walls of truck bodies... 
and more! 









ROCKWELL PORTABLE POWER TOOLS 








1. Short-Length Design with Thrust-Line Grip—Up to 3” 
shorter than other competitive models with magnetic bit 


holder as standard equipment ... thrust-line grip design 
automatically positions the user's hand in-line with the bit 
for maximum driving efficiency. Extra-long trigger switch 
assures positive on-off power control and features a double- 
pole type switch, rated a full 16 amp. Features lock-button 
to hold “on” position for continuous fastening applications. 
2. Power-Packed Motors—3.5 amps on drywall screwdrivers; 
full 4.0 amp industrially rated on fastener driver. The high- 
est performing screwdrivers and fastener driver available! 
3. In-Handle Reversing Switch — no projecting reversing 
switch box to interfere with operation when flush fastening. 
Reversing slide switch is positioned below the trigger 
switch, flush with the handle profile to facilitate use; prevent 
accidental reversing. 

4. Ball and Needle Bearing Construction — long wearing 
needle and precision ball bearings, positioned throughout 
at vital wear points, assure long lasting, trouble-free per- 
formance. 

5. Heavy Duty Cord with External Cord Strain-Relief Protector 
—long-wearing, rubber insulated, 3-conductor cord with 
trouble-free molded plug features a secondary liner, firmly 
locked to the handle to relieve cord strain, prevent kinking 
and dangerous wear. 

6. Accurately Machined Reduction Gears—precision-hobbed 
to rigid standards in matched sets from high quality steel 
for more efficient power transmission; carefully heat treated 
and hardened for more strength, longer life. 

7. Self-Adjusting Spring-Loaded Cartridge-Type Brushes — 
for better commutation. 

8. Precision Machine-Wound Armatures—with unique wind- 
ing technique to assure identical electrical and physical coil 
characteristics from motor to motor. Features resin coated 
and bonded wire to withstand high overload temperatures. 
9. Welded Commutator/ Coil Connections—far stronger and 
more resistant to heat than conventional soldered leads. 

10. Efficient Cooling System—fan works in conjunction with 
flow-thru venting to maintain lower motor operating tem- 
peratures for better efficiency. 


Interchangeable Accessories for Greater Versatility— 
For instance, Rockwell bit holders, nutsetters and 
depth locators can be used on either the drywall 
screwdrivers or the fastener driver. Simply change 


the nose piece and select the driver accessory to fit 
your need. 





ROCKWELL DRYWALL SCREWDRIVERS AND FASTENER DRIVER 
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(Left) Quick Change Depth Adjustment Control—quick and 
easy to adjust to any depth position; features ‘“lug-locking” 
mechanism to accurately maintain setting. 

(Right) Non-Marking Depth Locator—easily removed for re- 
versing operations . . . eliminates necessity of having to 
reset depth control after reversing operations. 


EXCLUSIVE NOSE ASSEMBLY— 
MOST ADVANCED IN THE INDUSTRY 


DRYWALL SCREWDRIVER 


1. Specially Designed ‘‘Labyrinth’’ Depth Locator— 
Depth locator and bit holder protected against dust; 


screwdriver operates more efficiently and with less 
down time. 

2. Virtually Zero Bit Runout—Exclusive nose assem- 
bly design with superior bearing support construc- 
tion practically eliminates bit runout; bit will not 
“wobble”. 

3. Aluminum Alloy Nose Housing—Lightweight, to re- 
duce operator fatigue. Does not dissipate magnetism 
from shield as in the case of screwdrivers with steel 
housings. 

4. Non-Marking Nose Piece—Will not mark the fin- 
ished work; removable for reversing operations. 


FASTENER DRIVER 


1. Virtually Zero Bit Runout—Exclusive nose assem- 
bly design with superior bearing support construc- 
tion practically eliminates bit runout; bit will not 
“wobble”. 

2. Straddle Type Depth Locator—Allows you to drive 
between “ridges” of corrugated material with com- 
plete accuracy. Increased visibility and better chip 
clearance are additional advantages. 

3. Aluminum Alloy Nose Housing—Lightweight, to re- 
duce operator fatigue. 

4. Non-Marking Nose Piece—Will not mark the fin- 
ished work; removable for reversing operations. 

















ROCKWELL PORTABLE POWER TOOLS 








ROCKWELL DRYWALL SCREWDRIVERS AND FASTENER DRIVER 


MODEL 770A 


Heavy Duty 1700 RPM 
Drywall Screwdriver x 


MODEL 770A-25 
Heavy Duty 2500 RPM 
Drywall Screwdriver 


MODEL 772S 
Extra Heavy Duty 2500 RPM 
Drywall Screwdriver 


Here, at last, are heavy duty and extra heavy duty screw- 
drivers that are completely protected from damage-caus- 
ing Gypsum dust. The exclusive nose assembly design 
of these screwdrivers practically eliminates bit runout; 
together with the non-marking nose piece and aluminum 
alloy housing the new 770A, 770A-25 and 772S screw- 
drivers are unsurpassed for any drywall fastening opera- 
tion. These precision tools drive self-drilling screws to 
an exact pre-set depth above or below the surface with 
absolute uniformity—prevents marring or damaging of 
the materials surface. 

Model 7728S, because of its extra heavy duty construc- 
tion and 4.0 amp motor, enables drywall applicators to 
use up to 100 [t. extension cords, when necessary, with 
no loss of operating efficiency. 

Rockwell drywall screwdrivers have a bit holder avail- 
able for converting magnetic screwdriver to non-mag- 
netic unit. This bit holder is for those special applica- 
tions where magnetic holding power is not required. 


CATALOG LISTING AND SPECIFICATIONS 








Model | Speed | Motor ‘Type. ; Bearing | Length | Weight, Lbs, 

No, RPM | Amps | Inches | Wet Shpg. 
770A _ | 1700 3.5 | Magnetic Balland Needle} 9% | 4% 6 
770A-25 2500 3.5 Magnetic Balland Needle| 9% 4\% 6 
_772S__| 2500 | 4.0 | Magnetic Balland Needle; 9% _ 4% 6 


Motors— Universal Type, 11 5 Volt, 25-60 Cycle, AC-DC, 


STANDARD EQUIPMENT 


All Models—Basic Machine, 10447 Non-Marking, Long Reach 
Dust Shielded Depth Locator, 54583 No. 2 Phillips Limited 
Clearance Bit, 54420 Magnetic Bit Holder, 10’ 3-Conductor 
Cord and Operating Manual. 


ACCESSORIES 





CATALOG LISTING AND SPECIFICATIONS 





Motor— Universal Type, 115 Volt, 25-60 Cycle, AC-OC. 


STANDARD EQUIPMENT 


. No. 53627. Magnetic Bit Holder 

. No. 54272. Non-Magnetic Bit Holder 

. No. 44817. No. 2 Phillips Insert Bit 

- No. 54583. No. 2 Phillips Limited Clearance Insert Bit 
. Nutsetter. No. 54209 \4": No. 












MODEL 772 
Extra Heavy-Duty 
Fastener Driver 













Introducing . .. an extra-powered fastener driver espe- 
cially designed for driving drill screws (including 14” 
sizes) and other hard-to-drive fasteners and screws! 
Rockwell's new 772 extra heavy-duty fastener driver in- 
cludes a powerful 4.0 amp motor to enable you to fasten 
any corrugated material without worrying about “ridges” 
or ‘‘peaks” interfering with the work . . . and fasten it 
with no damage to the surface! 

Among the many outstanding features of the 772 is the 
forward support bearing construction which practically 
eliminates bit “wobble” for more accurate fastener driv- 
ing ... short-length design .. . in-handle reversing switch 
... ball and needle bearings . . . and much more. 


Lbs. 














Mod THRO THRO Sheet Wood, Bear- Lgth) 
Tap} Cut/| Metal Screw ings sa Neti Shopg. : 
Type Type) Type 













Ball & 
| Needle 


9% 





Model 772—Basic Machine, 10467 Non-Marking Straddle 
Type Depth Locator, 10507 Non-Marking “O”" Type Depth 
Locator, 54102 #8” Nutsetter, 10’ 3-Conductor Cord and Op- 
erating Manual. 





54208 54"; No. 54102 4"; 
No. 54584 \4* (Magnetic); No. 55895 4s" (Magnetic); 

No 57350 %\." Poe one we netic). For use with 57488 
Depth Locator; No. 5589 * (Magnetic) 


. No. 58441. Round Nose Piece 


No. 10435. Non-Marking Dust Shielded Depth Locator 


. No. 54408. Magnetic Bit Holder with Dust Shield (for use with 


10435 Depth Locator). For drywall applications. 


No. 54578. Non-Magnetic Bit Holder with Dust Shieid (for use 
with 10435 Depth Locator). For drywall applications. 


No. 57488. Extra-Long Limited Clearance Depth Locator 
No. 10447 Non-Marking Long-Reach Dust Shielded Depth Locator 


No. 54420 Magnetic Bit Holder with Dust Shield (for use with 
10447 Depth Locator) 





SEE YOUR 
INDUSTRIAL DISTRIBUTOR 
FOR ALL YOUR 
ROCKWELL 
PORTABLE POWER TOOL 
AND ACCESSORY NEEDS 


He can provide you with: 


m Assistance in your production 
planning. His years of experience 
and technical know-how have 
equipped him to give you expert 
advice on your production prob- 
lems. 

= Fast delivery from local stocks. 
Because of his knowledge of local 
markets, he stocks the products 
you need—delivers your orders 
quickly and keeps your working 
capital free. 

= Prompt information on new and 
old products. He is in constant 
touch with manufacturers who 
supply him with information on 
new products and developments. 
= One source for many types of 
products. One source ordering 
simplifies your purchasing proce- 
dure and reduces your accounting 
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More power per pound 
than any other 
1/2" Square Drive 
Electric Impact Wrench! 
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ROCKWELL PORTABLE POWER TOOLS 


ROCKWELL %2” SQUARE DRIVE ELECTRIC IMPACT WRENCHES 


DELIVER MORE TORQUE 
THAN ANY OTHER %” SQUARE DRIVE 
ELECTRIC IMPACT WRENCHES 
ON THE MARKET! 


Model 625 








Powerful 4.8 Amp Motor provides more than enough power 
to handle bolt capacities up to 42” — great for big hole drill- 
ing too. 





Tuned Impact Mechanism delivers a harder hitting impact 
than any comparable wrench. 


Shorter Length allows use in tight areas—only 954”. 


Reversing Switch built into the back of the wrench permits 
safe, fast bit removal and bolt run-out. 





Balanced Design permits use in any position with complete 
control at all times. 

Lightweight Construction allows non-tiring use over long 
periods of time. 








Rockwell's new electric impact wrenches are perfect for 
use throughout industry, construction and the automo- 
tive trades. Their balanced design permits use in any 
position without loss of control. An improved clutch 
mechanism eliminates dangerous kick-back. Model 625 
is ideally suited for driving and removing construction 
type bolts and lag screws, general maintenance, boat 
building, truck body and house trailer building and 
large diameter drilling applications. Detent pin type 
anvil holds socket or chuck securely for safe operation. 
Model 425 is designed for use in service stations or 
garages and fire or light body shops. Specially suited 
for driving or removing bolts and nuts from wheels, 
mufflers, shock absorbers .. and more! Ask your dis- 
tributor for a demonstration! 





Model 625K 
Impact Wrench Kit 
Includes Model 625 
Impact Wrench, 


6 Sockets (144”", %&", 

oe”, 14% 6", 4” and 1346”) 
and No, 58066 

3-Jaw Chuck. 


CATALOG LISTING AND SPECIFICATIONS 


Model No. 625 425 
SOUS DYIVO eas oo eo diese oie 7. ciele ss ela de sies es 14,” 1” 
NOOO | REPEM ost e. cooeis-o 0 ore. cccels oes 1800 1800 
Amipactss Per: Minutes: 6) ociscu- ovcre-ors xcove wiace les 2000 2000 
Capacityiie carcino 144" Bolt Dia. 14%” Bolt Dia. 
ACT DBA 0 Se ie oe oa 4.8 amp 4.8 amp 
ADVI Ssteietatesrerevatastn one actsellemeeis Detent Pin Snap Ring 
UTI UY ore cn yk Ree A oe ED 954” 95,” 
CordiLengtn ticcreciwisoswa se oriccerecanines 10’ 25’ 
NOUIWeiptitr er ccc 5 cece.el seiesclante et 6% lbs. 644 lbs. 
SIMD DIN WV Gt Int tec ritarasoveceseievarescve.s oes 9 lbs. 9 lbs. 


STANDARD EQUIPMENT 


Both Models—Basic machine with reversing switch and in- 
Struction manual. Model 625 has 10’ cord and detent pin 
anvil. Model 425 has 25’ cord and snap ring anvil. 


ACCESSORY EQUIPMENT 


No. 58067 Adapter. To adopt 14” square female to 5%” 
square drive. 

No. 58068 Quick Change Screwdriver Chuck. 7, hex. 

No. 57432 2” Long Anvil. Snap ring type for Model 425. 
No. 58066 3-Jaw Chuck for Model 625. 

No. 58756 Steel Carrying Case. 
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well 420 air impact wrench is ideal for use in a wide variety 
of applications throughout industry, construction and build- 
ing trades. The 420 delivers 3000 hard-hitting impacts per 
minute. The ball and roller bearing construction enables 
you to get quick bolt rundown. 





See your dealer for a demonstration! 




















QUTLASTS 





HEM ALL! 


ie Because of our confidence in our engineered quality, we agree to repair or replace any part 
or parts of the Rockwell Impact Wrench or Accessories which upon examination proves to 
be defective in workmanship or material — FOREVER! 
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Here's an impact wrench that outlasts them all! The Rock- | 
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1. Hard-Hitting Impact Mechanism made of special alloy steel 
for more speed and durability . . . ideal for use by the gen- 
eral mechanic, tire or light truck shops! 


2. Has conveniently located Reversing Valve for easy one- 
hand operation. 


3. Dual Throttle combines contro] of run-down speed with 
adjustment for maximum power output. 


4. Rubber Nose Guard protects work. 
S. Built-In Oil Reservoir for constant oiled air flow. 


6. A]| Ball and Roller Bearing construction throughout... no 
sleeves or bushings used. 


STANDARD EQUIPMENT 


All Models—Basic Machine (Model 420), 53981 lubricant and 
operating manual. Model 420-2—420 with 2” extended anvil, 
53975 flip socket. 


ORTABLE POWER TOOLS 
ROCKWELL 1%” AIR IMPACT WRENCH 





Model 420 


Model 420-2 


Why is the Rockwell 420 14” impact wrench a truly out- 
standing value? The 420’s special alloy steel! mechanism 
is the answer... it has twice as much anvil surface as 
competitive wrenches. The anvil is struck at the same 
time on both sides of center... this evenly-balanced 
blow insures constant power for years of satisfactory 
service. 

In addition to the 420, the 420-2 has 2” extended spin- 
dle and flip socket for hard-to-reach areas. 


CATALOG LISTING AND SPECIFICATIONS 


NOE GBC SDC Pra teres 5s vcpsovess in 0-910 7o;nceinseieibierers 3000 RPM 
FETIP MCTS OTIC aos hacia oie as cca fate lp tan lal ea ae elevate cetera 3000 
Recommended Min. Hose Size ...............cccecuees AG 
SEG UaT TOO ALO eet yicie a Oa ares sa oa area Sore e ose et ba lata wee TAIRES 44” 
TON eT OTE En ee 1%2”" 
NOSIS MULL onsen Fe SIS ESO EOPE DOE arene 6 Ibs. 


ACCESSORIES 


No. 53975 


3/4” HEX 


13/16" HEX 
1/2" SQUARE DRIVE 


No. 53975. Flip socket. 

No. 53977. 3’ length 54” I. D. Hose. 
No. 53978. Quick Connector 14" male. 
No. 53979. Quick Connector 14” female. 
No. 53980. Protective boot. 

No, 53981. 3 oz. tube of lubricant. 





Female Pipe 
Thread 


AIR REGULATORS 


A Rockwell air regulator can reduce 
high primary air pressures (up to 250 
lbs.) to a secondary air pressure of 5 
to 125 lbs. This simple, accurate pres- 
Sure reduction control, provides air 
pressures within recommended range 
for efficient air tool operation. Avail- 
able with or without back gauge. 


Part Number 


With Gauge Without Gauge 
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ROCKWELL PORTABLE POWER TOOLS 


ROCKWELL HAMMER DRILLS 
UNMATCHED QUALITY FEATURES 








New Multi-Position Handie—Affords complete operator con- 
trol and ease of handling. Make tight spot drilling easy. 
Just twist the handle to loosen... set in desired position... 
tighten the handle—and you're ready to drill! 


In Line Grip—on Model 611, automatically positions users’ 
hand in line with bit for maximum drilling efficiency. Extra 
long trigger switch assures positive on-off power control. 


Lightweight Model 611—packed with more power per ounce, 
this mode! is ideal for overhead drilling. 


Multi-Position Handle 
(On Spade Handle Drill)—this 
feature plus extra long 


switch handle and auxiliary 
pipe handle afford maximum 
control for big hole drilling 
jobs. 





Power and Performance Hammer Drill Features 


Most Powerful Motors Available—8.0 amps on spade handle 
model, 4.0 amps on pistol grip model— more power than 
you'll ever need! 





Extra Versatility—simple “twist-of-the-wrist" motion on the 
actuating collar lets you change instantly from percussion 
drilling to conventional drilling. 


All Ball and Needle Bearing Construction—long wearing needle 
and precision ball bearings, positioned throughout at vital 
wear points, assure long, trouble-free drill performance. 


Heavy Duty Industrial Drill Chucks—famous, high quality 
Jacob’s 3-Jaw Chucks provide positive, non-slip gripping 
power. 


ROCKWELL QUALITY EXTRAS-—Special heat treated shafts 
...extra wide helical gearing...simple impact mechanism 
{operates without springs) features detachable steel cams, 
case hardened to minimize wear... heavy duty cord with 
external cord strain-relief protector. 


ACCESSORY EQUIPMENT 


Percussion Type Carbide Tipped Bits—Specially ground car- 
bide tips increase drilling speed and efficiency. 
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Number 





Diameter 






Number 
Diameter 


"4a935 | 44936 | 44937 | 44938 | 44920 | 
Her | er | er | ee | mT 
Pa Be ee oe 

















Model 612 


Now! You can drill hoies faster in concrete, brick, tile and 
similar materials than with any other comparably priced 
hammer drill in the world! Here's why. 

Model 611 with the new Multi-Position Forward Handle 
contains a powerful 4 amp motor that delivers 40,000 impacts 
per minute... bores a %%” hole through hard concrete faster 
than any competitive hammer drill. Model 612, with its extra 
powerful 8 amp motor, delivers 24,000 impacts per minute 
... percussion drills a 1.” hole in concrete faster than any 
similar competitive model. 

You get extra big chuck capacity, too—a %%” chuck on 
Model 611, a %%” chuck on Model 612 to handle big jobs 
easier and quicker. 

Here's the perfect team for any installation, anchoring or 
fastening job! 


HAMMER DRILL KITS 
Model 612K 


Includes 612 Hammer Drill 
(1° Capacity in Concrete), 
51312 Carrying Case. 22 lbs. 


Model 9611 

Includes 611 Hammer Drill 

(42" Capacity in Concrete}, with Multi-Position 
Forward Handle,860335 Carrying Case and 44945 
%s” Diameter x 4” Carbide-tipped Bit.10% lbs. 


CATALOG LISTING AND SPECIFICATIONS 


Model Number 611 612 

Motor Amps 4.0 8.0 
-Capacity—Concrete "%y 1” 
Capacity—Steel mits i. Lal. a. 
Capacity—Wood eer = l 

Idle Speed, RPM 2500 1500 
Impacts Per Min. (No Load) 40,000 =| 24,000 
Bearings Ball and Needle 


Gear Reduction 2-Stage 
Length 1514" 
Net Weight (Lbs.) 11% 
Shipping Weight (Lbs.) 14 


Motors—Universal type, 115 volt, 25-60 cycle, AC-DC. 


STANDARD EQUIPMENT 

Both Models—Basic Machine, Depth Gauge Rod, 3-Conductor 
Cord and Plug, and Operating Manual, 

Model 61244495 Chuck, 24546 Chuck Key, 26006 Wrench, 
46874 Auxiliary Handle. 

Model 611—25365 Chuck, 25366 Chuck Key, Forward Handle. 
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NEW 
MODEL 602 ROTARY HAMMER 

Featuring Rockwell's exclusive new 

“Alternate Hammer-Rotation”. Hammer hits... seeks point... 
then turns. Limits the chance of bit binding, on deep hole 
drilling operations. Handles all hammer drilling requirements 
in the '/2 to 2'/2” hole range. Can be used with 

most popular make carbide bits (and hammering tools). 


wy ~ 






MODEL 608 
DEMOLITION HAMMER 
A lightweight, 
feature-packed, 

general purpose hammer 
for tough, heavy-duty 
demolition work, 
Also cutting, | 
digging, tamping, . 
hammering and , 
similar operations 
where automatic 
cutting tool rotation 
is not essential! 























MODEL 607 ROTARY HAMMER sis 
Combines hard, hi-impact hammering with fully 


automatic power rotation! Insert a drill and 
direct-power rotation augments the hammer blows 
driving drills (from 4” to 2” in diameter) 
smoothly through the toughest concrete! 





Rockwell Hammers 





HAMMER FEATURES 

A. Totally Sealed Construction. The “tool 
socket" feature of Rockwell's hammering 
mechanism prevents entry of external 
dust—prolonging hammer life. Further 
protection against harmful abrasive ac- 
tion from dirt, concrete dust, etc., is 
provided by a closed tool holder. 

B. Accurate Depth Gauge. On Mode! 602 
and 607 Hammers only—adjusts to any 
depth for drilling holes of uniform depth, 
primarily for masonry fastener devices. 


Heavy—Duty Cord with External Cord 
Strain-Relief Protection. Relieves cord 
strain; prevents cord kinking and dan- 
gerous wear. 


C. Auxiliary Handle—Included as Standard 
Equipment. Affords better contro] when 
working horizontally with any cutting 
tool—especially on jobs where leverage 
is required. Handle of Model 602 mounts 
to either side of hammer or to rear of 
handle for use as extension, 


D. New Long-Life Lubrication System 
practically eliminates maintenance. 
Rockwell Hammers are now. grease 
packed at the factory and require no 
lubrication for more than 200 hours of 
operation. Eliminates costly down time, 
common to other hammers, which re- 
quire repeated lubrication every few 
hours. 


E. Factory Set and Sealed Overload Clutch 
built into the rotary drive of the Model 
602 and 607 Hammers, requires no ad- 
justment regardless of the job. Affords 


full protection to the operator and ham- 
mer in the event of drill jamming. 


F. Double Air-Cushion Hammering Mech- 
anism. The Model 602 Hammer features 
a unique “floating" driver and external 
piston to give maximum compression 
without metal-to-metal contact. Develops 
twice the blow-per-stroke of conven- 
tional machines! Hammer operates im- 
mediately even in the coldest weather— 
no warm-up time required. 

Ball and Needle Bearing Construction 
reduces wear and minimizes friction. 


Double Insulated. All metal parts on the 
Model 602 are insulated from current 
carrying components for maximum op- 
erator protection. Machine is equipped 
with 2-prong plug, 

Bit Interchangeability. Standard nose- 
piece of the Model 602 Hammer accom- 
modates Skil 728, Miller Falls, Ingersoll 
Rand and Rockwell Kango 605 one piece 
hex shank bits and hammering tools. Ac- 


cessory nosepieces are also available for 


mounting Skil 726, Milwaukee 5300 and 
Black & Decker 718/719 carbide bits 
and hammering tools! Nosepiece change- 
over requires removal of only 4 Allen 
screws! 
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ROCKWELL HAMMERS 


Model 602 
Rotary Hammer 


The hardest-hitting, fastest-drilling 
hammer ever—guaranteed to outperform 
all other hammers in its class! Weighs 
only 1444 pounds; measures 15” overall. 
Powered by a rugged 9.0 amp motor, the 
"602" delivers 2800 hard-hitting blows 
per minute. It is capable of handling all 
your rotary hammer drilling require- 
ments in the '% to 214” diameter hole 
range. 

Operational and performance fea- 
tures include “Alternate Hammer-Rota- 
tion", an exclusive new hammering 
principle that limits bit binding on 
deep hole drilling operations .. . the 
additional “anti-binding” protection and 
safety of a built-in preset torque-limit- 
ing clutch ... plus double insulation, 
totally sealed construction and a unique 
double air cushion hammering mecha- 
nism. 

Additionally the standard 602 ham- 
mer nosepiece accommodates Skil 728, 
Miller Falls, Ingersoll Rand and Rock- 
well 605 carbide bits and hammering 
tools. Accessory nosepiece adapters 
are available for using Skil 726, Mil- 
waukee 5300 and Black & Decker 718/ 
719 carbide bits and hammering tools. 


CATALOG LISTING 
AND SPECIFICATIONS 


Model NO: c-sccsisacccse ecee ees 602 
MOLON ES .-a occrare 9.0 Amp, Universal Type, 

115 Volt, 25-60 Cycle, AC-DC 
Impacts per minute .............. 2800 
Drilling Speed ............... 200 RPM 
Drilling Capacity ............. % to 114” 


(w/Percussion Type Carbide Bits) 
1% to 2%” (w/Core Bits) 


BOATING «0. 6s eorinaretrc ean Ball and Needle 
Overall'Lengthi', ....;.copacincsee ne en 15” 
Net: Weight: (Lbs:)) 20 Fanta 15 
Shipping Weight (Lbs.) ............. 25 


STANDARD EQUIPMENT 


Model 602-—Basic Machine, 1044’ Cord,* 
Dust Shield, Depth Gauge, Auxiliary 
Handle, Extra Retaining Latch Spring, 
(2) Allen Wrenches, Instruction Manual 
and 59585 Metal Carrying Case. 


“Rotary Hammer with grounding cord and 3- 
prong plug also available, order Model No. 1602. 
Includes same standard equipment as 602. 





Model 607 
Rotary Hammer 





Combines Rockwell Kango's accepted 
electro-pneumatic principle for hard, 
hi-impact hammering with fully auto- 
matic power rotation. 

Possesses such proven features as an 
improved gear train and tool socket as- 
sembly and a new long-life lubrication 
system. Grease packed at the factory, 
the ‘607’ requires no lubrication for 
more than 200 hours of actual operation. 

Fit a drill, using the drill holder, 
and direct power augments the hammer 
blows driving drills smoothly through 
the toughest concrete. Safety overload 
clutch built-in to the rotary drive 
affords full protection to the operator 
and machine in event of drill jamming. 
Fit a point and in a moment, without 
adjustment by the operator, it becomes 
a rugged cutting tool, activated solely 
by powerful hammering blows, with- 
out rotation. 


CATALOG LISTING 
AND SPECIFICATIONS 
Model NOS a:.-6434 dace earn ede ree 607 


MOtor 5 oece ns nieree 750 Watt, 7 Amp., 
Universal Type, 115 Volt, 
25-60 Cycle, AC-DC. 


Impacts per Minute ..... 1800 (Drilling); 
2000 (Hammering Only) 

Drilling:Speed: 4.424.005 250 RPM 
Drilling: Capacity .- 0. cere 16" to 2”; 
2” to 3” (w/Core Bits) 

Bearings .aseccaecss Ball and Needle 
Overall Lengthy ccc iecctec tresses 250 
Net Weight (Lbs.) ...21 (Hammer Only) 
Shipping Weight (Lbs.) ............ 59 


STANDARD EQUIPMENT 


Model 607—Basic Machine, Depth 
Gauge, 24949 1014’ 3-Conductor Cord, 
45908 Drill Holder, 26529 Drill Ejector, 
46202 Side Handle, 46203 Forward 
Handle, 46206 Allen Key, Instruction 
Manual, and 46208 Metal Carrying Case. 





Demolition Hammer 


A general purpose hammer with the 
performance advantages needed for 
fast, efficient operation over a wide 
range of hammering applications, from 
tough heavy-duty demolition work to 
digging and similar operations where 
automatic tool rotation is not required. 

Like the ‘607’, the ‘608’ features an 
improved gear train and tool socket 
assembly and is grease packed at the 
factory, eliminating the need for addi- 
tional lubrication for more than 200 
operational hours. 

Additional operational and perfor- 
mance features such as burn-out pro- 
tected motor, ball and needle bearing 
construction, effective shock absorbing 
design and more, make it the most effi- 
cient hammer in its class. 


CATALOG LISTING 
AND SPECIFICATIONS 
Model NOs io: o/c-<:c:0:00cee salen eee 608 


Motor. .,.c-ncccmesteat 800 Watt, 7.4 Amp., 
Universal Type, 115 Volt, 
25-60 Cycle, AC-DC 


Impacts per Minute __...._....__... 1800 
Drilling Capacity .............. 1A" to: 2” 

(w/Star Drill Ends) 
Bearings; ...60,..4 400 Ball and Needle 
Overall Lengthy «0.000 00.8-000 eee 25” 


Net Weight (Lbs.) . .201% [Hammer Only) 


Shipping Weight (Lbs.) ........ oie OD 


STANDARD EQUIPMENT 
Model 608—Basic Machine, 24949 101" 
3-Conductor Cord, 53318 Forward Han- 


dle, 46206 Allen Key, Instruction Man- — 
+4 


ual and 58514 Metal Carrying 


- ’ = | 
a gi 
*) 2 _ “ x 


, hr 








ROCKWELL HAMMER ACCESSORIES 





PERCUSSION CARBIDE-TIPPED DRILLS 
All with Hex Shaped Shanks for mount- 
ing to Rockwell Hammers. 












For Use 
on Hammer 
Mode! No.(s) 


Overall 


Drill 
Length 


Number 

















59400 - 4%" | 10” 
59403 Lh” 10%” | 16” 
59406 fy” 164%4° | 22” 
59409 5° 10%° | 16” 
59412 44” 16%" | 22° 
59415 34° 10%" | 16” 
59418 | 34° 16%" | 22° 
59421 34° 26° | 32° 
59424 Ya" 10%" | 16° 
59427 ia” 16°54" far 
59430 602 Ye” 32° 
59433 and | 12” 
59436 605 16° 
59439 22° 
59442 32° 
59445 16” 
59448 | 22° 
59451 16° 
59454 22” 
59457 16” 
59460 22° 
59463 16” 
59466 22° 
—— Gp ae, Ge Sy 


PERCUSSION CARBIDE-TIPPED DRILLS 
All with Rockwell/Kango Taper Shanks; 
requiring Drill Holders (as noted) for 
mounting to Rockwell Hammers. 



































: For Use Max. Ri 
td oh on Hammer | Diameter Drilling bath 
Model No.(s) | Depth t 





58284 9%” | 10° 
58285 15%” | 16” 
58286 93%" | 10° 
58287 , 153%” | 167 
58288 w/59574 MY, 9%” | 107 
ces A _— 

58289 Drill 15%" | 16° 
59315 Holder 23% 24 
9%” | 10° 

15%" | 16° 

93%" | 10° 

15%” | 16° 

233%," | 24° 

93%" | 10° 

1534" | 16° 

9%°* | 10° 

1534" | 16° 

9%,” | 10° 

15% r 16” 

9%" | 10° 







58301" Me 93%” | 10” 
58302* Drill 2* 9%” 10” 
Holder 


"For 3 additional depth drilling capacity, use with 
39003, 39004, or 39005 Universal Drill Holders. 


<i poe CS. Caren. Ge. + 


PERCUSSION CARBIDE-TIPPED DRILLS 
All with “A” Taper Shanks; requiring 
Drill Holder (as noted) for mounting to 
Rockwell Hammers. 


Drill 
Number 











For Use 
on Hammer 
Model No.(s) 









602 
w/59570 
Drill 









59509 Holder 

59512 

59515 605 

59518 | w/59570 

59521 Drill 
Holder 


PERCUSSION CARBIDE-TIPPED 
CORE DRILLS 


With Hex Shaped Shank for mounting to 
Rockwell Hammers. 


alco 
Core Bit Body. All 4” long; 1244” maxi- 
mum drilling depth. 


—— ee 


ee ee 


Shank. 12” long with hex shaped mount- 
ing end, 


For Use Core Hole 
on Hammer Bit Shank Size 
Model No. Body , 






59600 


59603 1% 
59606 | 92997 | 2 
| 59609 21" 





= 


PERCUSSION CARBIDE-TIPPED 

CORE DRILLS (Order by Components) 
With Rockwell/Kango Taper Shank; re 
quiring Drill Holders (as noted) for 
mounting to Rockwell Hammers. 








For Use on 
Hammer 
Model 
No.(s) 


Starter 
Drill 
Holder 


5 
Drill 55713 §5720/55715 54073) 2'" 
Holder 


or 





; 
' 


607 
w/85908 55721/55716 3° 
Holder | 


BULL POINTS 


For Hammer Model No. 






















Length 
and/or 
Tool Size 


CONCRETE CHISELS 









For Hammer Model No. 


58766 | 58766 | 45922 | 45922 
58767 | 58767 | 45923 | 45923 


Length 
and/or 
Tool Size 

















SCALING CHISELS 
For Hammer Mode! No. 


602 | 605 | 607 | 608 






Blade 
Size 






12” x 2” 











STAR DRILLS 


For Use Max. 
on Hammer Drilling 
Model No.(s) 




























Drill 
Number 






Length 










With Hammer 
Mode! No, 


08 w/53317 
39006 Ghuek and 39003 1%” 
39007 | 39004 or 39005 | 134” 


Number 






39008 Universal Drill 
Holder 








CLAY SPADES weszarees 


For Hammer Modcl No. 








Reiss ee! GE (und ~ 
FLOOR FLOOR CLEANING TOOLS TOOLS | 


For Hammer Mod Hammer Model No. No. 







Length 
and/or 
Tool Size 






0) 


COMB HOLDERS 


Require 26587, 26591 or 26592 Combs. 











For Hammer Model No, 


| 605 | 607 
1 
Locked Shank 


sre asoafesoa 
12” 


rere Free Turning 
Shank 


Length 
and/or 
Tool Size 











58768 






Combs. Double edge type. For use with 
58768, 45924 and 45925 Comb Holders. 
No. 26591—Coarse Combs 

No, 26592—Fine Combs 

No. 26587—Scaling Combs 








o 











ROCKWELL HAMMER ACCESSORIES 


== 


GROUNDING ROD DRIVERS 





For Hammer Model No. Electrode 
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CHANNELING BIT HOLDERS 
Require 45928 or 45931 Channeling Bit. 





Channeling Bits. For use with 58769, A5926 
and 45927 Channeling Bit Holders. 

No. 45928—11%" Diameter Bit 

No. 45931—15¢” Diameter Bit 


== ——{(R 


ROLLER BUSH HAMMERING TOOLS 
Complete with 26635 Head. 






For Hammer Mode! No. Length 
and/or 
602 607 Tool Size 







58770 | 58770 | 45932 | 45932 
No. 26635 Roller Bush Hammering Head 
Only. For 58770 and 45932 Roller Bush 
Hammering Tools. 


~- 
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BUSH HAMMERING DISC HOLDERS 
Require 26600 Bush Hammering Disc. 








Length 
and/or 
Tool Size 


For Hammer Model No. 





602 





No. 26600 Bush Hammering Disc. For use 
with 58771 and 45933 Bush Hammering 
Holder. 


ROLLER BUSH HAMMERING AND 
TAMPING TOOL HOLDER 


Requires 59558 Bush Hammering Head or 
59564 Tamping Tool Pad. 





Length 
and/or 
Tool Size 


For Hammer Model No. 










No. 59564 Tamping Pad. 4” x 4”. For 59555 
Roller Bush Hammering and Tamping 
Tool Holder. 

No. 59558 Bush Hammering Head. For 
59555 Roller Bush Hammering and Tamp- 
ing Tool Holder. 


TAMPING TOOL HOLDERS 
Require 26603, 26604, 26605 or 48972 
Tamping Pads. 













For Hammer Model No. 


60s | 607 | 608 | 


58772 | 58772 | 48973 | 48973 
58773 | 58773 | 48974 | 48974 
58774 | 58774 | 48975 | 48975 


Length 
and/or 
Tool Size 


12” 












Tamping Tool Pads. For use with 58772, 
58773, 58774, 48973, 48974 and 48975 
Tamping Tool Holders. 


No. 26603—2” x 3” Pad 
No. 26604—3” x 4” Pad 
No. 26605—4” x 6” Pad 
No. 48972—4” x 414” Pad 


ae 


DRILL HOLDERS 
For mounting percussion carbide-tipped 
drills to hammers. 


Rockwell 


Kango 
59573 | 59573 
59570 | 59570 | 








CHUCK AND TURNING WRENCH 
For mounting star drills. Includes 26529 
drift key. 


For Hammer Model No. 





rm) 


UNIVERSAL DRILL HOLDERS 

For mounting percussion carbide tipped 
drills to hammers when extra hole depth 
is required. Also for mounting star drills 
to 608 Hammer. 


Length 
For Hammer Model No. and/or 


Tool 
602 | 605 | 607 608 | Size 


39003 | 39003 | 39003 aaa _ 
w/59574|w/58776\w/45908|4(93317) | 
Drill Drill Orill |e 
Holder Holder | Holder Wrencke 
39004 | 39004 | 39004 | 39004 
w/59574|w/58776\w/45908|/4/93317| | 
Drill Drill Drill | eee 
Holder | Holder | Holder Wrenc 
39005 | 39005 | 39005 
w/39574 w/28776 w/45908 
ri ri ri . 
Holder | Holder | Holder | Lurning 


Wrench 
*Rockwell Kango Taper Shank Mounting Hole. 








NOSEPIECE ADAPTERS 

For mounting Skil, Milwaukee and Black 
& Decker carbide-tipped drills and/or 
hammering tools to hammer. Replaces 
standard equipment nosepiece. 


For Hammer Model No. | 


8 Mounting Hole 





Skil (726) 
and 


tasers | senses Milwaukee 
(5300) 






Black & 
Decker 
(718/719) 


**ere ee |) eee eee 


“7, ee * 





CARRYING CASES 
Heavy gauge steel with welded corners 
for added strength. 
For Hammer Model No. 
602 605 607 608 
59585 59052 46208 58514 
No. 26529 Drift Key. For use with 45908, 


54053 and 58776 Drill Holders and 53317 
Chuck. 


No. 59582 Drift Key. For use with 59555, 
59570 and 59573 Holders and 59597 Shank. 





HAMMER ACCESSORIES 
FOR USE 
WITH DISCONTINUED 
KANGO HAMMERS 





No, 26528 Chuck and Turning Wrench. For 
% to 15¢” Star Drills. For use on M, K, E 
and F Hammers. 

No. 45937 Turning Wrench Only. For 
above listed chuck. 

No. 26529 Drift Key. For removing Star 
Drills from 26528 chuck. 








VIBRATING TOOL as 


Number Type For Hammer 
26625 Rubber Head K-F 
5 fee a 
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CONCRETE CHISELS 
Round Shank 





K-M-F-E 
K-M-F-E 
Square Shank (Non-Rotating) > 
Number | __teneth | For Nammer 
27006 157 M-F-E 
27007 187 M-F-E 
27008 240 -M-F-E 
= es 
< Pa - ‘ 9 





ROCKWELL HAMMER ACCESSORIES 
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OFFSET CONCRETE CHISEL 
For cutting in awkward places. 










Concrete 
Chisel 





SCALING CHISEL 
For removing scale, rust and paint. 
Number | Length | Width | For Hammer 










SPADES 

For occasional trenching of earth, clay, 
etc. Square shank (non-rotating). For M 
and K Hammers. 





Length 





27025 Floor Cleaning Tool. For removing 
dirt, grease, paint, etc. Square shank 
(non-rotating) for M and K Hammers. 


COMB HOLDERS 
For use with Combs. 


Round Shank 

















Square Shank (Non-Rotating) 





OIL 
For E, F, G, K, L, M, 750 and 800 Hammers 
For use above 32°F.: 

26115—Gallon Can 

26662—Pint Can 


For use below 32°F.: 1 
42415—Pint Can j 


42414-—Gallon Can 


—— 
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TAMPING TOOL SHANKS | 

Used with Tamping Tool Pads for tamp- 
ing mixes with low water content. Where 
tool rotation is not essential, use square 
tool shank. 




















26606 Round Shank 


26607 Round Shank 








27021 Square Shank K-M-F-E 
(Non-Rotating) ———— = 
27022 Square Shank | 54- K-M-F-E 


(Non- Rotating) _ 


ELECTRODE DRIVER 
For driving grounding rods. For use with 
M Hammer only. | 


Size (Electrode) 





Number 











CHANNELING BITS AND BIT HOLDER 
Used in combinations indicated for chan- 
neling in brick, concrete, building block, 
elc. 


_ ————__— — -————— 


Required Channeling 
Tool Holder 


| For 
| Hammer 
— Sl 


45931 | 1%” 45929 K-F 





Sl ee ee ee 


, Number 
Width and Type 


Number 











45929 


| 
45928 1%” (Conventional) 
\ 


26594 Drift Key. For removing Channel- 
ing Tools from Channeling Tool Holder. 


26680 Auxiliary Handle. Detachable. For 
K, F, M and E Hammers. 











ROCKWELL 


KANGO 


MODEL 609 





Take advantage 

of the modern convenience 
this thoroughbred 
workhorse offers— 

save time, money 

and lahor by 

putting it to work 

for you. 











ROCKWELL PORTABLE POWER TOOLS 
ROCKWELL KANGO BREAKER 


CHECK THE MANY 
ADVANTAGES OVER 


AIR COMPRESSOR TYPE 
SYSTEMS 





Lower Cost—performs as well as a 65 lb. 
air hammer with compressor and hoses 
yet costs about a third as much. Lower 
freight, operating and maintenance ex- 
pense too! 

Free Movement—no compressor or hoses 
to haul around, just plug into any 
handy house current power supply. 
Quiet Operation—much quieter than 
comparable pneumatic equipment. Op- 
erate near hospitals and schools with 
minimum noise. 


No Fumes, Less Dust—ideal for closed- 
in operation. 


Reliability-rugged electro-pneumatic 
principle delivers day-in, day-out 
power over the years for even your 
toughest jobs. 





re 
Versatile-performs equally well on 
breaking or hammering jobs. Typical 
applications include cutting asphalt, 
breaking concrete, digging packed 
earth, tamping backfill and more. 
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Model 609 
Breaker 


Now, big shattering power in a truly 
portable breaker for cutting asphalt, 
breaking concrete, digging packed 
earth, cutting frozen ground, tamp- 
ing backfill and more, Operates on a 
rugged electro-pneumatic principle 
that delivers a hard, hi-impact punch 
for big hammering and breaking jobs, 
without the need of a separate air 
compressor system. The flexible 
cable connected to any normal house 
current power supply (main line or 
portable 3 KW generator) gives you 
complete freedom to work anywhere. 


CATALOG LISTING 
AND SPECIFICATIONS 


MOGOLENO: cistitacecp ints ats pra bien Giro waa 609 
Motor. .1400-1500 Watt, Universal Type, 
115 Volt, 25-60 Cycle, AC-DC 


Speed 5 i555 3\<-.- 850 Blows per Minute 
Weight of Blow.............. 40 Lb./Ft. 
Bearings? viscais hike ow asec Ball 
Overall Veneto: ses vor 36%” 
Net Weight (Lbs.).............-.05. 77 
Shipping Weight (Lbs.)............. 144 


STANDARD EQUIPMENT 


Model 609—Basic Machine, 9’ 3-Conduc- 
tor Cord, 26305 15” Bull Point, 26310 
15” Chisel, 25937 Allen Key, 26662 Oil, 
and Instruction Manual. Packed in 
Wood Carrying Case. 















ACCESSORY EQUIPMENT 


No. 26321 
Grounding Rod Driver 44” Electrode Size 























No. 39968 
15” Tapered Point 


No. 39969 
18” Tapered Point 


; No. 26305 
J 15” Bull Point 

No. 26306 
18” Bull Point 






No. 26310 


















15” Chisel 
No. 2631] | No. 26317 3” Width 
18” Chise| | Asphalt Cutter. 


Long Blade 

No. 26318 5” Width 
Asphalt Cutter. 
Long Blade 


No. 26315 3” Width 
Asphalt Cutter. 
Short Blade 

No. 26316 5” Width 
Asphalt Cutter, 
Short Blade 











No. 26319 Spade. 
4y” x 644”. 








No. 39844 
18” Frost Wedge 


No, 39782 Special Allen Key 
No. 39784 Oil Filler Plug Wrench 


No. 26320 8” Diam. 
Back Fill Rammer. 






For use above 32°F.: 
No. 26115 Gallon Can 
No. 26662 Pint Can 


For use below 32°F.: 
No. 42415 Pint Can 
No. 42414 Gallon Can 
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For use throughout industry and the construction trades 
for efficient and economical heavy duty production 
or custom routing applications: 





Model 537 
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ROCKWELL ROUTERS 


ROCKWELL 
QUALITY CONSTRUCTION 





1. Non-Marking Base—a glass-smooth 
plastic base panel that will not scratch 
or mar the work. 


2. Micrometer Dial Depth Adjustment— 
extremely accurate, yet simple to use— 
no delicate gears or pinions to get out 
of order. 


3. Exclusive D-Hanile—on Models 150 
and 537, provides instant trigger switch 
power control and convenient, safe 
router handling in any position. 

4. Ball Bearings—permanently sealed, 
precision ball bearings for quieter op- 
eration and longer life. 


5. Aluminum Alloy Housing—strong, yet 
feather-light—router can be used over 
long periods of time without operator 
fatigue. 


6. Totally Failure Protected Motors on 
Models 536, 537 and 514—-Cuts down 
time and minimizes troublesome serv- 
icing problems. Armature windings 
feature a new scientifically developed 
high temperature coating and bonding 
—unaffected by frequent, prolonged 
overload, harmful abrasives, moisture 
conditions or other causes of motor 
failure. All commutator-coil connec- 
tions are welded making them stronger 
and more resistant to heat than con- 
ventional soldered leads. 


7. Interchangeable Mortor Feature on 
Most Models—permits use of router 
motor with plane or shaper table at- 
tachments for often required planing or 
shaping operations. 


8. High Speed~all routers in the “20,000 
rpm plus” range for smooth, fast, chip- 
free routing. 


9, Precision Collet Type Chuck—virtually 
eliminates bit “run-out”. Assures accu- 
racy; makes bit and cutter changing 
fast and easy. Adapters permit use of 
various shank diameter bits. 


10. Strain-Relief Protection—U-L ap- 
proved 3-conductor Cord features 


“strain-relief’ protector at handle to 
_ prevent kinking and dangerous wear. 


Bi eat 


MODEL 536 
1% HP 
ROUTER 
with 
Conventional 
Dual-Knob 
Handles 

and Recessed 
Double Pole 
Switch 


MODEL 537 — 14% HP ROUTER 
with Exclusive 
D-Handle Design 


and 
Trigger Switch 


~—/ 


Only Rockwell offers users a heavy- 
duty 1'/e HP router in a choice of 
handle designs. Whether you choose 
the conventional dual-knob or ex- 
clusive D-handle model, unmatched 
Rockwell versatility is still yours. 
Each router will handle an almost 
infinite variety of jobs from basic 
decorative cutting to laminate trim- 
ming. 

To order motor only, specify; 

Model 537M Router Motor—Includes 12” 
3-Conductor Cord, 24616 14” Collet, 
58939 4,” Collet and 24617 Wrench Set 


CATALOG LISTING 
AND SPECIFICATIONS 

















“Model No. Tie O/T i a+) 
Motor Amps. | 8 | 8 
No Load Speed | 55,,.07 7 
(RPM) 22000 22000 

Cel el ea | ee RE, 
Collet Capacity | Split-Type Split-Type 
Peer pen | ‘Trigger | Recessed 
Switch w/Lock Button| Double Pole 
WitQiowe | sao. | ws 

ee Nett___14 =\_____ i>. 
Wt. (Lbs $7 : Z 


a ee 1 neg a, 

“MOTORS—Universal Type, 115 Volt. 25-60 

Cycle, AC-DC. 230 Vo/t Motors Available At 
xtra Cost. 


STANDARD EQUIPMENT 

Both Models—Basic Machine, 537M Mo- 
tor with 12” 3-Conductor Cord, 58939 
1%” Collet, 24616 %” Collet, 24617 
Wrench Set: 10’ 3-Conductor Extension 
Cord; Base Assembly (536B with SRB44 
Sub Base for 536; 537B with PR153 Sub 
Base and 10’ 3-Conductor Cord for 537) 
and Operating Manual. 
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MODEL 514—242 HP ROUTER 





The largest and most powerful rout- 
er in the Rockwell line! Built for con- 
tinuous, rugged operation—with full 
2'/e hp motor and big '/e’ collet 
capacity—it has the “‘beef"’ and stam- 
ina needed to handle your most de- 
manding routing applications. 


CATALOG LISTING 
AND SPECIFICATIONS 


MOGOITINGs Sessa eae ee een 514 


Motor....12 Amp., Universal Type, 115 
Volt, 25-60 Cycle, AC-DC. 


No Load Speed (RPM)..........20,000 
Collet Capacity......... 16”, Split-Type 
SWICK a oniyse orncere-s Recessed Double Pole 
Hotahtier rn ey cura curiae 12%” 
Net Weight (Lb8i))-..5..5....-.5.00 52. 1542” 
Shipping Weight (Lbs.).............. 18 


STANDARD EQUIPMENT 


Model 514—Basic Machine, 5142 Motor 
with 14” 3-Conductor Cord, 24616 14” 
Collet, 24617 Wrench Set, 5141 Base 
Assembly including 10695 Sub Base, 10’ 
3-Conductor Extension Cord and Oper- 
ating Manual. 


ACCESSORY EQUIPMENT 


No. 26793 Carrying Case—Heavy gauge 
steel. Holds either Model 537 or 536 
Router and accessory parts. 


Router Edge Guides—Easy to mount ad- 
justable guides for accurate straight (or 
curved) edge planing; parallel groov- 
ing, dadoing or slotting operations. 

No. SRB7Y—For Model 536. 

No. 39120—For Model 537. 

No. 5043—For Models 536 and 537. 

No. SRC7Y—For Model 514. 


For Router Bits, Shaper Cutters, Accessories and 
Attachments, Refer to Accessory Section M4. 
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Cutting a wide variety 
of decorative edges and 
often-used wood joints. 


Smooth, accurate, 


trimming of veneers and 
plastic laminates. 
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™@ Fast, economical 
production 


door-hanging jobs... 
and more. 
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MODEL 64 
% HP ROUTER 
The First, 


Double-Insulated Router 
In the Industry 











ROCKWELL PORTABLE POWER TOOLS 





ROCKWELL ROUTERS 


MODEL 350—1% HP ROUTER 


MODEL 150—1% HP ROUTER 
with Exclusive 
D-Handle 





Here are four popular routers of 
varying horsepower for a wide va- 
riety of building trades routing ap- 
plications. They'll handle everything 
from hinge butt routing of doors and 
jambs to edge trimming of plastic 
laminates and wood veneers. The 
detachable motors of Models 100 
and 150 Routers can even be used 
with accessory plane attachments 
for on-the-job door fitting applica- 
tions. All four models are in the 
20,000 RPM plus speed range for 
smooth, chip-free routing results and 
feature such quality features as 
permanently sealed ball bearing con- 
struction ... micrometer dial depth 
of cut control... non-marking base 
panel design ... and more! 

The Model 64 Router is double in- 
sulated, too. Constructed of a non- 
conductive, unbreakable thermo- 
plastic—it more completely protects 
the user from electrical shock from 
product malfunction. 


STANDARD EQUIPMENT 


All Models—Basic Machine, Motor, Base 
Assembly including a Sub-Base, 3-Con- 
ductor Cord,* Collet, Wrench Set and 
Operating Manual—as follows: Model 
350-350M Motor with 10° 3-Conductor 
Cord; 350B Base Assembly including 
39098 Sub-Base, 42591 '/:” Capacity Col- 
let and 42596 & 42914 Wrenches. Model 
150—150M Motor with 1’ 3-Conductor 
Cord; 150B Base Assembly with 10’ 3- 
Conductor Cord and SRB44 Sub-Base, 
PR26 '/s” Collet and (2) PR27 Wrenches. 
Model 100—100M Motor with 10’ 3-Con- 
ductor Cord, 100B Base Assembly in- 
cluding PR153 Sub-Base, PR26 */s” Col- 
let and {2) PR27 Wrenches. Model 64— 
64M Motor with 7’ 2-Conductor Cord, 
64B Base Assembly, '/s” Collet and 44754 
Wrench Set. *2-wire on Model 64 


CATALOG LISTING 
AND SPECIFICATIONS 


Model No. | 350 | 150 | 100 | 64 


































Motor Amps. 
No Load 
Speed 24,000 
(RPM) Se =~ 
4”, y,", y", 
eee Split Split Split 
APES || _Type_| _Type_| Type __ 
Recessed | Trigger | Recessed 
Switch Slide 
Weight a 
Net 4% 
Weight —-— ? — 
___ Shope. 10% Il 9 5% 








MOTORS — Universal Type, 115 Volt, 25-60 
Cycle, AC-DC. 


To order motors only, specify: 
Model 350M Router Motor—Includes 10’ 


3-Conductor Cord, 42” Capacity Collet 
and 42596 & 42914 Wrenches. 


Model 150M Router Motor—Includes 1’ 
3-Conductor Cord, PR26 4” Capacity 
Collet and PR27 Wrench Set. 

Model 100M Router Motor—Includes 10’ 
3-Conductor Cord, PR26 %” Capacity 
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Collet and PR27 Wrench Set. 

Model 64M Router Motor—Includes 7’ 
2-Conductor Cord, 4” Capacity Collet 
and 44745 Wrench Set. 


ACCESSORY EQUIPMENT 


No. 26793 Carrying Case—Heavy gauge 
steel. Holds either Model 350, 150 or 100 
Router and accessory parts. 

No. 27282 Carrying Case—Heavy gauge 
steel. Holds Model 150 Router and 150P 
Plane Attachment or Model 100 Router 
and 100P Plane Attachment. 





Router Edge Guides—Easy to mount ad- 
justable guides for accurale straight (or 
curved) edge planing; parallel groov- 
ing, dadoing or slotting operations. 
No. 2064—For Model 64. 

No. PR47Y—For Models 350, 150 and 
100. 

No. 5043—For Models 350, 150 and 100 
Routers plus all other Rockwell router 
models except the Model 514. 

No. 43000 14,” Collet. For mounting 4” 
shank router bits to Model 350 Router. 
No. 43001 34” Collet. For mounting 4s” 
shank router bits for Model 350 Router. 


_-- =o 
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ROUTER BIT 
ASSORTMENT 
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ROUTER BIT KITS 


No. 50025 Router Bit Kit. Includes 
L412] Rabbeting, E408] 4” Corner 
Round and A408] \” Straight Router 
Bits. 


For Complete Information on 
Router Bits, Shaper Cutters 
Accessories and Attachments, 
Refer to Accessory Section M4. 

















A NEW AND COMPLETE 
LAMINATE TRIMMING SYSTEM 


NOW! A Rockwell Laminate Trimmer 

to meet the needs of every user 

arge or Smati—production 

custom installation or remodeling | 
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ROCKWELL LAMINATE TRIMMERS 


THE MOST POWERFUL 
FASTEST CUTTING LAMINATE TRIMMERS 
IN THE INDUSTRY 
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1. Powerful 3.8 Amp, 27,500 RPM Motor—removes laminate 
overhang in a single pass with smooth chip-free results that 
eliminate need for primary “step down" trimming or second- 
ary filing operations. 
2. Double-Sealed Ball Bearing Construction—features an ex- 
clusive centrifugal slinger barrier to keep out harmful dust 
particles and a plyoseal oil ring to retain lubricant. 
3. Positive Hold Collet Chuck—offers twice the holding power 
under load; less than .002” run out for smooth chatter-free 
trimming. 
4. Flat Top Housing Design—permits safe, easy “up-right” bit 
changes and adjustments. 
5. Sliding On-Off Switch—allows safe fingertip ‘‘use-hand”’ 
power control. 
6. Non-Marking Plastic Base—full 354” square on the ‘310' for 
full support and greater stability on all production trimming 
jobs with the added advantage of built-in chip shield to di- 
rect cuttings away from the operator. 

Exclusive triangular-shaped base on the Offset Model 311 
and 312 Trimmers for in-corner trimming flexibility. 
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ROCKWELL PORTABLE POWER TOOLS 











7. Exclusive Solid-Carbide Trimming Bits—included as stand- 
ard equipment on the Model 311 and 312 Trimmers. Positive- 
guide Model 312 is equipped with a combination flush and 
10” bevel trimming bit. Model 311 features a unique self- 
piloting 7” bevel trimming bit. Self-piloting flush trimming 
bit available as an accessory extra. 

Model 310 Production Trimmer includes a carbide-tipped 
combination 22° bevel flush trimming bit. 
8. Light Weight Design—trimmers weigh less than 4 pounds— 
the lightest power per pound trimmer line in the industry— 
permitting non-tiring, one-hand control in any position. . 
on any job. 
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Precision Guide-Bearing Adjustment Control (on the Model 
310)—with positive-hold lock knob permits precise depth of 
cut settings to within .015”. 

Easy-To-Use Micrometer Ring Adjustment Control (on the 
Model 310)—accurate to .015”, for fast, easy bit alignment for 
bevel or flush trimming. 
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Unique Dual Edge Guide (on the Model 312)—eliminates over- 
cutting and gouging on turns and corner work. Flush and 
bevel trim guide ends are especially engineered to match the 
like cutting diameters of the combination bit furnished. 

Positive Guide Centering (on the Model 312 only)—does away 
with trial and error adjustments, assures precision guide-to- 
bit alignment—the first time! Flush and bevel guide ends ad- 
just independently, using a foolproof gauge pin method. 
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ROCKWELL LAMINATE TRIMMERS 
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The most powerful, 
fastest cutting laminate 
trimmer in the industry! 
Offers more power .. . 
more speed... more of 
everything you need in 
the way of functional 
features for fast, effi- 
cient, one-hand, one- 
pass, flush and bevel 


Say trimming of laminates 
Model 310 ‘ness! on a production basis. 


CATALOG LISTING AND SPECIFICATIONS 





MOOT ING si. 50 selene eile bcs leieteiwiar sen -ncworaia wiatelel eae alee Tee 310 
MOROR oo icnit en dae ee bce ee et ees 3.8 Amp, Universal Type, 

115 Volt, 25-60 Cycle, AC-DC 
SOO iis ees nre Seale Se wih espa wie iavaie- sien lene a arereratate 27,500 RPM 
Collet: Capa Clty :os:s- 50:00 0cecscaGi ansoaieie vis iaieure oleate eens oe 
PASO SIZE 65565555 Kaa ola ccince cine aa Re eR 35s” Square 
FIGS oossicosacgiace iw wiessneiesaswe ase bin ie eleio es -nteig eee eee eee ’ ad 
Net Weight (Lbs: ) oc: cxasienctinaietielsisiesivie oeeeine eee gra oo 


STANDARD EQUIPMENT 


Model 310—310M Motor; 310B Trimmer Base Assembly with 
45782 Chip Shield, 45582 Nylon Roller Glide and 45583 Steel 
Roller Guide; 44858 Carbide-Tipped Combination Flush and 
22° neve) Trimming Bit; (2)44745 Wrenches and 3-Conductor 
Cord. 


ACCESSORY EQUIPMENT 


Offset Trimmer Conversion Kits for use with the Model 310M 
Power Unit. 





Available with, or without positive guide control, for use 
with conventional, or new, self-piloting type trim bits! For 
corner and backsplash trimming applications not possible 
with the standard in-line Model 310 Trimmer: 

No. 5022 Offset Base with positive guide control for use with 
(VTC408C) Solid-Carbide Combination Flush/Bevel Trim- 
ming Bit. 

No. 5031 Offset Base Only, for use with (VT408C Flush and 
VTB408C Bevel) Solid-Carbide, Self-Piloting Type Bits. 
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Model 311 Model 312 
Two Versatile Models—a unit with unique positive guide 
control for flush and bevel trimming or the same power 
and base unit, equipped with a revolutionary new self- 
piloting trim bit! 

Now, a totally new concept in laminate trimmer design 
—a trimmer with an offset drive spindle and a unique 
triangular base that permits a variety of job-site trim- 
ming jobs not possible with in-line trimmers! 

Only with a new Rockwell Offset Trimmer can you 
trim in and out of 90° corners...handle backsplash 
trimming jobs that previously required special cutters or 
laborious hand trimming and filling... trim sheet over- 
hang flush with corner wall surfaces close to baseboards 
and floors... scribe and trim counter-tops flush to irreg- 
ular walls in a single operation ...and more! 


CATALOG LISTING AND SPECIFICATIONS 


Model) Numbers 5.5 :50:c.ccniciciosasa ceiewciececrematetrene 311 and 312 
Mtl oo oo co ws orerern wiele; ecrw lure erento aed 3.8 Amp, Universal Type, 

115 Volt, 25-60 Cycle, AC-DC 
Seo areiescaiipin oi ere nies 9) ee Ore RAL ERT oe 27,500 RPM 
aC SREERAAICC AIGA Ar in cinp ise Amoi eo ie APRs Cog Belt 
Collet: Capacty:......o:e:0:0.0 as:a:e 0 pevena’elnarer aye ne ee i* 
BOSE Go oivc'0injate vols) nice leloiavatnis’erc tele eels latent Triangular 
elo! 41 | SE SR Le celine Me ee 612” 
Net: Weight}(LDS:)) « .:0:.:6c:ccreccin's cre wien -s viucls sialic eee eeatelaieraieeee 4 


STANDARD EQUIPMENT 


Both Models: 310M Motor, Trimmer Base Assembly {5031 on 
Model 311 with VTB 408C Solid-Carbide Self-Piloting 7° Bev- 
eling Bit and 5022 on Model 312 with VTC 408C Solid-Carbide 
Combination 10° Bevel and Flush Trimming Bit); (2) 44745 
Wrenches and 3-Conductor Cord. 
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THE FIRST 
DOUBLE INSULATED 
LAMINATE TRIMMER 
IN THE INDUSTRY! 


Full 4% HP (3.5 Amp) 28,000 RPM 
Motor furnishes plenty of power and 
speed for fast, smooth, chip-free bevel 
and flush trimming. 





tie . ' = 
Unique Dual Edge Guide—with both the 
flush and bevel trimming ends espe- 
cially engineered to match the like cut- 
ting diameters of combination bit fur- 
nished—eliminates over cutting and 
gouging of laminates on turns and cor- 
ner work, Guide is removable for trim- 
mer use with new accessory, self-pilot- 
ing trim bits. 


ROCKWELL LAMINATE TRIMMERS 








-_-- -* _ 





Positive Guide Centering. Flush and 
bevel trimming ends of the dual guide 
adjust independently using a fool-proof 
gauge pin method to assure precision 
guide-to-bit alignment. 





- | - 
Compact, Lightweight Design — weighs 
only 344 pounds; measures 3%” in 
diameter—permits non-tiring, one-hand 
control in any position ... on any job. 


PLUS THESE EXTRAS 


- ™ Collet Type Chuck # Ball Bearing Con- 


struction ® Non-Marking Plastic Base 
® Solid Carbide Combination Flush 
Bevel Bit. 








No. 64B Router Conversion Kit—Con- 
verts the Model 364 Laminate Trimmer 
into an efficient, high speed router ca- 
pable of handling a wide variety of 
“extra’’ jobs from basic decorative edg- 
ing to cutting often-used wood joints. 


= ———[—_———[{[—V—q&K—=—_K£&£*—l={={_=="] 
4 








Model 364 


The first double insulated laminate 
trimmer in the industry! Constructed 
of a non-conductive, unbreakable 
thermoplastic—it more completely 
protects the operator from electrical 
shock from product malfunction. 
Although low in price, it ranks 
with high priced trimmers in flexi- 
bility of operation. The ‘364’ will 
handle all of the bevel and flush 
trimming jobs related to standard in- 
line trimmers. Its compact and light- 
weight design even permits trimming 
hard-to-reach overhang in places 
inaccessible to larger machines. 


CATALOG LISTING 
AND SPECIFICATIONS 


OGG) NOLO elo cd aie hoveraterelindtherets 364 
Motor ....... 3.5 Amp, Universal Type, 

115 Volt, 25-60 Cycle, AC-DC 
SPOOd Foie cranvewe cbse aon ais 28,000 RPM 
Collet: Capacityie04r...- ana 4” 
Base Size: oe ce eee 3%4" Dia 
LL) Goleta rt 8 OP Co 70 
Net Weight(Lbs:)- 0. 0.602925 asc s 3% 


STANDARD EQUIPMENT 


Model 364—-64M Motor; 364B Trimmer 
Base Assembly; VTC 408C Solid-Car- 
bide Combination Flush and 10° Bevel 
Trimming Bit; (2) 44745 Wrenches and 
2-Conductor Cord. 





eo 
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ROCKWELL ROUTER BITS, CUTTERS AND ACCESSORIES 


ROUTER BITS 


Choice of exclusive screw-type or 
conventional one-piece bits. All 
made of high quality steel, specially 
heat treated for hardness to retain 
their precision ground cutting edges 
over longer periods of operation. 


ONE-PIECE UNITS 


Conventional one-piece units com- 
plete with shank, cutting head and 
when necessary, a pilot guide. All 
are 2-flute bits, except smaller diam- 
eter straight bits (4% or less) which 
feature a single flute. 


—— 


exhil ® i, 
ed 





SCREW-TYPE BITS 


3-fluted bits, threaded for use with 
a separate arbor (shank) and, when 
required for edge routing opera- 
tions, a separate pilot guide. Advan- 
tages—3 cutling edges, not 2, for 
50% faster routing... larger, more 
massive cutting head design for 
easier, smoother cutting... and be- 
cause you can use the same arbor 
(and pilot) for a variety of screw- 
type bits, you save money. Versatile 
screw-type bits cost less than com- 
plete one-piece units. 





Straight Spiral (Down)—For through cut 
ting plastics and non-ferrous metals; 
also for deep slotting operations in 








Straight-For general stock removal, 
slotting, grooving, rabbeting. 


a—{ f— ONE PIECE 





























No. A | = Rel] 
Straight Spiral (Up)—For slotting and | 
motte é ASHE articular in ASO S* %" “As” 44" 

g op : Pp y A406J* He"| " A” 
non-ferrous metals such as aluminum A4O08* Va yn | ye 
door jambs. A408SJ 4" we | 149 

*®A408) 4” 16” "4" 
Runa Sas agosty | 4" | 1" A” 
No: | xAclas Cc D A4105 | %~ My" | 14" 
$S408 Xan Wiese, ran (ie, es (eres eASi2J %" | we" %" 
su4os | 4" | 4" | % | 14" AaEzE rd ee 
SU610* +6" 4" He" | 134" A812 Ya 1%" | ¥& 
SU612* ¥,"  G. Wy" | 1A" A414J he” Yq" 4," 
EN eee ae ee ee *®A416J iy" Va" i" 
*Use 0-812 Adapter to mount to ¥2" collet A816 i," 114" Wo" 
A816L 4” a yy" 
A418 "Ae" - ty, ed 
SSL as A420 4” %° | 3ge 
. @ A424 34° %” 14" 
} A824 sg") 1" | ee 
D A828 me} ie | 
A832 17 ) be | i® 
- "Single Flute 
SCREW TYPE 
TT AR yn 

No. A B Cc 

B ASS16 1,” 19/52" 

AS520 4%” | '%o" 

AS522 1146") 1942" 

AS524 %,* 19/40” 

AS526 1346" 1942" 

A— ~_——_ AS528 %e" 19/55" All with 

: ; AS530 Iie"| 35o oe 
Pilot Spiral (Down)—For operations AS532 i" 19/5" Threaded 

gaits ‘ ‘ AS534 LtA«" 194." Hole 
where plunge cutting is required in con- Aoeae ns a2" 
junction with templet routing, using the AS538 136" 19an" 
pilot guide. AS540 114" 19/4," 
ONE PIECE AS544 1%" 1%" 
PSD408 4” es zm a. ors? 
PSD612* %” %" peor 





*Use D-812 Adapter to mount to 4" collet 


C-—e 





‘Sat D 
Pe | 


ONE PIECE 





—4 


Pilot Spiral (Up) W/Mortising Boring 
Point—For panel pilot routing where it 


F408) 
e@F4i2J) 
F416 











Bead—For decorative edging. 


A |. S| PLEX © 
4°R. i UA”) 3" 
%"R. %” 
Ww"R, 2g,” 
















wood. is necessary to pull chips up out of the SCREW TYEE 
ONE PIECE cut. Nei . = 
ONE PIECE 1945" 
No. _ a . 
PsusiG ne batt 
Note: Add 2, A-408J 
; quate eae seen oases 
ae : A to 


a [62 4 dig? “ Li oe ~s 


aS ia oe Pt 


~ 


6 e-em © 
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ROCKWELL ROUTER BITS, CUTTERS AND ACCESSORIES 








tee 
anne: ae 
e B 
[ B TG i ihn. 
\ | bad 
A Stair Router—For rouling stair tread 
and riser grooves. 
SCREW TYPE 
Corner Round. For edge rounding. No. A B 
ONE PIECE ST520 | %e" | Vy" 


Use BAA-IL Arbor Veining—For decoralive free-hand rout- 































E406 1%” ing such as carving, inlay work. Use 
ceavey 1A" with adapters. 
@E416 Cc—} bl 
SCREW TYPE no ex. 8 ee 
BB40 Vg" 2" Ave’ va” 
Ess0s8 | %"R. | %” All with BB404 We Ace | pe | digo 
ESSi2; | %°R. %" Threaded BB405 a2" “%," S32 1%" 
ES516 1 V,"-28 Hole BB406 Vie’ "Ae" Mie" 1%" 
B404J* | Ys" | %eo” | %" | Ihe" 
*Single end, \4" shank 
' | 
Chien ——. “i Dovetail—For dovetailing joints. Use 
with dovetail templet. 
ONE PIECE | 
| BB DT408J Vs 114" oe D 
y i eDT416J ; h’ , 
i 
- . . 
v ay, 


he pO 


Rabbeting—For rabbeting or step-cul- 
ting edges. 
ONE PIECE 

No. | A| B | C | D | E Cutting Width 
#1412) 


Panel Pilot—For culling openings and 
all through-cutting. 
*%” ; ONE PIECE 


y” 








D Cutting Edge 





b—-A-d 1%” % 
Mortise—For stock removal, dados, rab- 15/5 %” 
%" with SP4l2 Pilot bets, hinge butt mortising. 


ONE PIECE 


“As” 
i ca 





D —~-| §-—c 
B X 





} A Z, 
A OAS S 





V-Groove—For simulating plank con- Sash Bead—For beading inner side of 
struction on panels, window frames. 
ONE PIECE ONE PIECE 
@ NRA4SE ev490__ | %* | %* | 4 | 1” BA406) | %5"R.] Ae" | 4" | 1%" 
@ Dealer Note: Add (M) to catalog number (eg., A-408/ 
(M)), if you desire router bit on hang-up display card. 2 


* 
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ae SEE YOUR 
INDUSTRIAL DISTRIBUTOR 
y Lf FOR ALL YOUR 
ee ag ROCKWELL 
A PORTABLE POWER TOOL 
Cove—For cutting inverted radii. AND ACCESSORY NEEDS 



































Sash Cope—For coping window rails to ONE PIECE 
match bead cut. No.2. U>aAwosesB c D 
ONE PIECE G408J 1%" R. | 1542" A 
—— : eG412) | %°R.| %e™ | ’" | 1%" 
=a | —- | oe : UT GAI6 ORO RS re ee 
nee J AG Pilea | A ba} 4 SCREW TYPE 
| No. Amc 8 Calm 
%4"-28 . . 
GS508 14" R. | 1%" T d - 
| Gsere | Her | wee | Threade He can provide you with: 
Spo | Sen D = Assistance in your production plan- 
ning. His years of experience and tech- 
nical know-how have equipped him to 
3 give you expert advice on your produc- 
a tion problems. 
= Fast delivery from local stocks. Be- 
ba cause of his knowledge of local mar- 
| kets, he stocks the products you need 
—delivers your orders quickly and 
_ keeps your working capital free. 
— 4 b- -. = Prompt information on new and old 
: : ae REGIS products. He is in constant touch with 
aha te ea oe see Dae manufacturers who supply him with 
se ale miay, SCroll WOrK. USE Wi LS information on new products and de- 
anaes ti velopments. 
, = One source for many types of prod- 
45° Bevel Chamfer—For bevel cutting. ucts. One source ordering simplifies 
ONE PIECE your purchasing procedure and re- 
No. ll Gee C D duces your accounting costs. 
®H424 | 2" 4” 1%" 
SCREW TYPE 
: *-28 
HS524 % Threaded Hole 
— =; 7D 
B 
\ ar 
tue Le, 1 
—- 
—  _ -—— 
Core Box—For reeding, fluting and gen- 
eral ornamentation. D 


ONE PIECE 








Biomry 


Spiral—For outside and inside curve cut- 
ting operations. Standard equipment 
with Model 5057 Router Scroll Saw 
All with Attachment. 
4"*-28 

Threaded No. re es Ee - 
e140-8 | ‘er | %" | 4" | 1% 

@ Dealer Note: Add (M) to catalog number Se “ads 

3 (M)), if you desire router bit on hang-up display 


= a 





































\ iA _ © Deal tyr 
ie C A)), i you we Ahh 
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SHAPER CUTTERS 


All with 34” hole for use with a sep- 
arate spindle and collars, primarily 
with the shaper table attachment. 


ee 


aie 


Straight Face—For grooving. 









er 
7 
- - 
_—S 
= —— 


Weather Strip— 


For narrow groove cutting. 
Ye" HOLE 





CARBIDE-TIPPED ROUTER 
BITS AND SHAPER CUTTERS 


Recommended for production cut- 
ting operations or when working 
with tough, more abrasive materials 
such as hard wood, plastic lami- 
nates, glue bonded plywood and 
composition materials. 





Mortising 
ONE PIECE 


All with 
Y"-28 

Threaded 
Hole 









VO LSPaS———_— 


‘Deale. No 6: Add (J 


S 


P 





t 
or | 


SPAR Aad ss -_ 
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catalog number (eg., A-408J 
bit on hang-up display card, 


at 


Dovetail 
ONE PIECE 


o. 





ps 
Rabbeting—Has 14-28 threaded hole for 
use with Pilot. 


ONE PIECE 


Rabbet Cut Width | 


4%” with SP412 Pilot 
5/4” with SP416 Pilot 
Y%” with SP420 Pilot 












Me” | 16" 





Corner Round—Choice of Ball Bearing 
or Standard Pilot Bit. Complete with 
43401 Ball Bearing or ES412P Standard 
Pilot. Can be converted to Beading Bit 
using 43409 Ball Bearing or FS412P 
Standard Pilot. 
















ONE PIECE 
Ball 
Bearing Standard D 
43402 ES408C 
43405 ES412C 





43408 ES416C 





D 


Panel Pilot ut ell: 


ONE PIECE 











PP612C 


Wy" | 14%" Ya" |) 135A" 
Cl] %” | 1%e" | %" | 1%." 
PP812C | %” | 1%6" | %%" | 1%6" 





i 
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45° Bevel Chamfer 
ONE PIECE 








Solid Carbide 


Straight—Single Flute Bit. Complete with 
D404E Eccentric Adapter to vary width 
of cut. 


ONE PIECE 





Se Le f 3 
Solid a a 
Carbide ee 
Core Box = > 
ONE PIECE had 
No. 





iE | eat He 
a” ~~. | ay ~. 


Bead—Choice of Ball Bearing or Stand- 
ard Pilot Bit. Complete with 43409 Ball 
Bearing or FS412P Standard Pilot. Can 
be converted to Corner Round Bit using 


eats Ball Bearing or ES412P Standard 
Pilot. 


ONE PIECE 






FS408C 
FS412C 
FS416C 
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C—e | e—— D 
Ee 
Straight L 
ONE PIECE A 
No. | A | E Cc [ D 
A406C* = Hg” %,” we | (4S 
A408C ye | 3%" “4” | DT 
A408CD yn | me | ye 1%” 
A410C Sig” Yo,” we | 1" 
A412LC My" 1” Al 1%" 
A812C Yq" 1” | i" 1" 
A416C 4," 1” 4” 1” 
A816C i" 1%" A," 14” 
A816LC 4," 2" " 1%" 
A418C We Vs 4" 1.6" 
A420C Yn" WAe"| WY? 1%" 
_ A824C | %°* :" iY" 1%" 
*Single Flute 
Cs 


Stagger Tooth—For through cutting op- 
erations such as sink cutouts and door 
lights. 
ONE PIECE 
No. A B Cc D 


$C812C ea” 
_scaiec | ) 









Door Lip Cutter Kit 
For use with 4” collet 
capacity routers only. 


je HOLE 
No. Includes 


Corner Round Cutter (39145) 
_and Rabbeting Cutter (39150) 


— 


39152 2 | 








Self-Piloting Solid Carbide Flush and 
Bevel Trimming Bits—Newest method of 
trimming laminates! Use in the same 
manner as edge routing bits. 
*ECONOMICAL-—Less expensive than 
ball bearing trimming bit assemblies. 

*CONVENIENT—No guide adjustment 
assembly required. 

* VERSATILE-No guide limitations for 
backsplash and tight trimming appli- 
cations. 

*COMPLETE-No other attachments 
needed ... only the bits are required 


for laminate trimming. 






V-Groove 
ONE PIECE as fates 


No. 


__ V4s0C5 | hy" | % sone =F 








Slotting Cutter—Used to install spines 
and “T" modldings. 
Ye" HOLE 








SLSO4CJ 
SLSO5CJ 
SLSO6CJ 
SL516CJ 





Solid-Carbide 
Combination Flush/ Bevel Trimming Bit— 
with 4” diameter shank. 





Cutting Edge 
Length 






vTc4osc 










= 
=a 8 





Carbide-Tipped Combination Flush/ Bev- 
el Trimming Bits—With 144” diameter 
shank for use with No. 5023 Trimming 
Kit or No. 310 Laminate Trimmer 


B (Bevel) 










5023-8 
38990 
44858 





a 


» 25953 ert ie Arbor 4 


| @ Dealer Note: / {dd (M) to catalog r number (e 
- 4 (My if you ¢ : 
a =) ee tal : SS , 2 








Carbide-Tipped Bevel Trimmer Bits— 
With 14” diameter shank for use with 
No. 5023 Trimming Kit or No. 310 Lami- 
nate Trimmer. 

No. 25481—10° Bevel Cut 

No. 25475—25° Bevel Cut 





Carbide-Tipped Ball Bearing Flush Trim- 
ming Bits—Use with No. 25742 Bearing 
Guide. 


Cutting | Cutting Edge Shank 
No. ia. Penathin Dia. 


25741 ihe 1" iy" 
25957 | Yo" Ye" 1A” 


Carbide-Tipped Trimming Cutters—With 
544” diameter hole. 






Used With 


No. 25646 Arbor 
(44" shank) or 
No. 25643 Arbor 
%" shank) and 
04-X Bearing Guide 










Flush Cut 
10° Bevel 


25625 | 25° Bevel 











Carbide-Tipped 25° Bevel Trimmer Kits 


No. 
25653 





Includes 


ve Bevel Cutter, No. 25646 Arbor 
ae and No. 504-X Bearing 
uide 
25656 25° Bevel Cutter, No. 25643 Arbor 
a enens and No. 504-X Bearing 
uide. 


[I 


Carbide-Tipped 15° Backsplash Trimmer 


—With 5,9” diameter hole. ‘ 
No. Used With i 


> 


Scere Na 


























Arbor (2 
cremcunten oyter sutbeee o to 
: A rou 
control depth of cut. 


a 2 









be if 
’ 





Fie 
re : £ ‘ aetna pa ca 
Jigen oe — =~ rine cin ern g-up Epes = eee” ca es 















No. — 
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SPINDLES, ARBORS, ADAPTERS, BUSHINGS, 
GUIDES, COLLARS AND PILOTS FOR USE WITH 
ROUTER BITS, CUTTERS AND TRIMMERS 


Spindles—For use with shaper cutters. Includes 4 collars and nut unless 


otherwise noted. 


a fm cccc 
: =| a wl 


TYPE P 












Yie"-24 thd. 


“e"-24 thd. “As” 





*SLIY /ie”-24 thd. y” 
SRB21Y ,"-24 thd 

‘ SRC29Y %As"-24 thd. 

. SRB20Y %”-24 thd 
SRC28Y ** -24 thd. 





1$0-99 


Ay" -20 thd 
























For Router(s) 
Models(s) 


100, 150, 155 
4537, 4514, #350 
100, 150, 155 
937, $514 3350 

537, 350 
537, 514, 350 
537, 350 
537, 514, 350 
2 








‘Equipped with 3 collars and a nut. ® *Equipped with 1 collar and a nut. 
pore collars (BC604, BC606, BC608, BC612) and nut (BSIA) separately. 


@> 
Shaper Collars 


Hole Outside 
No. Diam. Diam. 


AC504 
AC5S06 
AcC508 
AC512 
SL2 

BC604 
BC606 
BC608 
BC612 


Width 








Bushings—Used to re- 
duce hole diameter of 
shaper cutters to %.,” 
diameter for mounting 
to spindle. All with 
%&” outside diameter. 


Adapters—Use to increase diameter 
of shank to fit various diameter 
router collets. 







- a $e 





Bearing Guides 
No. Used With 


25742 Nos. 25741 and 25957 
Fiush Trimmers 
55216 ‘Nos. 25646 and 25643 


Arbors 








Arbors—For use with screw-type 
router bits. 







No. A B Cc 
SL1 %”6"-24 thd. | 2%." 
BAAIL 4"-28 thd. 1?" 

V"-28 thd. 
4"-28 thd. 





Arbors—For trimming cutters. 
No. Awl B Cc 
25646 1° 5/j6"-24 thd. | 2%" 


25643 2" 


Pilots—To control horizontal depth 
of cut of router bits. Standard SP 
pilots are for use with all screw 
type bits except AS and carbide- 
tipped ES, FS and 43400 series bits. 
Use standard ES and FS pilots for 
carbide-tipped ES and FS series 
bits; ball bearing 43400 pilots for 
carbide-tipped 43400 series bits. 
STANDARD 


%A6"-24 thd. | 26" 


%"-28thd. 
4"-28thd. 


%"-28thd. 





Attaches to router bit usin 
*#8-32thd. screw; t#5-4 thd. screw. 


6 
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Rockwell | 


MANUFACTUBING COMPANY 


ROUTER BIT 
ASSORTMENT 


SHANA 
LENGTH 


ROUTER BIT KITS 


No. 50025 Router Bit Kit. Includes 
L412] Rabbeting, E408] 4%” Corner 
Round and A408] 4” Straight Router 
Bits. 





SHAPER TABLE ATTACHMENTS 


Used with detachable motors of routers 
for stationary tool convenience. Han- 
dles straight, angle or bevel shaping 
and jointing operations, especially on 
narrow hard-to-handle materials. Maxi- 
mum depth of cut: “4” for shaping, *42” 
for jointing. 

Includes 20” x 8%" Table, 150-303Y 
Fence Assembly, Spindle (150 99, for 
1508; 532-99 for 532S), BS1A Retaining 
Nut, BC604 4%” Collar, BC606 44” Col- 
lar, BC608 4” Collar, BC612 4%” Collar 
and Operating Manual. Net Wt. 35 lbs., 
Shpg. Wt. 50 lbs. 


No. 150S. For Router Motors 100M, 
150M, and 350M 


No. 532S. For Router Motor 537M 


ACCESSORIES 
No. 150-308Y Auxiliary Guard 
No. 150-307Y Circle Guide Bracket 


No. 5056A Shaper Table. For use with 
all Rockwell Routers, except Model 
514 . Shapes narrow pieces of stock 
that are often difficult to handle with 
a router or other tool, Heavy cast iron 
construction. 
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LAMINATE TRIMMING KIT 


Model 5023—For edge trimming of plas- 
lic laminates and wood veneers. Car- 
bide-tipped combination bit handles 
both flush and bevel trimming opera- 
lions. Micrometer adjustment control 
of non-marking nylon roller guide as- 
sures smooth, accurate cutting. 

Includes Roller, 50233Y Carrier Assem- 
bly, 50236 Sub-Base, 50238 Carbide 
Tipped Combination Bit and Operating 
Manual, Net Wt. 44 Ib., Shpg. Wt. “4 Ib. 





BIT AND CUTTER 
SHARPENING ATTACHMENTS 


For fast, accurate sharpening of router 
bits and cutters. Adjustable for one, 
two or three cutting edge bits with 4” 
or 14” shanks, also *&” hole cutters. 
Using accessory adapters; %14", ‘16° 
and “°s” shank bits can also be sharp- 
ened. 

Includes Attachment, 7CG Arbor, 25CG 
Grinding Wheel, D808 4” Bit Adapter, 
239X Wrench, 1627X Wrench, Tripod 
Router Stand and Operating Manual. 
Net Wt. 1 lb., Shpg. Wt. 2 lbs. 

No. 5011B. For Models 100, 150, 350 and 
155 

No. 5011-511 For Models 536 and 537 
No. 5011-514 For Model 514 


ACCESSORIES 
No. 15CG Dressing Stone. 

@No. 25CG Grinding Wheel. 4," shank. 
No. G13 Grinding Wheel. 5:4” hole. 
No. BG21 Grinding Wheel. *” hole. 
No. D810 Adapter. For 4" shank diam. 
bits. 

No. D814 Adapter. For %«” shank diam, 
bits, 
No. D812 Adapter. For ‘}4” shank diam. 
bits. 


DOVETAIL TEMPLET 
An easy-to-use guide for cutting perfect 
dovetail joints. Handles stock up to 12” 
wide: 544” to 1” thick. Cuts 42” stand- 
ard dovetails and rabbet dovetails. 


Model 5008. Includes Templet, 10DT 
Finger Templet and Operating Manual. 


ACCESSORIES 

No. PR139Y Dovetail Accessory Kit. In- 
cludes DT416] %%” Dovetail Bit, B93 
Router Templet Guide and 140-17 Lock 
Nut. 

No. B93 Router Templet Guide. For 12” 
dovetails. 

No. B116 Router Templet Guide. For 1,” 
dovetails. 

No. 140-17Lock Nut. For attaching tem- 
plet guides to router. 

No. 1ODT Finger Templet. For 15" dove- 
tails. 

No. 11DT Finger Templet. For }," dove- 
tails. 

No. 12DT Finger Templet. For 4” rab- 
bet dovetails only. 





STAIR TEMPLET 

Model UST—For large scale builders and 
contractors to save valuable time on 
production stair work. Simple to set 
and operate—only two major templet 
sections to adjust. Use with ST520 Bit. 
Includes Templet, B91 Router Templet 
Guide, B19 Wrench,140-17 Lock Nut and 
Operating Manual. Net Wt. 30 Ibs., 
Shpg. Wt. 50 lbs. 


@ Dealer Note: Add (M) to catalog num 
z it you desire grinding wheel on hang- 


a = 





RIES 


ROUTER ACCESSORIES AND 
ATTACHMENTS FOR DOOR 
HANGING OPERATIONS 


“3 ¢ 






Hinge Butt Templet—Easy to operate, 
this new hinge butt templet will mortise 
a door and butt of any length and 
hinge size, using standard accessories. 
Features include spring loaded nails 
that stay up prior to driving and can be 
removed with a claw hammer, locators 
to transfer measurements from jamb to 
door, gauges to allow for weather strip- 
ping, end gauges for each end of the 
templet and a full length locator with 
each templet section. 







Includes 


3 templet sections, two guide 
rails, 2 each 5” and 7° end 
gauges and operating manual 










3”, 314", 4”, 414", 5”. 515” and 6” jamb 
gauges are available as accessory 
equipment for setting the 59380 when 
wood doors are to be fitted to metal 
jambs. 


Model 59381 Hinge Butt Templet Kit— 
Includes 59380 Hinge Butt Templet. 
HB93L Mortising Bit, B103 Templet 
Guide, 140-17 Lock Nut, 59824 Carrying 
Case, Operating Manual. 


ACCESSORIES 

Model 59829 Accessory Package (to in- 
crease the capacity of the 59380 to 3 
hinge 8’ to 9’ doors)—Includes 2 long 
guide rails. 


Model 59839 Accessory Package [to in- 
crease the capacity of the 59380 to 4 
hinge, 6’-7’ doors, 3 and 4 hinge, 77-8’ 
doors, 4 hinge, 9° doors). Includes 3 
guide rails, 1 templet section. 


No. 59824 Carrying Case 

No. 59825 3” Jamb Gauge 

No. 59826 314” Jamb Gauge 

No. 59827 4” Jamb Gauge 

No. 59828 414” Jamb Gauge 

No. 59832 5” Jamb Gauge 

No. 59830 514” Jamb Gauge 

No. 59831 6” Jamb Gauge 

No. B103 Router Templet Guide. 
No. 140-17 Lock Nut. For attaching 
Guide to Router. 

No. UKC Corner Chisel. For squaring 
hinge mortises. ; 
- A ——— chon 4 
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ROCKWELL ROUTER BITS, CUTTERS AND ACCESSORIES 





=e «© - — wb 


Model ULMY1 Lock Mortising Attach- 
ment—For use with detachable router 
motor 537M only. Permits builders and 
contractors to quickly cul true, accu- 
rate mortises for door box locks. At- 
tachment is fully adjustable for cutting 
mortises varying in size up to 7” long, 
15/5” wide and 5” deep (using AS544 Bit). 
Includes Attachment, BM75Y Height 
Rod, 38363 Spline Shaft, AS524 %” 
Straight Bit, AS528 4” Straight Bit, 
G13 Grinding Wheel and Operating 
Manual. Net Wt. 26 Ibs., Shpg. Wt. 34 
lbs. 


Model 513 Lock Mortising Kit—Includes 
Model ULMY1 Lock Mortising Attach- 
ment complete plus 537M Router Motor. 





nected with door hanging from hinge 
butt mortising to planing. Kil includes 
126 Porta Plane, 59380 Hinge Butt 
Templet, HB 93L Mortising Bit, 140-17 
Lock Nut, B103 Templet Guide and 
27283 Carrying Case (with built-in pro- 
visions for storing your router). Shpg. 
Wt. 38'/2 lbs. 





Model ULF Lock Face Templet—Used to 
quickly rout lock faces on door after 
the mortise for the box lock itself has 
been completed. Automatically self- 
centering and self-beveling. 


Includes Templet, B92 Templet Guide 
and Operating Manual. Net Wt. 214 lbs., 
Shpg. Wt. 3 lbs. 


Templet Guides—For use in pattern and 
templet routing operations as listed. 


“Inside | Outside | 


No. Purpose Diam. | Diam. 
B91 Sta Routing (14 " | | 

| thick treads) | ae = 1) ae 
B9? Lock Face Routing | Py” y,* 
B93 | \%* Dovetailing and | 

General Routing | 1A,” y To 

B94 General Routing 23/>* B® 
B95 General Routing 1A,” 4” 
B96 General Routing %4)* ¥," 
B97 | Hinge Butt Routing ¥%* #9,” 
B103 | Hinge Bul! Routing > 13/4," 
B104 | For use with Stanley | 

| T-3 Templet WA,” %” 
B10S | For Hinges with +4” 


B1ll6 | \%” Dovetailing y," 3/4” 


Corner Radius 1%” | } 54,4" 
vu 
45101 | Stair Routing (1'4_” 











No. 102 Door Hanging Kit—Add the | _ thick treads) a" | 
router of your choice and you're set to No. 140-17 Lock Nut. Used to attach all 
handle most all of the operations con- templet guides to router bases. 
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| planing operations. 





ROCKWELL PORTABLE POWER TOOLS 





ROCKWELL VERSA-PLANE 
Designed with the User in Mind! 





{Left) Extra Powerful 10.0 Amp Motor—the most powerful on 
any plane—transmils plenty of power and speed to cutter 
thru an extra-wide, non-slip cog belt drive. 

(Right) Top-Side Calibrated Depth Scale with Finger-Tip Ad- 
justment Control—change depth instantly from 0 to *%” any- 
time as needed—even while planing! 


No. 49566 

Exclusive, Spiral-Type, 
High Speed Steel Cutter— 
shearing action of spiral 
cutter gives clean, smooth 
planing results—even on 
tough end grains! 


- _ Sz ed =. “s peatirn, EON 

(Left) Dual-Position, Extra-Large Chip Exhaust—for right or 
left side, non-clogging chip deflection. 

(Right) Balanced *‘Non-Tipping’’ Design—weight of tool is 
centered laterally over the work shoe, for better handling 
and control—especially on narrow edge planing jobs. 


D-Handle Control (with Trigger Switch On-Off Power Control) 
with full grip front-posilion handle for added control espe- 
cially on beveling operations. 


Cord-Directional Post-an extra convenience feature—posi- 
tions cord out-of-the-way to right or left side of machine: no 
nuisance cord interference when planing. 


All Ball Bearing Construction—for smoother, frictionless oper- 
ation; longer trouble-free service. 


Full 3x16” Heavy Gage, Metal Fence mounts to right or left 
side of tool for edge planing; is easily removed for surfacing 
operations. Offers a 60 beveling range from —15° to +-45°, 
Extra-Large Shoe—a full 18” long; with approximately 54 in. 
of surface area, for maximum stability, especially on edge 
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Model 653 Versa-Plane .. . a combination surface, edge 
and bevel plane all in one! By far, the most powerful, 
fastest cutting plane ever, with full 1'/2 HP stall-free 
motor ... 15,000 rpm cutter speed! Planes a full 3”; 
up to 4/s” deep, in a single pass! 

Designed with the user in mind . . . offering such 
convenience and performance features for better han- 
dling and control as top-side calibrated depth scale with 
finger-tip adjustment control... balanced “non-tipping”’ 
design ... D-handle control with full grip front-position 
handle ... and more! 


Model 653K Plane Kit—Includes Model 653 Plane; 
5039 Cutter Sharpening Attachment; and 49568 
Carrying Case. 

Model 653CK Plane Kit—Includes Model 653 Plane 


with 49567 Carbide-Tipped, Spiral Type, Plane 
Cutter and 49568 Carrying Case. 





Motor...... 10 Amp, Universal Type, 115 Volt, 25-60 Cycle, 
AC-DC. 
Cutters SOGOd Ns sce noase-tydasra's 15,000 RPM or 30,000 Cuts/Min. 
MAXIMUNTDEDIN- OF GUE ie ccaniarearale she \cis's dla vlgtae'cle wteela anoferava 4” 
MIAXIITILITIRWY SOURED OPK GCURE ave Wiaiais Gir 'p-cl vie sic cieslans aelelipreces 3” 
Bevel lAGIUStITION ts io viisececeiaie ates exis iace acere o2e<serees —15° to +45° 
OPT Oe AE AAS SSRI Ball 
COTA Aso AA RIESE Ee ACERS CS I CIE eise 18” 
INGE WWOIRNECLIDSS) forrest ce teioie ara ans wee Wal aba Solo alBte 15 
SHIDDIT AVY GIG IICSC LOSS) Weare ea ruince tte tcrecayesl dois ‘sleraceaioiereaa ues 18 


STANDARD EQUIPMENT 


Basic Machine with Bevel Planing Fence; 49566 High-Speed 
Steel, Spiral-Type Plane Cutter; 239X Nut Wrench; 48779 
Shoe Adjustment Wrench Set; 3-Conductor Cord and Oper- 
ating Manual. 


ACCESSORY EQUIPMENT 


Plane Cutter Sharpening Attachment 
Model 5039-—For perfect contour sharpening of spiral-type, 
high-speed steel plane cutters only. Simple to mount—unit 
fastens directly to plane... no extra grinding equipment to 
buy. Easy to use—built-in guides automatically assure ac- 
curately ground edges. 

Includes Attachment, 49557 Grinding Wheel, 49553 Arbor 
and Instructions. Net Wt. 44% Lbs., Shpg. Wt. 5 Lbs. 
No. 49566 High-Speed Steel Plane Cutter. Spiral type, 3” cut- 
ting width. 
No. 49567 Carbide-Tipped Plane Cutter. Especially recom- 
mended for production cutting operations. Spiral type, 3” 
cutting width. 
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ROCKWELL PORTABLE POWER TOOLS 


: ROCKWELL 16” PORTA-PLANE AND PLANE ATTACHMENTS 
ACCESSORY EQUIPMENT 


Model 126 
| 16” Porta Plane 


The fastest-working, lightest-weight 
i production plane made. Heavy-duty 
7 amp motor offers plenty of power 
: for efficient planing. Cutter Speed 
25,000 RPM makes it especially ideal 
for glue-bonded doors and panels. 
Depth of cut, up to a maximum of 
$50” can be regulated anytime during 
operation. Maximum width of cut 
213g2”. Narrow shoe throat prevents 


gouging. 
Model 126K Plane Kit — Includes 126 
Plane, 24-PL Carrying Case, 5014 Cut- 


ter Sharpener, 22-PL Grinding Wheel. 
Shpg. Wt. 29 Ibs. 

Model 126CK Plane Kit — Includes 126 
Plane, 24-PL Carrying Case, 1740-X 
Wrench, 2182-X Wrench, 27846 Spiral 
Carbide Cutter. 


CATALOG LISTING 
AND SPECIFICATIONS 

























PUA CSCR EN LINO Stee e900 55 30 cote o a spo Va nnn ste ayes 126 
Oy LT Be pee te GO ae oT ee 7 
IY wc ose OPED Coe Spiral 
SOSRO ARE Pierce orelnecsienss 25,000 
ITE ino dau ene All-Ball 
Maximum Depth of Cut ........... 380" 
Maximum Width of Cut ......... 21350" 
MILO CE) Meee Perle o's coro to iols o jolove cue cesete ss 16” 
Net: Weight! (LDS:;) |. .-o..o.0.5 oe secrce ee 944 
Shipping Weight (Lbs.) ............. 14 


Motor—Universal type, 115 Volt, 25-60 
Cycle, AC-DC. 


STANDARD EQUIPMENT 


Model 126—Basic Machine, 3-Conductor 
Cord, 17-PL Spiral-type Cutter, 1740-X 
Shaft Wrench, 2182-X Nut Wrench and 
Operating Manual. 





Model 100P 
16” Plane Attachment 


Mode! 150P 
16” Plane Attachment 


The Model 150P Plane Attachment 
is for use with the Model 150-M 
Router Motor. The Model 100P Plane 
Attachment is for use with the Model 
100-M Router Motor. Both attach- 
ments plane stock up to 244” wide, 
$2” deep and offer 60° beveling 
range. Quality features include an 
extra-long stainless steel shoe, pat- 
ented chip disposal, finger tip depth 
adjustment control and more. The 
Model 150P has a trigger switch, the 
100P does not. 

To Order 150-M Motor, Specify: 
Model 150-M Router Motor. Includes 
1° 3-Conductor Cord, '/s” Collet and 
Wrenches. 

To Order 100-M Motor, Specify: 
Model 100-M Router Motor. Includes 
10° 3-Conductor Cord, '/s” Collet and 
Wrenches. 


CATALOG LISTING 
AND SPECIFICATIONS 


Model No. | 150P | 100P 


Motor Amps* 7.5 6.5 
Cutter | Spiral | Spiral 


Speed RPM* | 22.000 | 20,000 
Maximum Width of Cut 24" 
Maximum Depth of Cut Yas" 
Bevel Adjustment —15° to +-45° 
Length aCe 

Net Weight (Lbs. 4Y5 
Shipping Welght (Lbs. 

*Ratings for motors, 


STANDARD EQUIPMENT 


Both Models—Attachments, 23444 Spiral 
Cutter; 23528 Wrench, 3-Conductor 
Cord (Model 150P only) and Operat- 
ing Manual. 











PLANE CUTTER 
SHARPENING ATTACHMENTS 


For perfect contour sharpening of 
spiral-type high-speed steel plane cut- 
ters only. Simple to mount—units fasten 
directly to planes... no extra grinding 
equipment to buy. Easy to use—built-in 
guides automatically assure accurately 
ground edges. 


Standard Equipment 








Attachment | Used 
No. Includes With 
| Attachment, Grinding Model 100P 
Wheel (22-PL), Arbor and 150P 
5034 | (25650) and instructions. | Plane 
Net Weight 4% Ibs. Attachments 
| Shipping Weight 5 Ibs. 
-——— [LS aaa 
_ Attachment, Grinding 
| Wheel (22-PL), Spacers | Model 126 
5014 (21-PL) and instructions. | Porta-Plane 
Net Weight 4% Ibs. 
Shipping Weight 5 Ibs. 
GRINDING WHEEL tain 
No. | Type of Mounting | Used With 


Models 126, 100P and 


BEES A| BAUS: BP S| ISP Plane Cutters 


PLANE CUTTERS 
Spiral type (SP) cutters for use with 
the Mode! 126 Power Plane and Router- 
Plane Attachments. 









For Use With 
Plane No. 


100P, 150P 


Cutting 


No. Width 






CARBIDE-TIPPED PLANE CUTTERS 
Straight (S) and spiral type (SP) es- 
pecially recommended for production 
cutting operations. 







For Use With 
Plane No. 





Cutting 
Width 





100P, 150P 











dD) 
ROCKWELL |" 





- 
' 
{ j j 
7 f 
1 j f & ; 
= a 7 
f ; f ; 
f 
j 


Power planes surfaces and edges—flat, contoured, beveled or mitered 
—up to 1'%,' wide in a single pass...cuts V grooves... trims rabbet cuts... and more! 
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ROCKWELL POWER BLOCK PLANE 


FEATURES THAT MAKE THE 
POWER BLOCK PLANE 
AN OUTSTANDING VALUE 


TRIMS RABBET CUTS PLANES BROAD SURFACES 


Flexibility Unlimited— 
The 167A power 
planes surfaces and 
edges — flat, con- 
toured, beveled or 
mitered ... cuts V- 
grooves... trims rab- 
bet cuts...and more! 


CUTS V-GROOVES 


= New Extra-Wide Cog Belt—drive assures positive non-slip 
transmission of power to cutter. 


= New Increased Depth Adjustment Range—permits more 
cutter sharpenings for longer life. 


= Big Capacity Cutter—permits you to plane any edge up to 
11416” wide in a single pass ... steel fence is easily re- 
moved for wide surfacing jobs. : 


= Straight Side Design—(cutter flush with side of plane) lets 
you plane rabbeted or step cuts, flush to 90° surface. 


= Powerful—2.5 amp. 21,000 RPM motor. 


= Positive Lock Depth Adjustment Control—assures constant. 
uniform depth of cut. 


CATALOG LISTING AND SPECIFICATIONS 


BA COCMON LIN Cy RIN Nolo 55 coca coy Sosy ois Wipach veep wii 167A 
TET NTE boron, cones top Oe ENS ERODE 2.5 
NSA ON Sen eg eNO See Braise te oio)n vis 6s lole:0% eyo yan: s501dinve ite eases Spiral 
TT De Bucci yi tO OD 21,000 
LOSERS 54552 SARS Se oe er 3 Ball; 1 Anti-Friction 
PLUME SO DCN LCOS CLI epee On gu ce negating rari are V4" 
PE TE OP CEUS ea an SC ES 11% oe," 

eee eptpiaen tata eatav at atote oliv\ v0 ora ie ale’ aimib avess ile: aia sie 'e'sel'e orev’ 7," 
DRT aNy tata LUN ) renee eso e ag eis raj ntornleietesatciaia ieee Nia ives 3% 
SSID MUN E NAA SDMs Dee ee eta lel a ga sarcs isin ip ise 6a alias a aa eae ele bse eG 5y 


7 Dealer Note: Add (M) to catalog number (eg., 41224 
(M)), if you desire cutter on hang-up display card. 
‘f 4 a 





Model 167A 
Power Block Plane 


Designed to take the drudgery out of jobs requiring 
laborious planing operations. Use it to rough plane flat 
surfaces prior to finish sanding. Use it to plane any edge 
from 2-inch dressed stock to cupboard doors. Light in 
weight and perfectly balanced, it fits in the palm of your 
hand to give you solid control and complete flexibility. 
High speed cutter does a clean smooth job on wood, 
plastic, composition, aluminum—even on tough end 
grains. 


Model 167AK 
Power Block Plane Kit 


Includes Mode! 167A Plane, 


46460 Sharpening Attach- 
ment, 39190 Carrying Case. 
Net Wt. 12 lbs. Shpg. Wt. 
14 lbs. 





STANDARD EQUIPMENT 


Model 167A—Basic Machine, 3-Conductor Cord, 39496 
Adapter Plate for wood fence, 41224 Spiral-type Cutter, 
240-X Wrench and Operating Manual. 


ACCESSORY EQUIPMENT 


Model 46460 Plane Cutter Sharpening Attachment—For perfect 
contour sharpening of spiral-type high-speed steel plane cut- 
ters only. Simple to mount—unit fastens directly to plane.. . 
no extra grinding equipment to buy. Easy to use—built-in 
guides automatically assure accurately ground edges. 
Includes Attachment, BPG-13 Grinding Wheel and Instruc- 
tion Manual. Net Weight '/: lb., Shipping Weight 9/4 lb. 


No. BPG-13 Grinding Wheel—With '/:” diam. mounting hole. 
TNo. 41224 Spiral Type Plane Cutter—Has cutting width of 
1 13) 8. 


No. 39217 Spiral Type Carbide-Tipped Plane Cutter—Especial- 
ly recommended for production cutting operations. Has cut- 
ling width of 1144”. 


No. 46902 Bevel Plan- 


ing Fence — Permits 
accurate bevel plan- 
ing operations from 
0* to 45°, 
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A model with 

the right combination 
of power and capacity 
for every grinding joh— 


- Sharpening cutting tools 
= General stock removal 

« Snagging 

«Shaping special parts 
«Cleaning rust and scale 
«Buffing... and more! 




























“ROCKWELL PORTABLE POWER TOOLS 
ROCKWELL HEAVY DUTY BENCH GRINDERS 


ROCKWELL QUALITY FEATURES ASSURE 
SMOOTH GRINDING PERFORMANCE 


it 






Modern Thin-Line Motor Design—provides ample clearance 
for grinding long stock, even after wheel wear. 





(Left) Small End Bells—Tapered end bells give you the extra 
clearance you need, between the motor and grinding wheels, 
for grinding odd-shaped work pieces easily and quickly. 
(Right) Full Adjustable Tool Rests—adjust both horizontally 
and vertically ... tilt for exact angle desired. Designed with 
wrap-around ledges you can grind on the sides as well as 
the face of wheel. 








Excellent Safety Features—A]! Rockwell grinders comply with 
U.L. & C. S. A. Safety codes and are unmatched for safety in 
design. Heavy cast iron wheel guards, adjustable spark de- 
flectors, removable end plates and accessory flexible eye- 
shields provide maximum safety for the operator. 

Totally Enclosed Construction—All grinders feature totally 
enclosed motors with shielded, lubricated-for-life ball bear- 
ings to keep out harmful abrasive dust; and assure depend- 
able, trouble-free performance. 





STANDARD EQUIPMENT 


All Models—Basic Machine, On-Off Switch, Cord and Plug, 
Two Grinding Wheels, Wheel Guards, Spark Deflectors, Tool 
Rests and Operating Manual. 
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Model 547 7”—14 HP 
Model 549 8”—% H 






Model 23635 6”—14 HP 


Shown with Accessory Eyeshields 


CATALOG LISTING AND SPECIFICATIONS 


6”°—' HP Grinder 








No Load ‘ Wit. (LDs.) 
Speed yh ttaed & — 
(RPM) | | Net Shpg. 
3450 6” Dia. x %" 36 | 45 
with 4" Hole | 


23635 | 4 HP, 115V, 
60 Cy., Sgl. Ph. 





7°—'% HP Grinders 
































| al GC 
Model | Motor (Seean Wheel |_Wt. (LBs.) 
satin | | (RPM) | size ‘Net | Shpe. 
547 ¥ HP, 115V, | 3450 | 7” Dia. x } 60 | 69 
60 Cy., Sgl. Ph. with 94° Hole ) 
% HP, 230V, Tes 7” Dia. x 1” 60 69 
60 Cy., Sgl. Ph. with %” Hole 
na ee Ste 
ye HP, 208-220/440V, 7" Dia.x 1" | 60 69 
50/60 Cy., 3 Ph. with %” Hole | | 
8"—34 HP Grinders 
. | 
Model Motor peer Wheel | Wt. (Lbs.) 
No. (RPM) Size Net | Shpg. 
549 % HP, 115/230V, 3450 


| 8" Dia.x 1” | 92 | 100 
60 Cy., Sel. Ph. | w 


549-3 | % HP, 208-220/440V,| 3450 
50/6 3 Ph. 


2 8” Dia.x 1” | 92 | 100 
0 Cy., 


with 344° Hole 





ROCKWELL QUALITY ACCESSORIES 
FOR ADDED SAFETY AND VERSATILITY 


No. 25587 Eye Shields. One pair. For 7” and 8” Grinders only. 
No, 25588 Illuminated Eye Shield. (Two required) Complete 
with cord lead wires for 115 volt operation. For 7” and 8” 
Grinders only. 

No. 49735 Eye Shields. One pair. For 6” Grinder only. 


Grinding Wheels 


No. For Model Size Grit 


38398 6” Diam. Fine 
38399 Ya” Face Medium 
38400 Ye" Hole Coarse 


%4” Face Medium 
¥%" Hole Coarse 


Fine 
Medium 
Coarse 


Fine 
Medium 
Coarse 








6° A” 25581 6” 
gs Ya" - 25582 7" 
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Do Face Nailing 
Operations of 

Roof Sheathing, 

Side-Wall Sheathing : 
and Sub-Flooring | 
with Equal Time Saving 
Ffficiency ! 
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ROCKWELL PORTA-NAILER 


PORTA-NAILER SUPERIOR FEATURES 





One Nailer for Four Nailing Jobs—that's what makes the 
400A unique among portable nailers! It reduces nailing 
time up to 65% on “%2” and *%s2” hardwood T & G 
flooring, and with a quick change of the face plate, per- 
forms with equal time-saving efficiency on face nailing 
of roof sheathing, side-wall sheathing and sub-flooring. 


& ® Does a better job 


at lower cost. 






®™ Easy to use 
makes even an in- 
experienced man a 
floor-nailing expert. 


® Holds approxi- 
mately 150 nails; 
takes but seconds 
to load. 


® Nails and sets 
with one blow (or 
multi-blows if de- 
sired). 


® Applicator can 
properly tension the 
flooring for better 
holding, less sand- 
ing. 





Nj *™ Prevents split- 
aah wae €~=SCté‘tirng,, SQULe aking, 
gf ~~ buckling, nail-pop- 

aes L '2~ 4) 7 ping. 


SIDE-WALL SEATHING 


® Hardened nails 
can be hand ham- 
mer-driven for end 
courses withou!l 
splitting. 




















= Non-marring 
plate prevents 
scratching pre-fin- 
ished floors. 


™ Lighter blow re- 
quired; less opera- 
tor fatigue, greater 
control. 


™ Magnesium cast- 
ingforlighter 
weight with greater 
strength, 





Model 400A 

For Nailing 

25/32" and 33/32” 
Hardwood 

T&G Flooring 


Approved New York State 
B.S.A. Approval 4742 


The Rockwell Porter-Cable Model 400A Porta-Nailer is 
ideal for builder's use. You don’t have to be experienced 
to use it; the Porta-Nailer nails and sets at the same time, 
draws nails tighter, prevents splitting, squeaking, buck- 
ling, nail popping. Its magnesium casting guarantees 
greater strength without weight, and the light blow it 
requires assures greater operator control with less fa- 
tigue. The Porta-Nailer is versatile, too—change the face 
plate and the Porta-Nailer is perfect for roof sheathing, 
side-wall sheathing and sub-flooring. 


STANDARD EQUIPMENT 


Model 400A—Basic Machine, 40061 Extension Handle, 40008 
Hammer, Package of Spare Moving Parts, one each 239X, 
240X and 1740X Wrench. 


ACCESSORY EQUIPMENT 


No. 40008 Hammer. 

No. 40030 Rubber Cap for Nailer. 
No, 40061 Extension Handle. 

No, 40063 Rubber Cap for Hammer. 
No. 40064 Hammer Handle only. 


No. 40076 Carrying Case—Heavy gauge steel. Holds 
Porta-Nailer and Accessory equipment. 


No. 40158 Face Nailing Kit. For converting Porta- 
Nailer to Face Nailer. Includes 40066 Adapter and 
40075 Shear Plate. 


No. 40189 Brace Protector Kit includes 10390 Brace 
Protector and Fastening Hardware. 


PORTA-NAILS PQRRREBROROOEESIDSE 


No. 40077 Master Pack—5 pkgs. of 5,000 2” Nails 
{25,000 Nails) 


No. 40078 Master Pack—30 pkgs. of 1,000 2” Nails 
(30,000 Nails) 
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The Inside Story! 


Be safe with Rockwell 
Double Insulated Power Tools! 
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Rockwell 
[-] Double Insulated 
Portable 
Power Tools 









Rockwell Double Insulated Power Tools assure complete protection from electrical shock. 
Two separate sets of electrical insulation barriers are imposed between you and the 
electric current. If the primary insulation fails, there is still a second barrier of protective 
insulation between you, the operator, and the electric circuit. 
Rockwell Double Insulated Power Tools do not require three-wire grounding. All are 
equipped with two-prong plugs. You can forget about adapters if your residence is not 
equipped with grounded electrical outlets. 


Check these 7 points of safety—the seven safety barriers placed between a possible electrical 
leak and the. user's hand. The non-metallic integral housing provides: 

1. non-conductive case; 2. structural frame and 3. structural gear housing: 4. non-conduc- 
tive armature shaft sleeve; 5. non-conductive phenolic brush holders: 6. hard nylon fan; 
7. remote control safety switch with non-conductive thermo-plastic shield. 


Rockwell 
[-] Double Insulated 
Portable 
Power Tools 








A. Model 70—14” 2000 RPM Drill. Ideal for 
drilling, sanding, polishing, grinding and 
dozens of other jobs. Features include 
full 2.3 amp motor, all-purpose 2000 rpm 
speed, trigger switch and double reduction 
gear drive. 


Model 73—34” 1000 RPM Drill. Offers the 
extra capacity and power of a %” chuck 
and full 2.7 amp motor. You get oil im- 
pregnated sintered bearing construction, 
high torque, double reduction gear drive 


and built-in cord strain-relief protector. 


Model 74—34” Variable Speed Drill. Power- 
ful 2.7 amp motor, 0 to 1000 rpm variable 
speed range with unique electronic trigger 
control, oil impregnated sintered bearings, 
high torque, double reduction gear drive 
and high quality *%” capacity key chuck. 


Model 82—14” UltraDrill. The ultimate in 
drilling versatility. Now preset and lock-in 
any speed—forward or reverse—from 0 to 
2000 rpm. Great for driving and removing 
screws. 2.3 amp motor will handle almost 
any material. High torque, double reduc- 
tion gear drive. High quality 3-jaw geared 
chuck. Built-in cord strain-relief protector. 


Model 89—3,” UltraDrill. Same as Model 82 
with $8” chuck and 2.7 amp, 0 to 1000 rpm 


motor. 


Drill Kits also available. 
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B. Model 75—71,4” Saw. Offers big capacity, 
plenty of power, plus everything else you'd 
want in a saw. Equipped with a powerful 
10 amp, 4500 rpm motor, this saw will cut 
stock a full 2°4” at 90°; 1''4_" at 45°. Other 
features include kick-proof clutch for 
operator protection, telescoping “no-drag" 
guard with miter lip to prevent jamming 
at start of cut, ball bearing equipped for 
longer life and a precision angle adjust- 
ment scale, These features in combination 
with double insulation and endurance 
make this the best homecraft saw on the 
market today! 


Circular Saw Kit also available. 


New Improved Bayonet Saws. Single-speed, 
2-speed and variable-speed models with a 
host of improved performance features 
found only on top of the line saws. 2” depth 
of cut in wood. Unbreakable housing, com- 
pact lightweight design, single screw blade 
lock. Base tilts 45° right and left for bevel 
cults. Anti-splinter base insert assures 
smooth chip-free cutting. Shockproof and 
UL approved. 


C. Model 67—Single-Speed Bayonet Saw. 2.4 
amp motor, 2900 strokes per minute (spm). 


Model 68—Two-Speed Bayonet Saw. 2.6 
amp motor, 2200 and 2900 spm speeds. 


Model 69 Variable-Speed Bayonet Saw. 2.8 
amp motor, 900 to 2900 spm speed range. 


Bayonet Saw Kit also available. 


D. Model 65—Finishing Sander. Perfect for 
all those sanding jobs that would take 
hours to do by hand. Great for finishing 
wood of all types, smoothing plaster, paint 
removing chores and more. Powerful 2.3 
amp motor and a 35; x 9” ('5 sheet) sanding 
pad with a 4500 OPM pad speed, assures 
fast, efficient stock removal; velvet-like 
finishing. Interference-free side construc- 
tion even permits sanding in corners flush 
to vertical surfaces. 


Model 91—3” x 21” Belt Sander. For a 
wide variety of sanding jobs—rapid, heavy 
stock removal, paint removing, fine 
straight-line finishing, flush sanding to 
vertical surfaces and more. Full 6 amp 
motor; positive, belt/spur gear drive, 900 
sfpm belt speed, ball and lubricant-impreg- 
nated bearings, trigger switch with lock 
button. unique belt tensioning device that 
permits fast, effortless belt-changing —all 
in addition to the shockproof feature. 


E. Model 90-—3”x 21” Dustless Belt Sander. 
Combines all of the outstanding features 
of the Model 91 with the addition of an 
efficient, internal dust vacuum system that 
features a big capacity collector bag. 


F. Model 64—!4 HP Router. Ideal for jobs 
ranging from basic decorative edging to 
cutting often-used wood joints, the Model 
64 has extra-large, dual knobs for non-tir- 
ing operation. Especially ideal for intricate 
routing applications. Rugged !4 HP, 28,000 
rpm motor; !,” collet capacity, ball bearing 
construction, easy-to-use depth control 
plus Double Insulated safety. 


Router Set also available. 








New Totally Redesigned Hedge Trimmers, Double insu- 
lated ... double edge... double action. Trim faster, easier, 
vibration free. 1300 strokes per minute. Big 1” gap be- 
tween blade teeth lets you trim and shape light and heavy 
hedge. Unbreakable housing. Shockproof, UL approved. 


A. Model 37—Hedge Trimmer. 13” double edge cutter bar, 
2.2 amp motor. Auxiliary side handle. 


B. Model 38—Deluxe Hedge Trimmer. Long 18” double edge 
cutter bar, 2.6 amp motor. Wrap-around front handle. 


C. Model 39—Professional Hedge Trimmer. Extra-long 23” 
double edge cutter bar, powerful 2.8 amp motor. Wrap- 
around front handle. 


D. Model 40—Double Insulated Edger Trimmer. 3 tools in 
1: edger, trimmer and trencher! For grass trimming on 
steep slopes where mower is hard to manage .. . along 
walks, drives... flush to walls, converts to 90° edger or 
45° trencher for furrowing jobs around flower beds, 
shrubs and trees. 2.7 amp motor, 7000 rpm, 7” diameter 
blade, safety guard, reduction gear drive and more. 


E. Electric Chainsaws. Ideal for tree felling and firewood 
cutting. Powerful 12 amp motor develops up to2 HP... 


rugged oversized worm gear drive .. . 1725 fpm cutting 
speed ... all ball bearing construction... V-shape design 
for close-to-ground cutting; greater leverage .. . log grip- 


ping chain teeth on both sides of cutter bar for effortless 
sawing. 

Mode! 154: 14” Culter Bar. 

Model 156: 16” Cutter Bar. 


F. Model—103R Hedgshear. For the professional gar- 
dener. Full 2.5 amp motor with continuous chain cutting 
action that produces 30,000 cuts a minute. Full 1434” 
double-side bar, allows dual side cutling; slices twigs up 
to 4s” diameter. 
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ROCKWELL PORTABLE POWER TOOLS 


ROCKWELL GENERAL ACCESSORIES & LUBRICANTS 


LUBRICANTS FOR ROCKWELL PORTABLE POWERTOOLS 


Recommended Lubricant No, 
Tool(s) Lubricant No. for Other 
for Gear Chamber Mechanisms 


35YX Use No. 149XY Lubricantin 
Blade Mechanism Housing 











*531, °535 










Use a good grade of SAE-30 
nondetergent Motor Oil on 
Wiper and Reservoir Felts in 
Blade Mechanism Housing. 
















ALL-PURPOSE SAWS sssih 
















677, 677-2 












ALL MODELS 





ANGLE GRINDERS 








*300, *152, *152A 





Use No. 149YX Lubricant in 
Blade Mechanism Housing. 






BAYONET SAWS 548 














348 





*136, 153, °165, 
. 37, 
360, 361, 564 














BELT SANDERS *440 


A-3, 500, 503 











Use No. 154YX Lubricant in 
Chain Case. 














*A.2 
Use No. 26662 Lubricant in 
Breaker for operation above 
32°F. and No. 42415 lor 


BREAKER 
operation below 32°F. 


CHIPPER /CLEANER > eee 35YX 
*A-4 


*533, 567, 568 





















All Other Models 


*D-6, 304 154YX 

All Other Models | 53454 
a 
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154YX 
Use in Transmission 
of Model 509 only. 


Use No. 26662 Lubricant in 
°° Rk. Mamelsueroparaues 
above a 2. 
#750, #800 for operation below 32°F. 
Grease packed at factory. 
Return to Rockwell Service 
602, *605, 607 Center for repacking when 
608 brushes need replacing or 
after 250 operational 
hours of use. 
#390, *590, *610, Coat moving parts of Im- 
HAMMER/DRILLS 61]. 612 pact Mechanism lightly with 
P same lubricant. 


Er aS sins 
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Coat movin pects of Clutch 
Assembly lightly with same 
lubricant. 


GENERAL: For all machines having oil holes, after each 25 hours of opera- 
tion, add 3 or 4 drops of a good grade bearing oil or best grade non-detergent 
SAE-20 motor oil. Use No. 154YX as a common bearing lubricant on all 
Rockwell Portable Power Tools. (*) Signifies obsolete units. 
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No. 57690 Lubricant. 12— 
No. 35YX 64% oz. tubes. 


No. 57691 Lubricant. 12— 
No. 149YX 6)% oz. tubes. 


No. 57692 Lubricant. 12— 
No. 52557 614 oz. tubes. 


No. 57736 Lubricant Assortment. 4—No. 
149YX; 4—No. 35YX; 2—No. 154YX and 2— 
No. 52557. 


No. 5019 Extension Cord. 50’, 14-gauge, 3- 
conductor type with grounding type 115 volt 
plug. 
No. 25747 Extension Cord. 100’, 16-gauge, 
3-conductor type with grounding type 115 
volt plug. 

RECOMMENDED EXTENSION CORD SIZES 


FOR USE WITH ROCKWELL PORTABLE 
POWER TOOLS 


| Name- | CORD LENGTH IN FEET 
plate ~ 
Amperes | 25 | 50 |75 [100 |125 [150 |175 |200 [225 
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~ ROCKWELL PORTABLE POWER TOOLS 
ROCKWELL SERVICE CENTERS 





FACTORY SERVICE CENTERS 


CALIFORNIA 
Buena Park 90620 
6363 Knott Avenue 
Phone: (714) 523-4000 


Los Angeles 90007 
2400 South Grand Avenue 
Phone: (213) 749-0386 


Oakland 94601 
4621 Malat Street 
Phone: (415) 535-2424 


Santa Clara 95050 
2305 De La Cruz Boulevard 
Phone (408) 241-9790 


San Diego 92111 
7465 Raytheon Road 
Phone: (714) 279-2520 


COLORADO 

Denver 80207 

4900 East 39th Avenue 
Phone: (303) 388-5803 


FLORIDA 

N. Miami 33168 

661 N.W. 122nd Street 
Phone: (305) 688-9686 
Tampa 33609 

4536 ¥ W. Kennedy Bivd. 
Phone: (813) 877-9585 


Orlando 32803 
2434 East Robinson Avenue 
Phone: ) 425-9024 


GEORG 
Atlanta 30240 
3500 McCall Place 
Phone: (404) 351-5434 
HAWAII 
Honolulu 96819 
3209 Koapaka Street 
Phone: (808) 458-2263 


ILLINOIS 

Meise Park 60160 
4533 North Avenue 
Phone: (312) 921-2650 


INDIANA 
Indianapolis 46202 
1310 N. Capitol Ave. 
Phone: (317) 639-9515 


MARYLAND 
Baltimore 21205 

4714 Erdman Ave. 
Phone: (301) 483-3100 


MASSACHUSETTS 

Boston 02134 

414 Cambridge Street (Allston) 
Phone: (617) 782-1700 


MICHIGAN 
Southfield 48075 
18650 W. 8 Mile Rd. 
Phone: (313) 358-1000 


Grand Rapids 49509 
4331 Clyde Park, S. W. 
Phone: (616) 534-4420 


MINNESOTA 
Minneapolis 55429 

4315 68th Avenue North 
Phone: (612) 561-9080 


MISSOURI 

North Kanses City 64116 
1141 Swift Avenue 
Phone: (816) 221-2070 


St. Louis 63139 
2348 Hampton Avenue 
Phone: (314) 644-3166 


NEW JERSEY 

Union (Newan 07083 
945 Ball Avenue 
Phone: (201) 964-1730 


NEW YORK 

New York 10013 

132 Lafayette St. 
Phone: (212) 966-2726 


ROCKWELL SERVICE CENTERS AND AUTHORIZED SERVICE STATIONS 
assure prompt, efficient servicing and repair of Rockwell products 


Flushing 11365 


175-25 Horace Harding Expwy. 


Phone: (212) 225-2040 


Syracuse 1320] 

700 Marcellus Street 
Phone: (315) 476-4231 
NORTH CAROLINA 
Charlotte 28209 

3601 South Blvd. 
Phone: (704) 525-4410 


OHIO 

Cleveland 44114 

1234 East 26th Street 
Phone: (216) 621-6329 


Cincinnati 45203 
906 Dalton Avenue 
Phone: (513) 241-2737 


Columbus 43214 
4560 Indianola Ave. 
Phone: (614) 263-0929 


Dayton 45439 
3050 S. Kettering Bivd. 
Phone: (513) 298-5281 


OREGON 

Portland 97232 

2755 Northeast Broadway 
Phone: (503) 288-6888 
PENNSYLVANIA 
Philadelphia 19120 
4433-37 Whitaker Ave. 
Phone: (215) 455-7907 
Pittsburgh 15208 

400 North Lexington Avenue 
Phone: (412) 241-8400 


RHODE ISLAND 

East Providence 02914 
$73 Waterman Avenue 
Phone: (401) 434-3620 


TENNESSEE 
Memphis 38116 
2974 Fleetbrook Drive 
Phone: (901) 332-1350 


TEXAS 

Dallas 75247 

2934 Iron. Ridge Street 
Phone: (214) 631-1890 


WASHINGTON, D.C, 
1717 Hamlin Street, N. E. 


Phone: (202) 529-5145 


WASHINGTON 
Seattle 98101 

1918 Minor Avenue 
Phone: (206) 622-4576 


WISCONSIN 
Milwaukee 53222 
10700 W. Burleigh St. 
Phone: (414) 774-3650 


CANADA 


ALBERTA 
Calgary 24, Alberta 


4411 Manitoba Road, S. E. 


Phone: (403) 287-2670 


BRITISH COLUMBIA 


Vancouver 10, B. C. 
45 West 7th Avenue 
Phone: (604) 879-8622 


MANITOBA 
Winnipeg 21, Manitoba 
545 King Edward Street 
Phone: (204) 786-6695 


ONTARIO 

Rexdale 605, Ontario 
171 Carlingview Drive 
Phone: (416) 677-5330 


UEBEC 
. Laurent (Montreal 379), P. Q. 
115 Montpellier Blvd. 
Phone: (514) 748-6535 
Quebec 3, P. Q. 
793—3rd ‘Avenue 
Phone: (418) 529-0236 
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ROCKWELL PORTABLE POWER TOOLS 





ROCKWELL AUTHORIZED SERVICE STATIONS 


ALABAMA 
MONTGOMERY 36104 


ALASKA 
ANCHORAGE 99501 
FAIRBANKS 99701. . 


ARIZONA 
PHOENIX 85014 
TUCSON 85719 


ARKANSAS 
LITTLE ROCK 72206. . 


CALIFORNIA 
EUREKA 95501 
FRESNO 93703 
MODESTO 9535) 
MONTEREY 93940 
SACRAMENTO 95809 
CONNECTICUT 
NEW HAVEN (065519 
FLORIDA 
JACKSONVILLE 3 
PENSACOLA 501 
IiDy 
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LOW. NA 
NEW GRLEANS i 
SHREVEPORT 71101 
MAINE 
PORTLAND 04101 
MARYLAND 
SALISBURY 2180} 


MASSACHUSETTS 
SPRINGFIELD 01105 


MISSISSIPPI 
JACKSON 39204 


MISSOURI 
SPRINGFIELD 65801. 


MONTANA 
LIVINGSTON 59047 


NEBRASKA 
LINCOLN 68502 
OMAHA 68102 


NEVADA 
LAS VEGAS 89102 


NEW HAMPSHIRE 
KEENE 03431 


NEW MEXICO 
ALBUQUERQUE 87107. 


NEW YORK 
BINGHAMTON 13905 
BUFFALO 14211.... 
KINGSTON 12403 
ROCHESTER 14605 


ROCHESTER 14609.. .... 


SCHENECTADY 12304 
TUCKAHOE 10707... 
UTICA 13502 


NORTH CAROLINA 
DURHAM 27701. 


FAYETTEVILLE 28302... 


OHIO 


NORTH CANTON 44720. . 


TOLEDO 43606. 


YOUNGSTOWN 44512 __ 


OKLAHOMA 


OKLAHOMA CITY 73106. 


TULSA 74104. 


OREGON 
EUGENE 97402. 


PENNSYLVANIA 
ALLENTOWN 18103. 
STEELTON 17092. 


SOUTH CAROLINA 
CHARLESTON 29403 


SOUTH DAKOTA 
RAPID CITY 57704 
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Mid-State Electric Motor, 602 S. Decatur Street 


Aero Service, Box 1554 
os Aero Services Co., Phillips Field 


Glenn's Armature, 1326 E. Indian School Road 
Electric Motor Company, 1028 East Broadway 


Fagan Electric, 3401 West 65th Street 


Senn Electric Co, 1801 Fairfield 

R & R Electric Motor Co., 1919 East Home Ave 
Stanislaus Electric Motor Works, 504 River Road 
Peninsula Power Tool, 828 Lighthouse Avenue 
Van Alsytne & Son Electric, P.O. Box 2007 


New Haven Electric Machine, 689 Congress Avenue 


Turner Electric Co., 1020 E. Eighth Street 
Electric Motor Service, 124-126 N. DeVilliers St. 


Boise Ignition Co., 111 North 23rd Street 
Smith Electric Motors, 410 filler Street 


Thunander & Son, 1923 Markle Avenue 


industrial Eng. & Equip. Co., 122 E. Fourth St. 
Puckett Electric Tool Repair, 1011 Keo Way 


Richmond Electric Co., 1002 West Maple Street 


Beerman Precision Motor Works, 2021 Thalia Street 
.McClamrock Machinery Co., 939 Louisiana Avenue 


M & W Electric, 37 Portland Street 
Salisbury Electric Co., N. Salisbury Boulevard 
Saw Center, Inc., 469 Main Street 


Flannigan Electric Motor Shop, Box 8657 


Springfield Electric Co., 1640 E. Trafficway Street 
_. J. Manzari Service, P. 0. Box 652 


Authorized Appliance Service Co., 1425 South Street 
Thacker Electric Co., 2209 Cuming Street 


Addison Saw Service, 1536 Western Avenue 
G & R Electric Motor Repair, 17 Dunbar Street 
Telco Electric Inc., 2906 Fourth Street, N.W. 


_H. P. Marsh, 65 Glenwood Avenue 

‘United Electric Motors, Inc,, 611 Winslow Avenue 

P. J. Gallagher Sons, 17 Spring Street 

Power Specialists, 74 University Avenue 

.0. G, Schwarz, 432 Atlantic Avenue 

Seas Barrett Electric Service, Inc., 108 Henry Street 

~ Authorized Appliance Repair Service, 95 Lake Avenue 
Mather, Evans & Dieh! Co., Inc., 509 Lafayette Street 


Triangle Electric Motors, 947-953 E. Main Street 
Highland Lumber Co., P.O. Drawer 390 


North Canton Repair Shop, 110 Sixth Street 
Ree a: Electric Tool Supply, Inc,, 3156 Upton Avenue 
__ Moff-Master Power Tools, Inc., 5224 Market Street 


Hohmann & Brown Appliance Service Inc,, 535 N. Virginia 
_.H, L. Moss Electric Co., 1714 East 15th 


Eugene Tool Maintenance, Box 771 


a ocvb's ghee Eee PRAM Curio Electric, 825 South Filth Avenue 
eee) Electric Service & Machine Co., 760-770 North Front 


Delta Industrial Electric Co., 990 East Bay Street 


industrial Electric & Supply tnc., 1130 W. Omaha Street 
Malloy Electric Motors, 713 S. Cliff Street 


TENNESSEE 

KNOXVILLE 39701 . . Tennessee Armature & Elecfric Co., 312 W. Jackson Avenue 
NASHVILLE 37203. Tennessee Electric Motor Co., 408 Sixth Avenue South 
TEXAS 


Jae .....G, E. Jones Electric Co., 212 North Polk St. 

CORPUS CHRISTI 78408. __Smith-Shields Electric Works, Hwy. 44 & Baldwin 
EL PASO 79950. sis Se cetwle _.,. Francis Wagner Co,, P.O. Box 1886 
FORT WORTH /6111.. OPIN RA en 7h 5, Modern Too! Repair, 2704 East Belknap 
HALTOM CITY 76117. C&D Tool Repair Service, 2532 Carson Avenue 
HOUSTON 77003. . Welder’s Supply of Houston, 3301 Polk Avenue 
LUBBOCK 79415 iret _. Brandon & Clark Electric, 2314 Fourth Street 
SAN ANTONIO 78207... : .... Loyd Electric, 511 El Paso Street 


AMARILLO 79107. .... 


UTAH 

SALT LAKE CITY 84107 Electric Motor & Supply Co., 351 West 4th South 
VIRGINIA 

NORFOLK 23504. Caddell Electric Co., 1250 Bolton Street 


Roy’ s Electric Motor Service, 3201 Norfolk Street 
_., Roanoke Armature Co,, 110—8% St. S.€. 


RICHMOND 23230... 
ROANOKE 24013. 


WASHINGTON 
SPOKANE 99201 | K & N Electric Motors, Inc, 1311 N. Washington Street 
YAKIMA 98902..._.. Cooper Electric Motor Service, 205 South Fourth Avenue 


WEST VIRGINIA 


CHARLESTON 25301 Ketter Electric Co., 103 Clendenia Street 


CANADA 

ALBERTA 

EDMONTON . _.Custom Motor Rewinding Ltd., 5805—103rd Street 
BRITISH COLUMBIA 

KAMLOOPS... .. Kamloops Electric Motor Sales & Services, 244 Lorne Street 
KELOWNA. _. Thompson Electric Motor Service, 591 Gaston Avenue 
VICTORIA. John Stefaniec Ltd., 2021 Douglas Street 
NEW BRUNSWICK 

FREDERICTON. _.., Electric Motor Service 
SAINT JOHN... E. S. Stephenson & Co., Ltd , 15 Dock Street 
NOVA SCOTIA 

HALIFAX Re .Acme Electric Ltd., 5835 Bilby Street 
ONTARIO 

HAMILTON .. Electric Moter Service (Hamilton), Ltd., 192 Cannon Street East 
KINGSTON. Boyd Electric Company, Ltd., 825 Portsmouth Avenue 
NORTH BAY _. Kirk Brothers Industrial, 364 Mcintyre Street, West 
OTTAWA _. Cam, Grant Electric Ottawa Ltd., 401 Preston Street 
PEMBROOK Kirk’s Electric Motor Works, 298 Christie Street 
THUNDER BAY. . Ace Motor Electric, 815 Simpson Street 
SUDBURY M.G. Burke Investments, Ltd., 31 Alder Street 
QUEBEC 

JONQUIERE Jean Achard Ltee., 575 Boul. Centenaire, C.P. 310 
SEPT.-ILES Woods Electric & Equipment Service, 360-366 Marquette Avenue 
SHERBROOKE _. Centre D’ Outils Electriques Enr., 26 Bowen Nord 
SASKATCHEWAN 

SASKATOON Production Machinery Service, 5218—45th Street 
MANUFACTURING 

PLANTS 

CUSTOMER 

SERVICE 

AND SALES 





ROCKWELL MFG. CO.—POWER TOOL DIVISION 
700 Marcellus St., Syracuse, N.Y. 13201 

ROCKWELL MFG, CO.—POWER TOOL DIVISION 
P.O. Box 1765, Columbia, S.C, 29202 

ROCKWELL MFG. CO.—POWER TOOL DIVISION 


Highway 45 & Young's Crossing, Jackson, Tenn. 38301 







YOUR ROCKWELL WARRANTY 


Rockwell is proud of the quality of the power tools which it sells. The 
component parts of our tools are inspected at various stages of pro- 
duction, and each finished tool is subjected to a final inspection before 
it is placed in its specially designed carton to await shipment. Because 
of our confidence in our engineered quality, Rockwell agrees to repair 
or replace any part or parts of Rockwell Power Tools or Rockwell 
Power Tool Accessories which examination proves to be defective in 
workmanship or material. In order to take advantage of this guar- 
antee, the complete portable power tool or accessory, or in the case 
of machinery, the part must be returned prepaid to the appropnate 
factory, Rockwell service center, or authorized service station for 
examination. This guarantee, of course, does not include repair or 
replacement required because of misuse, abuse, or normal wear and 
tear. Repairs made by other than our factory, service center, or 
authorized service station, relieves Rockwell of further liability under 
this guarantee. THIS GUARANTEE IS MADE EXPRESSLY IN PLACE 
OF ALL OTHER GUARANTEES OR WARRANTIES, EXPRESS OR 
IMPLIED, WITH RESPECT TO QUALITY, MERCHANTABILITY, OR 
FITNESS FOR A PARTICULAR PURPOSE. 
























Rockwell . . . manufacturer of Rockwell GTO Power Tools 


| the world’s most complete line of tools 
for use in industry, the building 
and construction trades, schools and 
4 home workshops. 





For further information contact... 


5 In the United States: 

ROCKWELL MANUFACTURING COMPANY 
400 North Lexington Avenue 
| Pittsburgh, Pennsylvania 15208 


in Canada: 
| ROCKWELL MANUFACTURING COMPANY 
| OF CANADA, LTD. 

40 Wellington Street, P.O. Box 848 

Guelph, Ontario 


In Latin America and Caribbean area: ; 
ROCKWELL INTERNATIONAL INC. 

400 North Lexington Avenue 

Pittsburgh, Pennsylvania 15208 

Cable Address: ROMCO 


In Europe: 

ROCKWELL G.m.b.H. 

Lechstrasse 6 

8912 Kaufering, West Germany 

Cable Address: ROCKWELL KAUFERING 


In Australia: 

WOLF SALES PTY LTD. 

480 New Canterbury Road 

Dulwich Hill, N.S.W., 2203, 

Australia 

Cable Address: WOLFTOOLS SYDNEY 


In Mexico: 

ROCKWELL MEXICANA, S.A. 
Concepcion Beistegui No. 917 
(Apartado Postal 12-1014) 

Col. de Valle 

Mexico 12, D.F. Mexico 


In South Africa: 

ROCKWELL SOUTH AFRICA (PTY.) LTD. 
59 Kempston Road 

Port Elizabeth, South Africa 

Cable Address: ROCKINT 


For Southeast Asia and the Far East: 
ROCKWELL INTERNATIONAL LTD. 
P & O Bidg., 12th Floor 

21 Des Voeux Road, Central 

Hong Kong 

Cable Address: ROCKINTER 


For Any Area Not Shown Above: 

ROCKWELL MANUFACTURING COMPANY 
Power Tool Exports 

400 North Lexington Avenue 

Pittsburgh, Pennsylvania 15208 

Cable Address: ROMCO 


Distributors throughout the world 


Rockwell 


MANUFACTURING COMPANY 
400 N. Lexington Avenue, Pittsburgh, Pennsylvania 15208 
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